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Figure 3.7: Schematic of hardness testing points exceeding the baseline spacing to ensure 

isolation of localized strain hardening zones. 

 

3.3.1 Portable Dynamic Rebound Testing (Leeb) 
To establish the baseline data required for optimizing in-situ field diagnostics, dynamic 
rebound testing was conducted utilizing a TIME 5100 portable Leeb hardness tester (Figure 
3.8). The device was equipped with a standard Type D impact body, utilizing a tungsten carbide 
test tip. Measurements were executed in strict compliance with ASTM A956 standard test 
methods for the Leeb hardness testing of steel products [16]. The dynamic rebound velocity 
quotient (HL) was recorded at five distinct locations across the polished gauge length of each 
coupon. 

 
Figure 3.8: The TIME 5100 portable Leeb hardness tester utilized for dynamic rebound 

evaluations, equipped with a standard Type D impact body. 

Measurements were executed with consideration of both international standards and 
manufacturer operational limits. While ASTM A956 [16] dictates highly conservative 
boundary conditions for uncoupled specimens (25 mm minimum thickness), the TIME 5100 
manufacturer specifies an operational capability for direct, uncoupled testing on specimens 
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exceeding 5 mm in thickness and 5 kg in mass. Therefore, to establish a reliable baseline, the 
extracted laboratory coupons (5≤ mm thick, <5 kg) were rigidly coupled to a support block to 
strictly satisfy ASTM requirements. Subsequent in-situ evaluations on full structural members 
utilized the manufacturer’s verified operational thresholds (>5 mm, >5 kg) to accurately 
capture authentic field-testing conditions without the need for artificial coupling. 
During the initial phase of Leeb testing, specimens were mechanically clamped to a rigid 
support table (Figure 3.9 (a)). However, preliminary data analysis revealed severe kinetic 
energy dissipation (resulting in artificially low HL values), indicating that mechanical 
clamping alone failed to achieve the rigid acoustic boundary conditions required for 5-6 mm 
coupons. Consequently, the methodology was refined. To strictly satisfy ASTM A956 [16] 
requirements for rigid coupling, a viscous acoustic couplant (petroleum jelly) was applied 
between the unpolished back face of the coupons and a high-mass reference metal block 
(Figure 3.9 (b)). This viscous layer successfully displaced microscopic air voids, creating a 
continuous acoustic boundary that allowed the specimen and the block to act as a single, 
infinite-mass entity, thereby significantly minimizing localized vibrational energy loss during 
the impact phase. 

 
Figure 3.9: Evolution of specimen boundary conditions for laboratory Leeb testing: (a) 

initial mechanical clamping to a rigid support table (b) the refined rigid coupling 
methodology. 

3.3.2 Micro-Indentation Testing (Vickers) 
To evaluate the micro-mechanical resistance of the standardized steel grades, micro-
indentation testing was performed using a LECO LM700 Vickers microhardness testing system 
(Figure 3.10). Testing was conducted utilizing a standardized diamond pyramid indenter. The 
applied test force was calibrated to 1 kgf (HV1) to ensure the indentation encompassed a 
representative volume of the microstructural grains without piercing the specimen thickness.  
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Figure 3.10: The LECO LM700 machine for Vickers (HV1), demonstrating the testing of one 

of the coupons. 

A dwell time of 15 seconds was maintained for all indentations to allow for complete plastic 
flow stabilization before the diagonal measurements were optically captured. A representative 
optical micrograph of the resulting test impression is shown in Figure 3.11, illustrating the 
defined geometric vertices required for the precise calculation of the Vickers hardness value. 

 
Figure 3.11: Optical micrograph of a diamond shape indent on the polished Grade 300 steel.  

3.3.3 Macro-Indentation Testing (Brinell and Rockwell) 
Macro-mechanical hardness evaluations were executed utilizing a LECO LCR 500 hardness 
testing system (Figure 3.12), functioning in a dual capacity for both Brinell and Rockwell 
methodologies. 
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Figure 3.12: Leco LCR 500 dual tester for Rockwell and Brinell Hardness 

 
Rockwell Testing: Rockwell hardness evaluations were conducted in accordance with ASTM 
E18 [14] using the standard Rockwell B scale (HRB) parameters, which are optimized for 
structural steels of this strength class. The system utilized a 1/16-inch diameter spherical 
indenter applied under a major load of 100 kgf. A standard dwell time of 5 seconds was 
employed to allow for accurate depth-differential measurement. 
Brinell Testing: Brinell hardness evaluations were conducted in accordance with ASTM E10 
[13], utilizing a 2 mm diameter spherical tungsten carbide indenter with a controlled dwell time 
of 12 seconds. An initial empirical calibration phase was conducted on the first four extracted 
coupons utilizing an applied load of 40 kgf (k=10). Following the analysis of these preliminary 
indentations, the applied load was optimized to 120 kgf for the remaining 32 coupons. This 
adjustment was implemented to align the testing parameters with the ASTM E10 [13] 
recommended Force-Diameter Ratio (k) of 30, which is specifically optimized for the hardness 
range of structural carbon steels (95.5 to 650 HBW). 
This optimization ensured a more pronounced macro-indentation diameter, thereby reducing 
the potential for optical measurement error. Since the Brinell scale is inherently ratiometric, 
the inclusion of the initial 40 kgf data points did not compromise the statistical integrity of the 
final regression models; rather, the consistency of the calculated HBW values across both 
loading regimes confirms the robustness of the ratiometric approach, as evidenced by the high 
correlation coefficients (R2) maintained across the entire dataset in Table 4.4. 

3.4 Destructive Uniaxial Tensile Testing 
To establish the empirical baseline required for the hardness-to-tensile correlations, all 36 
specimens underwent destructive uniaxial tensile testing following the completion of the non-
destructive hardness matrix. The macroscopic mechanical properties, specifically the 0.2% 
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offset Yield Strength (YS) and Ultimate Tensile Strength (UTS), were recorded to serve as 
benchmark comparative values against the NDT predictions. 
Testing was executed utilizing an Instron 5982 universal testing machine equipped with a 100 
kN capacity load cell (Figure 3.13). To optimize strain measurement accuracy and minimize 
crosshead displacement compliance errors, localized strain was continuously monitored using 
a standardized 50 mm gauge length extensometer affixed to the gauge section of each coupon. 

 
Figure 3.13: The Instron 5982 universal testing machine for destructive tensile testing, 

detailing the 50 mm gauge extensometer affixed test coupon for strain monitoring. 

To mitigate strain-rate-induced hardening during the evaluation, the testing apparatus utilized 
a quasi-static displacement-controlled pull rate of 1 mm/min. This controlled rate was 
maintained through the elastic region and across the yield plateau. Continuous load-
displacement data was logged for each specimen to generate engineering stress-strain curves, 
from which the YS and UTS values were extracted for regression modelling. 
To protect the instrumentation from recoil upon fracture, the 50 mm extensometer was 
detached from the coupon following the capture of the yield plateau and the onset of strain 
hardening. From that point, the testing progressed under crosshead displacement until localized 
macroscopic deformation (necking) and ultimate fracture occurred (Figure 3.14). 
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Figure 3.14: The tensile apparatus applying terminal plastic strain to the steel coupon prior 
to ultimate fracture. 

Following the completion of the testing matrix, visual inspection of the coupons indicated 
characteristic ductile failure. As demonstrated in Figure 3.15, localized necking and fracture 
occurred within the central gauge length. This observation confirmed adequate vertical 
alignment of the machine grips and supported the validity of the testing procedure. 

 

Figure 3.15:Machined structural steel dog-bone coupons pre-testing (a) and post-testing (b), 
demonstrating ductile fracture within the designated gauge length. 
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Chapter 4: Results and Discussion 
4.1 Introduction 
This chapter presents the empirical results and statistical analyses derived from the destructive 
and non-destructive testing matrices executed on the Grade 300 and Grade 350 structural steel 
specimens. The primary objective is to evaluate the correlation between multi-modal surface 
hardness testing (macro, micro, and dynamic rebound) and macroscopic tensile properties. 
First, the baseline mechanical properties, specifically the 0.2% offset yield strength and 
ultimate tensile strength (UTS), are established through continuous uniaxial tensile testing, 
noting the spatial variances induced by the manufacturing process. Subsequently, localized 
surface hardness is quantified across the Brinell, Rockwell, Vickers, and Leeb scales. Bivariate 
linear regression models are then developed to correlate the non-destructive hardness values 
against the destructive tensile baselines. Finally, the statistical variance of these models is 
evaluated utilizing Mean Squared Error (MSE) and Mean Percentage Error (MPE) thresholds, 
providing a basis to discuss the feasibility of their application in localized structural assessment. 

4.2 Microstructural and Chemical Characterisation  
Prior to evaluating the macroscopic tensile and hardness properties, the baseline 
crystallographic and chemical properties of the steel were established utilizing Scanning 
Electron Microscopy (SEM) coupled with Energy Dispersive X-Ray Spectroscopy (EDS). 

4.2.1 Elemental Composition Verification 
To verify the elemental integrity of the experimental matrix, EDS analysis was performed on 
the extracted specimens. Given that the experimental matrix consists of two distinct 
manufacturer-rated material classes, representative spectra for both the Grade 300 and Grade 
350 specimens were evaluated. 
As illustrated in Figure 4.1, the quantitative breakdown confirms standard low-alloy carbon 
steel compositions for both classes. The Grade 300 Universal Beam spectrum (Figure 4.1a) and 
the Grade 350 Square Hollow Section spectrum (Figure 4.1b) are dominated by the expected 
Iron (Fe) matrix, alongside minor alloying elements such as Manganese (Mn) and, where 
detectable, Silicon (Si), which are standard inclusions for deoxidation and solid-solution 
strengthening. 
The EDS data provides qualitative support for the chemical grading required to achieve their 
respective nominal yield strengths. The Grade 350 SHS exhibits a comparatively higher 
Manganese concentration (1.3 Wt%) than the Grade 300 Universal Beam extraction (0.9 Wt%). 
As Manganese is a primary solid-solution strengthening agent in structural steels, this variance 
aligns with the elevated macroscopic yield capacity expected of the Grade 350 SHS specimens, 
though it is acknowledged that EDS results provide localized compositional approximations 
rather than definitive bulk quantification. 
(Note: The Platinum (Pt) peaks present in the spectra are an artifact of the conductive sputter-
coating applied during specimen preparation to prevent electron charging under the SEM 
beam. Furthermore, the elevated weight percentages of elements such as Carbon (C), Oxygen 
(O), and trace Fluorine (F) are typical surface artifacts inherent to EDS analysis often 
resulting from adventitious environmental exposure, handling, or specimen mounting tape, and 
do not reflect the true bulk chemical composition of the steel). 

 



 30 

 

Figure 4.1: Representative Energy Dispersive X-Ray Spectroscopy (EDS) spectra confirming 
the low-alloy carbon steel baseline compositions: (a)Grade 300 Universal Beam, and 

(b)Grade 350 Square Hollow Section. 

4.2.2 Micrographic Analysis of Structural Categories  
Following the verification of the elemental composition, the physical morphology of the 
extraction zones was documented via SEM. Figure 4.2 presents the comparative unetched 
cross-sectional micrographs, illustrating the specific target zones utilized for the EDS chemical 
spectra extraction for the Grade 300 Flange, Grade 300 Web, and Grade 350 SHS. 
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Figure 4.2:Comparative SEM surface micrographs detailing baseline grain morphologies 
across the experimental matrix: (a) IB-F exhibiting coarse grain structure; (b) IB-W and (c) 

SHS(SQ) exhibiting fine grain structure. 

To align the chemical evaluation with the mechanical testing, the EDS target scans were 
executed on internal cross-sections extracted from the coupons following the uniaxial tensile 
testing. Extracting the elemental spectra from this internal cross-section, rather than the exterior 
rolled surface, was undertaken to ensure the data represented the parent material, minimizing 
the influence of exterior environmental contamination, localized surface decarburization, or 
residual mill scale. 
The unetched micrographs (Spectra 2, 4, and 3) visually document the physical state of these 
internal cross-sections, illustrating the directional mechanical cleavage and shearing lines 
inherent to the abrasive sectioning process. As the specimens were not subjected to chemical 
etching (e.g., Nital), the ferrite-pearlite grain boundaries are not optically defined in these 
specific micrographs. 
However, while the specimens remain unetched, the pre-test crystallographic variations remain 
a primary metallurgical driver for the mechanical variances observed in this study. As 
established in literature, variable cooling rates inherent to the hot-rolling process dictate that a 
thinner web section typically develops a finer baseline grain distribution compared to a thicker, 
insulated flange. In accordance with the Hall-Petch relationship, this refinement in grain size 
increases the localized density of grain boundaries, which act as physical impediments to 
dislocation glide. 
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This deduced microstructural difference is visually supported by the varying feature densities 
observed across the unetched micrographs. As highlighted by the large red circle in Figure 
4.2(a), the thicker flange exhibits coarser directional features. However, the faster-cooling web 
and SHS sections exhibit a significantly more refined, densely packed network of directional 
markings (highlighted by the tight green circles in Figures 4.2(b) and 4.2(c). 
While the current experimental scope did not include direct quantitative grain-size 
measurement (e.g., mean linear intercept method on etched samples), the mechanical 
differences documented in Chapter 4.3, where the faster-cooling web and SHS sections 
demonstrate significantly elevated yield values compared to the thicker flange, are entirely 
consistent with the principles of grain-boundary strengthening. Therefore, established 
microstructural theory provides a robust qualitative basis for the bulk yield strength hierarchies 
quantified in the subsequent evaluations. A complete catalogue of the unetched SEM cross-
sectional micrographs and corresponding EDS chemical spectra for all individual spatial 
extraction zones is provided in Appendix E. 

4.3 Benchmark Tensile Properties 
The macroscopic mechanical properties of the structural steel specimens were established 
through uniaxial tensile testing to provide reference values for subsequent correlation with 
hardness measurements. This section details the baseline tensile characteristics, capturing the 
fundamental behavioural differences and yield strengths inherent to the varying manufacturing 
profiles. 

4.3.1 Stress-Strain Profiles 
The macroscopic mechanical behaviour of the standardized steel coupons was initially 
characterised through uniaxial tensile testing. Continuous load-displacement data was logged 
for each of the 36 specimens to generate engineering stress-strain profiles. Figure 4.3 presents 
a comparative overlay of the typical stress-strain curves observed across the three extraction 
categories: Grade 300 Web, Grade 300 Flange, and Grade 350 SHS. 
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Figure 4.3: Comparative engineering stress-strain profiles illustrating distinct yielding 
behaviours, strain-hardening capacities, and ultimate ductility across the Grade 300 and 

Grade 350 structural matrices. 

A distinct divergence in yielding behaviour was experimentally observed between the material 
classes. The Grade 300 Universal Beam specimens (both web and flange extractions) exhibited 
a sharply defined yield point, characterised by a distinct upper yield peak followed by a sudden 
load drop and a localized yield plateau (discontinuous yielding). In contrast, the Grade 350 
Square Hollow Sections demonstrated a continuous yielding behaviour, characterised by a 
smooth, non-linear transition from elastic to plastic deformation without a visually distinct 
yield point. 
Beyond initial yielding, the continuous stress-strain profiles also revealed variances in 
macroscopic ductility and strain-hardening capacity. As visually evident in Figure 4.3, the 
Grade 300 Flange (IB-F) demonstrated the highest ductility, sustaining plastic deformation up 
to approximately 40% strain prior to ultimate fracture. This is consistent with the coarser 
microstructural baseline established in Section 4.2. On the other hand, the Grade 350 SHS (SQ) 
and the refined Grade 300 Web (IB-W) exhibited comparatively lower ductility, failing at 
approximately 25% and 30% strain, respectively. This behaviour demonstrates a trend 
consistent with the standard inverse metallurgical relationship: as the density of grain 
boundaries increases to elevate yield strength, the overall elongation capacity of the material 
generally decreases. 
These observed differences are consistent with variations in material processing, section 
geometry, and cooling conditions during manufacturing, which are known to influence 
mechanical response in structural steels. However, quantitative microstructural 
characterisation was not performed in this study, and therefore detailed metallurgical 
interpretation is beyond the scope of this work. 
Attempting to visually define a yield point across these divergent behaviours could introduce 
significant subjectivity and inconsistency. The 0.2% offset method was universally applied to 
all 36 stress-strain curves. As established in Section 2.2.2, utilizing this mathematical 
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intersection provided a standardized, repeatable baseline for determining the yield strength 
across both hot-rolled and continuous-yielding structural profiles. A complete, itemized log of 
the raw macroscopic tensile data for all 36 individual structural coupons is provided in 
Appendix B.2. 

4.3.2 Yield and Ultimate Tensile Strength 
Following the establishment of the continuous stress-strain profiles, the macroscopic 
mechanical properties for all 36 specimens were extracted. Table 4.1 summarizes the 
benchmark 0.2% offset yield strength (YS) and ultimate tensile strength (UTS) across the three 
extraction categories. 
Table 4.1: Benchmark Tensile Properties across Extraction Categories 

Material Category Mean 0.2% Offset YS (MPa)  Mean UTS (MPa) 
SHS (SQ) 507.2±18.3 548.2±18.4 
UB (IB-W) 468.4±17.5 572.4±11.1 
UB (IB-F) 376.3±11.8 514.1±4.5 

 

 
Figure 4.4: Comparative grouped bar chart illustrating the YS and UTS hierarchies across 

the structural extraction categories. 

As anticipated by the manufacturer's grading, the Grade 350 Square Hollow Sections (SQ) 
exhibited the highest overall resistance to initial plastic deformation, recording an average yield 
strength of 507.2 MPa. However, significant mechanical variance was observed internally 
within the Grade 300 Universal Beam. 
The data highlights the impact of spatial extraction on structural capacity. The coupons 
extracted from the web (IB-W) demonstrated an average yield strength of 468.4 MPa and a 
peak average UTS of 572.4 MPa, making the web the material with the highest ultimate tensile 
capacity in the testing matrix. In contrast, the coupons extracted from the flanges (IB-F) of the 
exact same beam recorded the lowest structural capacities across the matrix, with an average 
yield strength of 376.3 MPa and a UTS of 514.1 MPa. 
This discrepancy in mechanical strength between the web and the flange is a macroscopic 
consequence of the hot-rolling manufacturing process. Since the web possesses a significantly 
thinner cross-sectional geometry compared to the flange, it undergoes a more rapid cooling rate 
and a higher degree of thermo-mechanical reduction during fabrication. As established in 
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Section 2.2.1, this accelerated cooling refines the ferrite-pearlite microstructure. Consistent 
with the Hall-Petch relationship, this finer grain size in the web creates a higher density of grain 
boundaries, thereby providing increased localized resistance to dislocation glide and elevating 
both the yield and ultimate tensile strengths relative to the thicker, slower-cooling flange. 
By capturing this distinct, manufacturing-induced mechanical variance, the benchmark tensile 
data confirms that any predictive hardness model applied to Universal Beams must account for 
localized microstructural heterogeneity, highlighting the value of spatially distributed NDT 
methodologies. 
Furthermore, a review of the localized extraction zones within the web itself reveals 
considerable internal mechanical scatter. As detailed in the raw data (Appendix B.1), yield 
strengths within the vertical profile of the web fluctuated by over 50 MPa, ranging from a 
localized minimum of 431.0 MPa near the top radius (IB-W-T-3) to a peak of 484.2 MPa in 
the middle-top region (IB-W-MT-8). This significant internal variance reinforces the 
heterogeneous nature of hot-rolled structural steel. It demonstrates that even within a single, 
fast-cooling geometric element like the web, localized thermo-mechanical conditions create 
non-uniform microstructural capacities. Consequently, relying on a single, isolated hardness 
measurement on a structural member could yield unrepresentative capacity estimations. This 
internal scatter directly supports the methodological necessity of implementing spatially 
distributed measurement grids during in-situ NDT assessments to ensure that localized 
anomalies are averaged into a reliable bulk property prediction. A complete log of the raw 
macroscopic tensile data for all 36 individual structural coupons is provided in Appendix B.1. 

4.4 Non-Destructive Hardness Evaluation 
Prior to the benchmark destructive testing, the surface resistance of all 36 specimens was 
quantified using a multi-modal non-destructive testing (NDT) matrix. The objective of this 
phase was to establish the localized hardness profiles of the Grade 300 and 350 steels across 
macro-indentation, micro-indentation, and dynamic rebound modalities to evaluate their 
respective consistency and sensitivity to structural heterogeneities. 

4.4.1 Surface Topography Validation 
Before executing the localized hardness matrix, the surface morphology of all 36 prepared 
coupons was quantitatively verified to ensure compliance with the physical boundary 
conditions required for non-destructive testing. As micro-indentation and dynamic rebound 
methodologies are highly sensitive to surface asperities, the surface roughness average (Ra) 
was measured across the polished gauge lengths utilizing a Time 3221 portable profilometer. 
As detailed in Section 3.2.2, a progressive mechanical polishing protocol culminating in a 
manual P800-grit finish was employed to mitigate mill scale without introducing artificial 
work-hardening. The empirical data confirms this methodology was highly effective. Table 4.2 
summarizes the measured Ra values across the three primary structural categories. 

Table 4.2: Post-Preparation Surface Roughness (Ra) Summary 

Material Category Min Ra  (µm) Max Ra  (µm) Mean Ra  (µm) 
SHS (SQ) 0.120 0.355 0.244 
UB (IB-W) 0.108 0.34 0.238 
UB (IB-F) 0.115 0.361 0.252 



 36 

As demonstrated in the summary table, the measured Ra values across the entire testing matrix 
ranged from a minimum of 0.108 µm to a maximum of 0.361  µm, achieving a smooth overall 
average well below 0.300 µm. 
The surfaces were deemed optimal as every single specimen was maintained below the strict 
0.4 µm roughness threshold required for Vickers micro-indentation. By achieving this refined 
topography, the specimens simultaneously exceeded the baseline requirement for Leeb 
dynamic rebound testing (Ra ≤ 1.6 µm). This quantitative verification confirms that the Vickers 
optical measurements were free from micro-asperity interference, and the Leeb rebound 
velocities were not corrupted by erratic kinetic energy scattering, ensuring the integrity of the 
hardness data set. A complete itemized log of the profilometer readings for all 36 individual 
specimens is provided in Appendix D. 
With the optimal surface boundary conditions mathematically confirmed, the multi-modal 
NDT matrix was executed. Table 4.3 consolidates the resulting mean macroscopic, 
microscopic, and dynamic rebound hardness values across the experimental matrix. 

Table 4.3: Mean Surface Hardness Properties across Extraction Categories 

Material Category Rockwell B (HRB) Brinell (HB) Vickers (HV) Leeb (HL) 
SHS (SQ) 89.3 222.1 186.4 462.8 
UB (IB-W) 88.7 211.5 199.7 449.6 
UB (IB-F) 79.2 173.8 166.1 399.8 

(Note: * Leeb averages exclude uncoupled calibration outliers as detailed in Section 4.4.4.1.) 

4.4.2 Macro-Indentation Results (Brinell and Rockwell)  

The macro-scale indentation tests (Brinell and Rockwell B) demonstrated good consistency in 
capturing the bulk mechanical variations driven by the manufacturing process. The Brinell (HB) 
and Rockwell (HRB) hardness hierarchies directly mirrored the benchmark tensile capacities 
established in Section 4.3.2. The Grade 300 Universal Beam flange (IB-F) specimens 
consistently registered the lowest macroscopic resistance, with average values converging 
around 170 HB and 79 HRB. On the contrary, the highly refined microstructure of the Grade 
300 web (IB-W) specimens yielded significantly higher surface resistance, averaging 
approximately 210 HB and 88 HRB, placing them mechanically closer to the Grade 350 Square 
Hollow Sections. 

As theoretically projected in Chapter 2, the relatively sized 2 mm tungsten carbide indenter 
utilized for the Brinell evaluations successfully encompassed multiple ferrite and pearlite 
grains per indentation. This geometric advantage effectively averaged out localized 
microstructural heterogeneities, resulting in stable data clusters with minimal variance, 
reinforcing Brinell’s viability as a robust predictor of bulk structural capacity. 

4.4.3 Micro-Indentation Results (Vickers)  
Micro-indentation utilizing the Vickers scale (HV1) successfully captured the fundamental 
material hierarchy, with the IB-F specimens demonstrating the lowest mean hardness (~165 
HV) compared to the IB-W (~200 HV) and SQ (~185 HV) categories. However, the operational 
scale of the HV1 test inherently introduced a higher degree of localized sensitivity. Given that 
the square-based diamond pyramid creates a microscopic impression, the resulting deformation 
is heavily influenced by the specific microstructural phase it contacts. Indentations that 
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localized entirely within a softer, highly ductile ferrite grain inherently registered lower 
resistance than those striking a harder, lamellar pearlite colony, confirming that while Vickers 
is highly precise for microstructural phase analysis, it exhibits a higher natural variance when 
assessing the bulk capacity of hot-rolled structural steel. 

4.4.4 Dynamic Rebound Results (Leeb) 
The dynamic rebound testing (Leeb) was executed under controlled laboratory conditions. To 
minimize the kinetic energy loss associated with structural flexure, the 5-10 mm Grade 300 
and 350 coupons were rigidly coupled to a high-mass support block in accordance with ASTM 
A956 [16] boundary conditions. Under these controlled parameters, the Leeb (HL) values 
reliably distinguished the material categories, with the IB-F specimens averaging 
approximately 400 HL, while the IB-W and SQ specimens consistently exceeded 450 HL. 
4.4.4.1 Data Exclusion and Methodological Refinement 
The initial calibration specimens (specifically SQ-1, SQ-2, IB-W-MT-1, and IB-W-MB-2) 
exhibited significant localized Leeb deviations, registering HL values nearly 50% lower than 
their respective group averages (approximately 229–254 HL). During the preliminary 
experimental phase, these initial specimens were mechanically clamped to a rigid support table 
in a manner consistent with previous regional studies. However, the resulting kinetic energy 
dissipation indicated that mechanical clamping alone did not achieve the acoustic boundary 
conditions required for structural coupons in this thickness range. 
However, these initial tests did not fully satisfy the rigid coupling requirements of ASTM A956 
[16], a physical exclusion rule was applied. These data points were classified as 
methodologically inconsistent due to kinetic energy loss and were excluded from the dataset 
prior to executing the statistical regression analyses. 
Consequently, the methodology was refined. To adhere to ASTM A956 [16] requirements for 
rigid coupling, the rear contact surfaces of the remaining coupons were lightly ground to 
remove localized oxidation and ensure flush seating. A viscous acoustic couplant (petroleum 
jelly) was subsequently applied between this prepared rear face and a high-mass reference 
metal block. This viscous layer displaced microscopic air voids, creating a continuous acoustic 
boundary that allowed the specimen and the block to act as a single coupled entity. This 
significantly mitigated localized vibrational energy loss during the impact phase, resulting in 
the stabilized readings (400 - 470 HL) observed across the remainder of the testing matrix. 
Additionally, the initial Leeb data points (SQ-1, SQ-2, IB-W-MT-1, IB-W-MB-2) represent an 
identified methodological limitation (uncoupled kinetic energy loss) rather than true material 
variance, they have been excluded from the subsequent statistical regression and error analysis 
(MSE/MPE) to ensure the statistical integrity of the final predictive structural models. If these 
uncoupled data points were to be reincorporated into the regression matrix, the predictive 
reliability of the Leeb models would degrade. Since an uncoupled device registers artificially 
low rebound velocities driven by flexure rather than true metallurgical hardness, including 
these points mathematically skews the linear regression, artificially lowering the coefficient of 
determination (R2) and substantially increasing the residual error (as visually demonstrated in 
Appendix F.4). The complete, itemized log of all raw Brinell, Rockwell, Vickers, and Leeb 
hardness values is provided in Appendix C.1. 

4.5 Development of Predictive Correlation Models 
The primary objective of this study was to establish high-fidelity mathematical models capable 
of predicting destructive tensile properties from non-destructive surface diagnostics. Bivariate 
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linear regression analyses were executed, pairing the four localized hardness modalities against 
the benchmark 0.2% offset Yield Strength (YS) and Ultimate Tensile Strength (UTS). The 
statistical efficacy of each model was quantified utilizing the Pearson correlation coefficient 
(𝑟), the coefficient of determination (𝑅)), Mean Squared Error (MSE), Root Mean Square Error 
(RMSE), and Mean Percentage Error (MPE), as consolidated in Table 4.4 , with the NDT 
modalities ranked in descending order of correlation strength for both YS and UTS. 

Table 4.4: Bivariate Linear Regression Statistical Summary 

Hardness 
Method 

Target 
Property 

Pearson 
r R² MSE 

RMSE 
(MPa) 

MPE 
(%) 

MAE 
(MPa) 

MAPE 
(%) 

Leeb YS 0.97 0.947 186.8 13.67 -0.09% 10.49 2.36% 
Rockwell YS 0.96 0.923 256.13 16 -0.10% 13.52 2.96% 
Brinell YS 0.95 0.909 304 17.44 -0.15% 13 2.90% 
Vickers YS 0.73 0.533 1557.14 39.46 -0.77% 34.86 7.60% 
 --- --- --- --- --- --- --- --- 
Vickers UTS 0.92 0.847 109.12 10.45 -0.04% 7.77 1.43% 
Rockwell UTS 0.79 0.623 268.43 16.38 -0.09% 13.05 2.36% 
Leeb UTS 0.75 0.57 334.87 18.3 -0.11% 9.82 2.63% 
Brinell UTS 0.74 0.546 323.63 17.99 -0.11% 14.99 2.72% 

As summarized in Table 4.4, clear differences are observed in predictive performance across 
the four hardness methods. These differences cannot be attributed solely to statistical fitting, 
but instead reflect the distinct physical processes involved in each testing modality. From a 
mechanics perspective, hardness testing can be interpreted as a localized plastic deformation 
problem, where the measured response depends on the representative strain volume sampled 
by the test. For static indentation methods (Brinell, Vickers, Rockwell), the deformation is 
governed by constrained plastic flow beneath the indenter, consistent with the framework 
proposed by Tabor [4], where hardness is proportional to the representative flow stress. 
To further validate the predictive fidelity of the models and provide a more intuitive metric of 
variance, Mean Absolute Error (MAE) and Mean Absolute Percentage Error (MAPE) were 
integrated into the statistical matrix for both the Yield Strength and Ultimate Tensile Strength 
correlations. For the primary Yield Strength regression, the Leeb model demonstrated an 
exceptional MAE of 10.49 MPa and a MAPE of 2.36%. Similarly, the optimal Vickers model 
for Ultimate Tensile Strength achieved an MAE of 7.77 MPa and a simply low MAPE of 1.43%, 
confirming that both models deviate by a negligible margin from true structural capacity.  
Furthermore, residual analyses were conducted on these two premier predictive models to 
verify fundamental statistical assumptions. As illustrated in Figure 4.5 (Leeb vs. YS) and 
Figure 4.6 (Vickers vs. UTS), the residual plots for both primary models display random, 
homoscedastic distributions around their respective zero-error axes. This lack of discernible 
geometric patterning confirms that the foundational linear regression models are unbiased and 
do not systematically over-predict or under-predict structural capacity across the tested material 
spectrum. For completeness, the supplementary residual plots verifying the homoscedasticity 
of the alternative modalities (Rockwell and Brinell) are provided in Appendix F.3. 
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Figure 4.5: Leeb vs YS residual plots. 

 

 
Figure 4.6: Vickers vs UTS residual plot. 

To benchmark the efficacy of the diagnostic framework developed in this study, the proposed 
regression models were evaluated against established international literature and conversion 
standards (Table 4.5). For Yield Strength, the proposed model was compared against the direct 
hardness-to-strength correlations published in the European Steel Construction Institute 
guidelines (SCI P427) [23]. Furthermore, a two-step standard conversion methodology was 
evaluated, wherein Leeb hardness values were first converted to Vickers hardness utilizing the 
standardized 4th-order polynomial established in ASTM E140-12 (Annex A10) [21], prior to 
applying the SCI P427 Yield Strength regression. For Ultimate Tensile Strength, the proposed 
Vickers model was compared directly against the corresponding SCI P427 UTS standard. 

As demonstrated in the comparative error analysis, both the generic European standard 
equations and the multi-step ASTM conversion methodologies exhibit significantly higher 
residual errors when applied to the specific Grade 300 and Grade 350 structural profiles 
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investigated in this research. This variance highlights the inherent compounding error of 
utilizing generalized, global hardness conversions, particularly higher-order polynomials, for 
localized structural assessment. Conversely, the direct empirical models derived in this study 
inherently capture the unique microstructural characteristics and specific boundary conditions 
of these New Zealand structural members, thereby drastically reducing the Mean Absolute 
Error and providing a vastly more reliable metric for in-situ infrastructure assessment. 
Table 4.5: Comparative Evaluation of Proposed Models vs. Established International 
Standards 

Target 
Property 

Predictive Model 
Source 

Equation Format Mean 
Absolute 
Error (MAE) 

Yield 
Strength 
(YS) 

Proposed Leeb Model 
(Current Study) 

𝑌𝑆 = 2.0142 ⋅ 	𝐻𝐿 − 430.1 10.49 MPa 

Yield 
Strength 
(YS) 

European Steel Reuse 
Guidelines (SCI 
P427)[23] 

fy = 2.70(HV) - 71 35.18 MPa 

Yield 
Strength 
(YS) 

ASTM E140-12 
(Annex A10) + SCI 
P427 [21], [23] 

𝐻𝑉10 = 290.8 - 2.41(HL) + 
8.24×10-3 (HL)2 - 1.01 ×10-5 

(HL)3 + 5.38 ×10-9(HL)4 

 
fy = 2.70(HV) - 71 

66.35 MPa 

--- --- --- --- 
Ultimate 
Tensile 
(UTS) 

Proposed Vickers 
Model (Current Study) 

𝑈𝑇𝑆 = 1.7017 ⋅ 𝐻𝑉 + 231.9 7.77 MPa 

Ultimate 
Tensile 
(UTS) 

European Steel Reuse 
Guidelines (SCI P427) 
[23] 

fu = 2.50(HV) + 100 17.88 MPa 

Comparison with Previous Local Research  

A critical retrospective analysis indicates that the higher residual errors observed in previous 
local iterations were inherently tied to their reliance on generalized international conversion 
standards (e.g., SCI P427 and ASTM E140), alongside potential variances in impact boundary 
conditions. In the current study, these boundary effects were systematically mitigated by 
strictly adhering to standardized coupling protocols; specimens were rigidly coupled to a heavy 
reference block utilizing a viscous acoustic couplant (petroleum jelly) to eliminate interfacial 
air voids and prevent parasitic energy loss during impact. By combining this rigid coupling 
methodology with the derivation of bespoke bivariate regression equations, this study has 
refined the predictive accuracy for AS/NZS 3679.1 steel to a Mean Absolute Error of only 
10.49 MPa. This represents a significant optimization over previous local efforts utilizing 
global standards, confirming the current model as a more sensitive and reliable diagnostic 
approach for the New Zealand structural sector. 

4.5.1 Hardness vs. Yield Strength (YS) Correlations 
The regression analysis for yield strength revealed strong predictive capabilities among the 
macro-scale and dynamic testing methodologies. As illustrated in Figure 4.7, the Leeb dynamic 
rebound method emerged as the most statistically robust predictor of yield strength across the 
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Grade 300 and 350 specimens. The optimal linear regression correlating Leeb Hardness (HL) 
to the 0.2% offset Yield Strength (YS) is proposed by Equation 4.1: 

𝑌𝑆 = 2.0142 ⋅ 	𝐻𝐿 − 430.1 ················· (4.1) 

This model achieved a high correlation coefficient (𝑅)=0.9469) alongside the lowest observed 
Mean Squared Error (186.8). While the Leeb method demonstrated the highest fidelity, the 
macro-indentation methods (Rockwell and Brinell) also maintained highly acceptable 
predictive thresholds, returning 𝑅) values of 0.923 and 0.909, respectively. 

 
Figure 4.7: Linear regression model correlating Leeb (HL) Hardness to the Yield Strength. 

 
Meanwhile, the Vickers micro-indentation method performed poorly for yield strength, with a 
low 𝑅)  of 0.533 and a much larger MSE of 1557.14. This divergence is consistent with 
fundamental metallurgical theory. And yield strength dictates the macroscopic onset of plastic 
deformation, a property heavily governed by the bulk averaging of ferrite-pearlite grain 
boundaries and the Hall-Petch effect, the localized microscopic scale of the Vickers indenter 
introduces severe data scatter. The larger operational footprints of the Leeb, Rockwell, and 
Brinell devices successfully average out these microstructural heterogeneities, resulting in 
highly stable, reliable yield predictions. The complete catalogue of the supplementary linear 
regression models (Rockwell, Brinell, and Vickers vs. Yield Strength) is provided in Appendix 
F.1. 

4.5.2 Hardness vs. Ultimate Tensile Strength (UTS) Correlations 
Interestingly, the statistical hierarchy completely inverted when correlating the non-destructive 
modalities against Ultimate Tensile Strength. As illustrated in Figure 4.8, the Vickers micro-
indentation method, which failed to accurately predict initial yielding, demonstrated the highest 
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predictive fidelity for UTS across the testing matrix. The optimal linear regression correlating 
Vickers Hardness (HV) to the Ultimate Tensile Strength (UTS) is proposed by Equation 4.2: 

𝑈𝑇𝑆 = 1.7017 ⋅ 𝐻𝑉 + 231.9 ··············· (4.2) 

This model achieved a strong correlation coefficient (𝑅)=0.8469) and the lowest overall Mean 
Squared Error (109.12) of the entire study. In stark contrast, the previously dominant Leeb and 
Brinell methodologies exhibited significant statistical degradation when targeting UTS, 
dropping to 𝑅)values of 0.570 and 0.546, respectively. 

 
Figure 4.8: Linear regression model correlating Vickers (HV) Hardness to the Ultimate 

Tensile Strength. 

This inversion highlights the profound mechanical distinction between initial yielding and 
ultimate failure. While yield strength is a bulk boundary phenomenon, UTS represents the 
maximum strain-hardening capacity of the material prior to necking and ultimate fracture. The 
Vickers micro-indenter, which inherently induces intense, highly localized plastic strain 
directly into individual microstructural phases (such as specific pearlite colonies), effectively 
mirrors this terminal strain-hardening behaviour. This microscopic sensitivity makes Vickers 
a more effective alternate metric for predicting the ultimate tensile capacity of these specific 
structural steel grades. 
The complete catalogue of the supplementary linear regression models (Leeb, Rockwell, and 
Brinell vs. UTS) is provided in Appendix F.1. 

4.5.3 The Physical Mechanics of Vickers Indentation and UTS Correlation 
The observation that Vickers micro-indentation provides the highest predictive fidelity for 
Ultimate Tensile Strength is fundamentally supported by the mechanics of pyramidal 
indentation. As established by Tabor’s foundational work on indentation plasticity, the specific 
geometry of the Vickers diamond pyramid induces a complex, localized triaxial stress state 
within the material. 
Unlike dynamic rebound testing (Leeb), which is highly sensitive to the initial elastic-plastic 
boundary (Yield Strength), the Vickers geometry physically forces the localized microstructure 

y = 1.7017x + 231.9
R² = 0.8469

500

510

520

530

540

550

560

570

580

590

600

0.00 50.00 100.00 150.00 200.00 250.00

U
TS

 (M
Pa

)

Hardness HV

Vickers Vs UTS (MPa)



 43 

well beyond initial yielding. The indenter induces a constant representative plastic strain of 
approximately 8% to 10% within the deformation zone, regardless of the applied load. Since 
this induced strain operates deep within the plastic deformation regime of the stress-strain curve, 
the resulting resistance measured by the indenter inherently captures the localized strain-
hardening capacity of the distinct microstructural phases (as visually evidenced by the 
permanent plastic deformation zone in Figure 4.9). Consequently, the Vickers hardness value 
acts as a direct mechanical indicator of the terminal ultimate tensile limit. 
 

 
Figure 4.9: Optical micrograph of the Vickers diamond indentation on the structural steel 

specimen demonstrate the localized, constrained plastic flow and resultant strain-hardening 
zone induced by indentation process. 

4.5.4 Model Complexity and Variable Selection  
The formulation of the predictive regression models developed in this study deliberately 
maintained a bivariate structure (correlating localized hardness directly to tensile capacity). 
This approach was specifically chosen to align with the mathematical formatting of established 
international design standards, such as the empirical conversions published in SCI P427 and 
ASTM E140 [21], [23]. 
While the integration of supplementary multivariate parameters, such as section profile (UB 
vs. SHS), localized element thickness, and spatial domain (web vs. flange), was extensively 
tracked within the experimental dataset and explicitly encoded into the specimen naming 
conventions (as detailed in Section 3.2.1.1 and Appendix Table B.1), these variables were 
intentionally excluded from the final predictive equations to preserve field deployability. A 
primary objective of this diagnostic framework is the in-situ assessment of aging or degraded 
infrastructure. Requiring a field engineer to definitively identify the original section type, or 
measure the uncorroded nominal thickness of a heavily oxidized structural member, introduces 
restrictive operational barriers. By isolating surface hardness as the sole independent variable, 
the proposed bivariate models ensure that reliable structural capacity estimations can be 
executed rapidly, relying exclusively on instantaneous non-destructive surface metrics. 

4.5.5 Analysis of Group Effects and Intra-Grade Predictive Validity  
A major consideration in the development of these regression models is whether the observed 
correlations represent a continuous metallurgical relationship or a binary "group effect" driven 
by the distinction between Grade 300 and Grade 350 specimens. To evaluate this, a secondary 
sensitivity analysis was conducted to assess the predictive fidelity of the models within the 
individual material cohorts. 
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As demonstrated in the master regression plots (Figures 4.5 and 4.8), the data points for both 
yield and ultimate tensile strength exhibit a localized, linear distribution within their respective 
grade clusters, rather than forming isolated, non-linear "clouds." Specifically, the Leeb-to-
Yield model maintains high sensitivity to the subtle strength variations present even within a 
single grade (e.g., distinguishing between the web and flange of a single UB section). This 
confirms that the derived equations are not merely acting as a classification tool to separate 
Grade 300 from Grade 350, but are instead capturing the fundamental relationship between 
surface energy dissipation (hardness) and the underlying dislocation density (strength). 
Consequently, the models provide valid predictive utility across the entire structural steel 
spectrum tested, maintaining accuracy both across disparate grades and within localized 
material variations of the same grade. 
As illustrated in the high-fidelity correlation in Figure 4.5 (R2 = 0.947), the individual data 
points within both the Grade 300 and Grade 350 clusters demonstrate an internal linear 
progression that aligns with the global trendline. This confirms that the model possesses intra-
grade predictive sensitivity, accurately reflecting strength variations even within localized 
material cohorts rather than merely acting as a binary group separator. 

4.6 Statistical Error and Model Validation 
While the coefficient of determination (𝑅)) establishes the strength of the linear correlations, 
the ultimate viability of these predictive models for structural engineering relies strictly on 
defining their margins of error. To validate the safety and reliability of the hardness-to-tensile 
conversions, the models were evaluated using Mean Squared Error (MSE), Root Mean Square 
Error (RMSE), and Mean Percentage Error (MPE), as previously consolidated in Table 4.4. 

4.6.1 Mean Squared Error (MSE) and Root Mean Square Error (RMSE) 
Analysis 
As established in Section 2.6.2, Mean Squared Error is a critical metric for structural safety 
because its quadratic nature heavily penalizes large predictive outliers. For predicting the 0.2% 
offset Yield Strength, the Leeb rebound model demonstrated high stability, recording the 
lowest MSE (186.8) and an RMSE of 13.67 MPa. This indicates that the Leeb model 
consistently produces tight predictions without generating non-conservative overestimations of 
yielding capacity. Rockwell and Brinell also maintained acceptable error thresholds for yield 
prediction (RMSE of 16.00 MPa and 17.44 MPa, respectively). Conversely, the Vickers yield 
model generated a substantially higher MSE of 1557.14 (RMSE 39.46 MPa), confirming that 
its microstructural sensitivity produces excessive predictive scatter for bulk yield evaluation. 
When evaluating Ultimate Tensile Strength (UTS), the error hierarchy predictably inverted. 
The Vickers model achieved the lowest overall MSE (109.12) and an RMSE of 10.45 MPa, 
proving it to be the most stable predictor of maximum strain-hardening capacity, while the 
Leeb and Brinell models generated higher scatter (RMSE exceeding 17.99 MPa) at the ultimate 
fracture limit. 

4.6.2 Mean Percentage Error (MPE) Assessment 
To translate the absolute error into a practical confidence interval for field engineers, the Mean 
Percentage Error was calculated. The MPE dictates the average directional bias of the 
predictive models. 
The results across the macro and dynamic models were consistent, sitting well within the 
acceptable tolerances for structural engineering diagnostics. For Yield Strength prediction, the 
Leeb method achieved an MPE of -0.09%, while Rockwell and Brinell achieved -0.10% and -
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0.15%, respectively. For UTS prediction, Vickers achieved a remarkable -0.04% MPE. These 
fractional percentage errors mathematically validate that the generated regression equations do 
not introduce systemic inflation or deflation of the tensile properties. Consequently, the models 
are deemed reliable for integration into diagnostic engineering frameworks. The complete 
itemized regression error logs detailing the residual variance for all 36 individual structural 
specimens are provided in Appendix F.2. 

4.6.3 Evaluation of Secondary Modalities against International Standards 
While Section 4.6 established the optimal predictive models (Leeb for Yield Strength and 
Vickers for Ultimate Tensile Strength), it is equally critical to evaluate the secondary, weaker 
correlations to validate this hierarchy. Furthermore, these secondary correlations were 
compared against the established European conversion guidelines (SCI P427) [23] to quantify 
the limitations of utilizing generalized standards on local New Zealand steels. The complete 
suite of regression plots for these secondary modalities is provided in Appendix F. 
To definitively quantify this predictive hierarchy, Table 4.6 presents a comparative error 
analysis between the optimal proposed models, the secondary experimental models, and the 
generalized SCI P427 standard [23]. 

Table 4.6: Comparative Predictive Efficacy vs. International Standards 

Target 
Property 

Predictive 
Modality 

Predictive Equation Mean Absolute 
Error (MAE) 

Yield 
Strength (YS) 

Proposed 
Optimal (Leeb) 

𝑌𝑆 = 2.0142 ⋅ 	𝐻𝐿 − 430.1 10.49 MPa 
 

Secondary 
(Vickers) 

fy = 2.9222(HV) - 84.663 
  

34.86 MPa 
 

Standard (SCI 
P427) [23] 

fy = 2.70(HV) - 71 35.18 MPa 

Ultimate 
Tensile (UTS) 

Proposed 
Optimal 
(Vickers) 

𝑈𝑇𝑆 = 1.7017 ⋅ 𝐻𝑉 + 231.9 7.77 MPa 

 
Secondary 
(Leeb) 

fu = 0.7348(HL) + 222.84 
  

14.52 MPa 
 

Standard (SCI 
P427) [23] 

fu = 2.50(HV) + 100 17.88 MPa 

As mathematically demonstrated in Table 4.7, attempting to predict the 0.2% offset Yield 
Strength utilizing Vickers micro-indentation results in a degraded correlation (MAE = 34.86 
MPa) compared to the dynamic Leeb impact (MAE = 10.49 MPa). Because the micro-scale 
Vickers footprint is highly sensitive to localized microstructural phases, it fails to reliably 
capture the macroscopic boundary resistance required to predict bulk yielding. Furthermore, 
when the generalized SCI P427 yield equation was applied to the dataset, it consistently over-
predicted the yield capacity of the structural members, demonstrating a high residual error 
(MAE = 35.18 MPa) that renders it unsuitable for the accurate in-situ assessment of these 
specific grades. 
Conversely, while the dynamic Leeb method proved highly effective at capturing initial yield 
behaviour, its predictive efficacy diminishes at the ultimate fracture limit. Leeb measures initial 
kinetic energy loss, which does not adequately account for the subsequent localized strain-
hardening capacity that dictates UTS. Consequently, compared to the optimal Vickers UTS 
model (MAE = 7.77 MPa), the Leeb UTS predictions exhibit reduced statistical reliability 
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(MAE = 14.52 MPa). This comparative analysis firmly reinforces the core finding of this 
research: predictive NDT models must be modality-specific and calibrated to localized steel 
grades rather than relying on broad, generalized conversion metrics. 

4.7 In-Situ Viability of the Leeb Rebound Method 
The overarching objective of this research was to evaluate the practical viability of deploying 
non-destructive hardness testing for the in-situ structural assessment of existing carbon steel 
infrastructure. The empirical data supports the deployment of the Leeb dynamic rebound 
method as a practical diagnostic tool for field engineers targeting yield strength prediction. 

4.7.1 Predictive Fidelity for Structural Yielding 
As established in Sections 4.5 and 4.6, the Leeb method demonstrated stronger predictive 
correlation than static indentation techniques for predicting the 0.2% offset Yield Strength of 
Grade 300 and 350 steels. Achieving a correlation coefficient (R2) of 0.947, the Leeb predictive 
model demonstrated a Root Mean Square Error (RMSE) of 13.67 MPa. Furthermore, the Mean 
Percentage Error (MPE) for the Leeb yield model was calculated at -0.09%. These results 
indicate that, under controlled laboratory conditions, the Leeb method can provide a consistent 
correlation with yield strength. 

4.7.2 Translation from Laboratory to Field Boundary Conditions 
While the statistical correlation is robust, the practical field application of the Leeb device is 
contingent upon satisfying dynamic boundary conditions. During the laboratory phase (Section 
4.4.4.1), it was demonstrated that low-mass, thin-walled elements (5-10 mm coupons and < 5 
kg) suffer significant kinetic energy loss unless rigidly coupled with an acoustic medium to a 
high-mass support. 
This behaviour is attributed to partial dissipation of impact energy through structural flexure 
rather than localized plastic deformation. When rigid coupling was applied, the variability was 
significantly reduced, and stable measurements were obtained. 

In practical structural applications, full-scale members such as Universal Beams and Square 
Hollow Sections generally provide sufficient mass and stiffness to satisfy the testing 
requirements. As a result, these elements may inherently meet the boundary conditions required 
for reliable Leeb measurements, unlike small laboratory coupons. 

4.7.3 Field Validation Case Study  
To evaluate the translation of laboratory models to full-scale members, a multi-tiered 
diagnostic assessment was conducted on existing structural elements in the field. Testing was 
executed across three distinct structural boundary conditions: a thin-walled steel floor decking 
system, a load-bearing chassis of a prefabricated transportable cabin, and a heavy Universal 
Beam integrated into an existing steel framework (Figure 4.10). 
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Figure 4.10: In-situ deployment of the Leeb testing, done on (a) thin floor decking 
rectangular hollow section (RHS), (b) cabin chassis C channel, (c) heavy rusted Beam UB. 

Prior to dynamic testing, the localized test zones on all three structural elements were 
mechanically prepared using portable manual abrasives (standard industrial sandpaper) to 
remove surface oxidation, mill scale, and protective coatings. To ensure the physical boundary 
conditions approximated the laboratory environment, surface topography was verified in-situ 
utilizing a portable surface roughness profilometer (Figure 4.11). The in-situ preparation 
achieved Mean Surface Roughness (Ra) values of 0.191 µm for the C-channel, 0.21 µm for the 
thin RHS decking, and 0.34 µm for the heavy Universal Beam. This empirical data indicates 
that the optimal threshold established during laboratory testing (Ra ≤ 0.4 µm) can be achieved 
in the field without the need for stationary metallographic polishing equipment. 

 

Figure 4.11: In-situ surface topography verification using a portable roughness profilometer 
on the mechanically prepared test zones, (a) thin floor decking RHS, (b) cabin chassis C 

channel, (c) Heavy rusted Beam UB. 

Following surface qualification, testing commenced. The heavy Universal Beam and the loaded 
cabin chassis inherently satisfied the requisite mass boundary conditions. To ensure statistical 
reliability during the field assessment, 5 spatially distributed Leeb impact tests was executed 
on each structural element (all individual in-situ Leeb measurements is provided in Appendix 
G). 
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As demonstrated in Table 4.7, the Leeb method produced highly stable and repeatable rebound 
readings across both of these rigid elements. Applying the primary predictive regression model 
(Equation 4.1) to these mean Leeb values yielded calculated Yield Strengths that align closely 
with expected structural design parameters for these types of members. 

Table 4.7: In-Situ Assessment of Structural Members 

Structural Element Mean Leeb Hardness (HL) 
Predicted Yield 
Strength (MPa) 

Heavy Rusted Universal Beam 393.6 362.69 
C-Channel (Cabin Chassis) 365.4 305.89 
Thin RHS (Floor Decking) Invalid Scatter (218 – 254) N/A 

 
On the other hand, testing conducted on the thin steel floor decking demonstrated significant 
predictive variance. The Leeb impactor registered considerable data scatter, fluctuating 
between 218 and 254 HL. The thin nature of the decking acted as a localized diaphragm, 
dissipating the kinetic energy of the impactor via macroscopic flexure rather than inducing pure 
plastic deformation. Therefore, while effective on massive or fully-loaded structural members, 
the Leeb method should not be deployed on unsupported, thin-walled geometries without rigid 
backing, as the resulting structural resonance will compromise the predictive model. 
It should be noted that the field validation was conducted on active, in-service structural 
elements, destructive coupon extraction was physically impermissible. Consequently, a 
definitive empirical baseline (true yield strength) is unavailable, precluding standard statistical 
error analysis for the in-situ data. However, the efficacy of the model can be evaluated through 
the metric of predictive rationality. The predicted yield strengths generated by the Leeb model 
(362.7 MPa for the heavy Universal Beam and 305.9 MPa for the C-Channel) are consistent 
with the expected over-strength margins of historical and contemporary structural steel 
elements, which are typically specified as Grade 250 or Grade 300 in the New Zealand 
structural steel standards (AS/NZS 3679.1) [22] and industry guidelines [50]. This supports the 
premise that, when boundary conditions are satisfied, the laboratory-derived mathematical 
models translate effectively to the field, outputting historically consistent structural capacities. 

4.7.4 Operational Directives for Field Engineers 
For in-situ diagnostic assessments, equipment manufacturer guidelines stipulate that a global 
mass exceeding 5 kg and a nominal localized thickness of ≥5 mm are sufficient to negate the 
need for acoustic coupling. The empirical field testing conducted in this study validated this 
operational threshold. The uncoupled testing on the standard Universal Beam and the C-
channel chassis (both possessing localized thicknesses well above 5 mm and satisfying the 
mass requirement) yielded stable, mathematically valid yield strength predictions. 
However, dynamic measurement limitations are introduced when assessing structural profiles 
that fall below this 5 mm threshold. This was empirically observed during the assessment of 
the 1 to 2 mm steel floor decking. Striking this unsupported, thin profile induced a localized 
vibration, dissipating the impact body's kinetic energy and resulting in the significant data 
scatter observed in Section 4.7.3. Furthermore, ASTM A956 [16] explicitly dictates that for a 
standard Type D impact device, the minimum material thickness is 3 mm, even when rigid 
acoustic coupling is applied. As the floor decking (1–2 mm) fell below this operational 
threshold, the Type D impactor was fundamentally incapable of inducing pure localized plastic 
deformation without structural resonance. 
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Therefore, for valid in-situ deployment, field engineers can utilize the Leeb dynamic rebound 
method for standard structural frameworks (beams, columns, and heavy channels) possessing 
a nominal thickness of 5 mm or greater. On the other hand, it is recommended that standard 
Leeb testing (Type D) never be deployed on ultra-thin geometries (such as 1–2 mm light-gauge 
RHS or floor decking). For such profiles, even the application of rigid acoustic coupling and a 
temporary backing block is insufficient to satisfy ASTM codes, and alternative NDT modalities 
or specialized low-impact devices (e.g., Leeb Type C) must be utilized. 
Regarding surface preparation for in-situ assessment, while the laboratory-derived regression 
models in this study utilized mechanically ground surfaces (Ra ≤ 0.4 µm) to limit baseline 
scatter, the field validation phase demonstrated that these conditions are achievable without 
specialized stationary equipment. Standard equipment specifications for the TIME 5100 
Impact Device dictate a maximum surface roughness (Ra) of 1.6 µm for valid dynamic testing. 
The in-situ profilometer verifications conducted in this study (with Ra values ranging from 
0.191 µm to 0.34 µm) prove that the stricter laboratory baseline can be met using simple manual 
abrasives. 
Crucially, while this optimal topography is easily attainable in the field, for practical field 
applications the primary objective is to remove loose oxidation, flaking mill scale, and 
protective coatings to expose a flat, uniform base metal. As long as this localized preparation 
successfully mitigates energy loss from surface irregularities and maintains a general surface 
roughness below the manufacturer’s 1.6 µm threshold, the laboratory-derived regression 
models remain a deployable asset for on-site engineers. 

4.8 Chapter Summary 
This chapter presented the empirical results and statistical analysis of the non-destructive 
hardness and destructive tensile testing on Grade 300 and 350 structural steels. By diagnosing 
surface boundary conditions and microstructural variances, highly reliable bivariate linear 
regression models were developed. Error analysis confirmed the statistical reliability of these 
models, and in-situ field testing successfully validated the practical deployment of the Leeb 
dynamic rebound method for existing infrastructure. Having established these mathematical 
correlations, the subsequent chapter will synthesize these findings into final conclusions and 
outline recommendations for future research. 
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Chapter 5: Conclusions and Recommendations 
5.1 Research Summary 
The primary objective of this research was to evaluate the predictive correlation of multi-modal 
non-destructive hardness testing (macro, micro, and dynamic rebound) as a mechanical 
indicator for determining the bulk tensile properties of standard Grade 300 and Grade 350 
structural carbon steels. By physically extracting 36 localized coupons from a Universal Beam 
and Square Hollow Section, benchmark destructive uniaxial tensile tests were correlated 
against Brinell, Rockwell, Vickers, and Leeb hardness scales to establish empirically validated 
predictive models for potential structural assessment. 

5.2 Key Conclusions 
Based on the empirical data and statistical analyses of the investigated Grade 300 Universal 
Beams and Grade 350 Square Hollow Sections, the following core conclusions are drawn: 

• Spatial Variability in Structural Profiles: Uniaxial tensile testing confirmed clear 
spatial variability. The thinner Universal Beam web (IB-W) exhibited an average yield 
strength nearly 100 MPa higher than the thicker flange (IB-F). Qualitative SEM 
observations suggest this variance aligns with microstructural refinement driven by 
cooling-rate disparities during manufacturing. Consequently, predictive NDT models 
should account for localized spatial extraction. 

• Leeb Rebound for Yield Prediction: Under controlled surface preparation, dynamic 
macro-scale testing demonstrated stronger correlation than static indentation for 
predicting the 0.2% offset Yield Strength. The Leeb method yielded high statistical 
correlation (R2 = 0.947, MPE = -0.09%), effectively capturing the fundamental 
boundary resistance governing initial macroscopic plastic deformation. 

• Proposed Equation for Yield Prediction (Leeb): Under controlled surface 
preparation, dynamic macro-scale testing demonstrated stronger correlation than static 
indentation for predicting the 0.2% offset Yield Strength. The proposed Leeb predictive 
equation (YS = 2.0142⋅	HL - 430.1) yielded high statistical correlation (R2 = 0.947, 
MPE = -0.09%), effectively capturing the fundamental boundary resistance governing 
initial macroscopic plastic deformation. 

• Proposed Equation for Ultimate Tensile Capacity (Vickers): The predictive 
hierarchy inverted at the ultimate fracture limit. The proposed Vickers regression model 
(UTS = 1.7017⋅	HV + 231.9) provided the most reliable Ultimate Tensile Strength 
(UTS) estimates (R2 = 0.847, MPE = -0.04%), reflecting its sensitivity to localized 
strain-hardening capacity. Conversely, Vickers exhibited higher scatter and larger 
prediction errors for Yield Strength and is less suitable for bulk yield prediction. 

• Vickers Micro-Indentation for Ultimate Tensile Capacity: The predictive hierarchy 
inverted at the ultimate fracture limit. The Vickers method provided the most reliable 
Ultimate Tensile Strength (UTS) estimates (R2 = 0.847), reflecting its sensitivity to 
localized strain-hardening capacity. Conversely, Vickers exhibited higher scatter and 
larger prediction errors for Yield Strength and is less suitable for bulk yield prediction. 

• Criticality of Boundary Conditions: The accuracy of Leeb-based prediction is highly 
sensitive to specimen boundary conditions. Uncoupled testing on thin-walled elements 
(nominal thickness < 5 mm) produced significant predictive variance due to kinetic 
energy loss via localized flexure. Rigid coupling is mandatory for structural members 
falling below this operational threshold, as further dictated by ASTM A956 [16]. 
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• Viability for Assessment: When adequate structural boundary conditions (a nominal 
section thickness of ≥ 5 mm and a global mass > 5 kg) are present, or when rigid 
coupling is applied to thinner geometries, portable Leeb hardness testing can serve as a 
practical supplementary tool for yield strength assessment within the specific steel 
grades, geometries, and surface conditions investigated in this research. 

• Scope of Validity for Proposed Models: It must be explicitly noted that the empirical 
regression models derived in this study are strictly calibrated to the structural profiles 
investigated. Therefore, the proposed equations are currently validated only for 
standardized AS/NZS hot-rolled Grade 300 and cold-formed Grade 350 carbon steels. 
Extrapolating these predictive models to higher-strength alloys, significantly thicker 
cross-sections, or alternate manufacturing profiles without conducting further localized 
baseline testing is not recommended. 

5.3 Preliminary Recommendations for Practice 
To support diagnostic reliability, the following operational recommendations are proposed for 
engineers considering non-destructive hardness testing for structural assessments: 

• Model Applicability and Scope: The predictive correlations developed in this study 
are specifically derived from Grade 300 Universal Beams and Grade 350 Square 
Hollow Sections. For differing material specifications, chemistries, or manufacturing 
routes, localized calibration against destructive tensile testing is advised before relying 
on hardness-based capacity assessments. 

• Target Selection and Spatial Rigidity: Leeb measurements are best taken on 
relatively flat, high-rigidity regions, such as thicker flange elements, that allow for flush 
seating of the impact device. Furthermore, it is recommended that multiple impacts be 
averaged at each verified location to reduce the influence of localized variances. 

• Coupling Compliance: Testing uncoupled on thin-walled members (nominal thickness 
< 5 mm) should be avoided due to the risk of significant kinetic energy loss. If thinner 
sections must be evaluated, engineers are advised to temporarily affix an acoustic 
backing mass and utilize a viscous couplant to approximate infinite-mass boundary 
conditions. 

• Surface Topography Qualification: To maintain hardness variability within the 
bounds observed under laboratory conditions, field test zones should be mechanically 
prepared to achieve a uniform surface. While laboratory baselines utilized Ra ≤ 0.4 µm, 
field engineers should ensure that, at a minimum, all loose mill scale, corrosion 
products, and protective coatings are removed prior to impact to comply with 
manufacturer specifications (typically Ra ≤ 1.6 µm). 

• Modality Selection: Portable Leeb hardness testing is recommended as the primary 
modality for evaluating 0.2% offset Yield Strength. Conversely, correlations derived 
from Vickers micro-indentation for Ultimate Tensile Strength (UTS) should be treated 
as supplementary, and UTS estimates derived from field hardness should ideally be 
validated against representative tensile data where possible. 

5.4 Recommendations for Future Research 
While this benchmark study established correlations under controlled boundary conditions, 
future research should expand the diagnostic framework: 

• Influence of Surface Morphology: Future investigations should systematically isolate 
surface roughness as an independent variable, deliberately generating graded roughness 
profiles (e.g., using field-standard angle grinders) to quantify the exact acoustic 
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sensitivity thresholds of portable Leeb devices outside of laboratory polishing 
parameters. 

• Assessment of Aged and Fatigued Infrastructure: The predictive models in this 
study were developed utilizing virgin structural steel. Subsequent research should apply 
these established correlations to historically aged or cyclically fatigued steel members 
to evaluate the impact of long-term microstructural degradation on surface hardness 
relationships. 

• Expanded Material Grade Matrix: Future research should apply these predictive 
methodologies to higher-grade structural steels. Integrating the empirical baseline 
generated in this study with future high-grade datasets could contribute to a more 
comprehensive hardness-to-tensile diagnostic database for the New Zealand 
infrastructure sector. 

• Integration of Machine Learning Algorithms: While the bivariate linear regression 
models developed in this study demonstrated high correlation, future research could 
leverage this empirical dataset as a foundational training matrix for advanced machine 
learning (ML) models. Feeding multi-modal NDT data, coupled with secondary 
variables such as localized thickness and surface roughness, into neural networks may 
aid in developing multi-variable predictive algorithms for structural assessment. 
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