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Abstract

Renewable and compostatideplastics can be produced from biopolymers such
as proteins. Animal blood is a {pyoduct from meat processing and is rich in
protein. It is dried into low value bloodmeal and is used as animal feed or
fertiliser. Previous work has shown that bloodmeah be converted into a
thermoplastic using water, urea, sodium dodecyl sulphate (SDS), sodium sulphite
and triethylene glycol (TEG). This material is currently being commercialised as
Novatein Thermoplastic Protein (NTBhdstudies ge working onimproving its
properties throughproduction of composites and blends. In addition further
studies are working on understanding its molecular structure before and after

thermoplastic processing by utilisingrious analytical techniques

A specific area idetified for improvement is its colour and sm@ITP is black in
colour and has an offensive odour which means its current potential applications
are limited to agricuure and waste disposal. Approximat&@ to 40% of plastics

are used in short life spapplications such as packaging argihg bioplastics in
these applications would be advantageous because of their compostability. To
I ncr e asmssiblerandge of applicationso common applications such as
packagingandincreasdts acceptance from osumers, its colour and odour must

be removed without compromising its mechanical properties.

Oxidative treatment methods for removing colour and odour from red blood cell
concentrate (RBCC), modified red blood cell concentrate (MRBCC) and
bloodmeal were nvestigated using hydrogen peroxide, peracetic acid (PAA),
sodium hypochlorite, sodium chlorite, sodium chlorate and chlorine dioxide.
Treatment effect on protein molecular weight, crystallinity, thermal stability,
solubility, product colour and smell werinvestigated. Treating RBCC and
MRBCC required multiple processing steps, had high water conté@& &nd

93% respectivel), foamed during treatment with peroxides and the protein was
prone to hydrolysis. Bloodmeal contained 95% sofidd was less ansitive to

hydrolysis.

The best decolouring and deodorising results were obtained by treating bloodmeal

with 5% PAA. Using thisnovel treatmentmethod decolouring was completed



within five minutes andporoduceda powder which was 67% whiteased on the
RGB colour scale Protein molecular weight was unaffectedy PAA
concentrationwith a number averagaolecular weightanging betweei90-223
kDa for 1-5% PAA treated bloodmeaHowever, itscrystallinity decreased from
35% to 3127% when treated with-3% PAA. Treating bloodmeal with -5%
PAA also reducedthe proteird ghermal stability, glass transition temperature
(225°C downto 5C°C) and increaseds solubility from 11% to 85% in 1% SDS
solution at 100C.

3-5% PAA treated bloodmeal powder wastruded using different combinations

of water, TEG, glycerol, SDS, sodium sulphite, urea, borax, salt and sodium
silicate at concentrations up to 60 parts per hundred parts bloodmegal)pph
Partially consolidated extrudates and fully consolidated ftiojec moulded
samples were obtained using a combination of water, TEG and SDS. 4% PAA
treated bloodmeal produced the best extruded and injection moulded samples and
was chosen for investigating the effects of water, TEG and SDS concentration on
consolidatio and specific mechanical energy input (SMB3$ well asproduct

colourandmechanical properties.

Analysis of variance (ANOVA) showed SDS was the most importdattor
influencing ability to be extruded because it detangled protein chains and allowed
them to form new stabilising interactions required for consolidatibime best
extruded samplewhich was 98% consolidated and%9white contained 40
pphem water, 10 ppkv TEGand 6 ppbw SDS.

TEG had the greatest effect onh e  p r medharical @prepdads and colour

after injection mouldindpecause of its plasticisation effeBNOVA showed TEG

contributed 30.5% tahanges inYoungés modul us, 66. 9% to
toughness, 0.1% to UTS and 38.1% to calddowever, SDS also contributed
8.1% tochargesinfoungés modul us, 13.7% to strain,

to UTS, 0.5% to colourlnitial watercontentc ont ri buted 19. 7% t c
modulus, 10% to strain, 0.6% to toughness,.@® to UTS and 29.9% to colour.

The best injection moulded samplesyaroduced using 50 pgla water, 20 pphwv

TEG and 3 ppévm SDS. This produced material which was 39% whitevhich



had an almost transparent yellonangecolour with a tensile strength of 4.62
MPa, Youngdés modulus 85.48 MBtan toughnes:

The mechanical propertiesf the product manufactured in this stueere
comparable tahose ofNTP, but the product was mostly decoloured, allowtng

to be easily pigmenteand without an offensive odour.
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Chapter 1

Introduction

Injection moulded spoons produced from NTP.



1.1 Renewed Interest in Bioplastics

Traditional petroleum based plastics are versatile and durable materials used in
many applications. Because of their durability they can persist ianfieonment

for thousands of years after being discarded. This has led to increasing plastic
pollution problems around the worldpproximately 200 million tonnes of plastic

is consumed widwide per year of which 3@5% is used as short life span
products[1-4]. In New Zealand 252 thousand tonnes of plastic waste is disposed
to landfills each yeaf5]. Plastic waste, gdlution, increasing cost of petroleum
productsand limitations with recyclingesulted inincreased demand for plastic

prodwcts which are bth compostabland sustainablgt].

Proteins are naturally occurringopolymers made from amino aciésd have
been used to progde compostablebioplastics using film casting and
thermoplastic processing techniques. These products can be used ifesepetri

applications where their biodegradability is an advantag2].

For bioplastics to become economically viable they must be processed using
common plastics processing methods such as extrusion. When processing
biopolymers using extrusion, there are a wide range of variables that can influence
processability. These inale biopolymeibiopolymer interactions, biopolymer
additive interactions, temperature and shear. A balance between reducing
interactions allowing melt/flow and the formation of new interactions which
stabilise the product must also be achieved. Thereforeessful extrusion is
influenced by many factors which mean that successful processing is a difficult
task to achieve and only possible within a small window of processing conditions
[6-9].

Food crops (e.g. corn) are commonly usedhe bioplastics indust andthere is
increasing pressure on food crop supplies due to competition between the food,
biofuel and bioplastics industries. This has led to increased interest in second
generabn bioplastics (SGB) produced from waste ordmgducts and damot

compée with human fooar biofuelproduction[10].



1.2 Meat Processing Industry By-Products

New Zealand has a lge meat processing industry, processing approximately 7
hundred thousand pigs, 4 million cattle and 27 million sheep and lamb each year
[11]. A large amount of byroducts (5268% live weight) are produced from this
industry and efficient utilisation is necessary to rediescosts of treating plant
effluents, reducémpact on the environmemind increase income generaféd-

13]. One of these prodts is bloodmeal. Bloodmeal is inedible grade dried blood
which has usually been unhygenically collected. Approximately 80,000 tonnes of
blood is collected in New Zealand each yd¢d@}. Bloodmeal is low value
(approximately $1.3 per kg) and only used dsrdliser or as a pet food additive

in low quantitieg14]. Its high protein content means it has potential to be used in

higher value applications.

Bl oodmeal 6s smel | is caused by the for m;
storage of blood before dryindts colour is caused by the internal bond
configuration of the haem porphyrin contained in haemoglobin. To modify its

colour the internal bond configuration must be modifiEs] 16]

At Waikato Universitybloodmealhas been used to produce a second gépar

bioplastic using extrusion with the additives urea, sodium sulphite, sodium
dodecyl sulphite, water and triethylene glygal 9, 17] The material has a tensile

strength of 57 MB,Young6s modul Wesstrath@nd4egrisidesin 128 1

weeks whencomposted[18, 19] The material is black in colour and has an

offensive odour. ® improve its range of applications and increase its acceptance

by consumers its aesthetic qualities must be improved. More specifically the
bloodmeads smell and black colounust be removed or modified The pr ot ein
molecular weight must not be significantly reduced so that its ability to be

extruded and its mechanical properties are not reduced.



1.3 Project Goal

The purpose of this work is to successfully produce a desstband decolourised

bioplastic frombloodmealand understand the relationship between its molecular

structure processing anthechanical characteristics.

The main research questionsreie

1.

4.

How can the colour and smell be removed efficiently from aninm@idl
products(e.g. red blood cell concentrate, bloodmeal) without damaging

the protein excessively

How are protein properties modified after treatment and how does this

affect material processability and characteristics?
Can the decoloured bloodmeal begessed into a bioplastic?

What are the mechanical properties of the new bioplastic?

Based on thguestiongdentified in the problem statement, the objectives of this

thesis were:

1.

Investigate methods available for removing the colour and smell from
bloodmeal while still maintaining its ability to be processed into a

bioplastic.

Identify changes in molecular structure andlecularinteractions caused

by the smell and colour removal.

Process the decoloured bloodmeal into a bioplastic using extrustbn a

injection moulding.

Characterise the properties of the new decoloured bloodmeal based

bioplastic.



Chapter 2

Meat Processing ByProducts and
Their Applications

Hygienic blood collection tank at a meat processing plant.



2.1 Introduction

New Zealand has a lge meat processing industry processing approximately 7
hundred thousand pigs, 4 million cattle and 27 million sheep and lamb each year
[11]. By-products(also known as c@roducts)of the meat processing industry
include fractions such as offal, paunch contents, bone, skin, fat, and blood.
Increasng environmental awarenessd a desire to improve animal processing
plant economicéas led to developing straies for exploiting byproducts This
reduceghe costs of treating plant effluents while also reducingitieact on the
environment caused by disposahd increasing income generated by the
processing planf20]. This chapter covers the use of animalgrgducts, more
specifically how blood is collected and processed as well as its properties and

applications.
2.2 Animal Processing, By-Products and Uses

By-products represent 5268 % ( depending on type of
live weight [12]. They are kassified as either edible or inedible for humans.
Edible byproducts include organs such as livers, kidneys tongues and intestines.
These are called variety meats and are good sources of nufti2n&l] Bones

and skin can be heated to extract gelatmieich is used in a variety of
applications including ice cream and lollies. Fats can be used to produce edible
tallow. Hygienically collected blood can be used in specialty foods such as blood
pudding as well as in laboratory applications.-@gducts areusually highly
perishable and must be processed efficiently otherwise they degrade and become

classified as inedible byroductg21].

Over 50% of byproducts are not suitable for consumptidr2]. Inedible by
products can include hides, bones, meat scrdgts and blood. Hides are
converted into leather, bones into bone meal, meat scraps into meat meal and fats

into tallow for lubricantg§21].

Approximately 80,000 tonnes of blood is collected from animal processing plants
each year in New Zealar{d]. Blood contributes greatly to the total pollution

from a slaughter houd@2, 23] Because of the cost and difficulty in collecting



blood hygienically it is often processed into products not suitable for human
consumption such as bloodmeal. This provides a@lsamount of income (in New
Zealand approximately $1.3 per kg) but is usually done to reduce treatment cost of
plant effluent414, 23]

2.2.1 Blood Collection

When an animal is killed, approximately 50% of its blood is released, typically to
the slaughter room floor. It is collected through drains but can be contaminated
with vomit, urine and excrement. The remainder of the blood is retained in the
muscles, orgns and capillary systefd3, 21, 24] As blood released during the
slaughtering process is the largest contributor to liquid waste in the animal
processing industry it is usually collected, steam coagulated and dried into
bloodmeal[25]. Bloodmeal is used as fertiliser or animal feed, contains about
90% protein, but has a dark red colour and unpleasant smell.

If animal blood is used for human consumption, it must be hygienically collected

This can be donebynser ti ng a ifeantoltheavn inmjagduléeed 0 k n
while the animal is still alive and allowing the blood to drain into a collection
vessel[13, 26] Some processing factories in New Zealand use the Halal Kill
method, which involves cutting the animals throat after the animaal been

stunned, and letting the blood drain onto the floor. In this case, the blood can be
collected by someone standing next to the animal with a b{ekgtrel). Yields

for collected blood from slaughtered cows and bulls range betweég liGes

per animal[l12, 13, 22, 26, 27]

The volume of blood collected depends on animal weight, bleeding time and
collection method27, 28] Larger animals will yield morélood as will longer

bleeding times, however longer bleeding times will also increase processing time.

Special precautions must be taken to collect blood hygienically for edible
productg29, 30] Released blood will clot within 10 minutes by the conversib
soluble fibrinogen into insoluble fibrifl3]. After or during blood collection
anticoagulants can be mixed with blood to prevent formation of d8ts23, 31

34]. Sodium citrate is the most commonly used anticoagulant. Mechanical

stirring, ammoniumoxalate, edium chloride, sodium fluoridand proteolytic



enzymes such as papain have also been used to prevent coadRatBsl The
type of anticoagulant used must be suitable for the final application the blood will

be used for.

If collected bloodis destined to be used for human consumptids gtored in
stainless steel tanks to prevent contamina{@®]. When the animal it was
collected from has passed veterinary inspection the blood can be prodesed
26].

52
DI
b5
i

Figure 1: Blood collection during slaughter.

2.2.2 Blood Components
Blood accounts for-8 % of an ani nilB|28 23, 27)38]s maire i g h t

roles are to carry nutrients, transport oxygen, remove waste products, equalise
body temperature and help defleagainst pathogens. Blood contains high levels

of protein and its composition varies slightly between species and individual
animals. Bovineblood contains approximately 80% water an@olgrotein. The

remaining 3%s fat, carbohydrates and minerfdd].

Blood can be separated into two components by centrifugdfagure 2).
Centrifuging 100 kg of blood will yield approximately 66 kg plasma as the
supernatant and 33 kg red btbcells in the heavy fraction, which aiso known

as erythrocytes, corpusclasd red blood cell concentrate (RBCCTablel).



Figure 2: Blood being centrifuged into plasma (orange) and RBCC (red).

Plasma is 9®1% water and -8% protein[12]. The main proteins in plasma are
albumins, immnogl obi ns, U and b [18,] A The i ns
majority of hygienically collected blood is used to produce plasma because of its
desirable colour12, 26, 34, 37] Light yellow plasma has good functional
properties such as emulsification, getrhation and solubilityf26, 32] Plasma

can be sterilised by microfiltration and is used in various applications including

food products and lab and medical applicatidrs 38, 39]

The RBCC is about 33% solids (mainly haemoglobin) and contains 75%e of t
total protein in blood26, 40] However, RBCC has limited use iood because of

its black colourunpleasant metallic taste and smell when dy8&J 41-43]. It is
currently only used in lowalue applications such as fertiliser or as a minor
additive in animal feed, but it has potential for bioplastics. To add value and

increase its potential use as a bioplastic, the colour and smell must be removed.

The iron containing haem group can be separated from haemoglobin. This form of
iron has high bioava#bility and can be used as an iron supplement. It can also be
used in foods where colour and taste are not limiting factors such as blood

sausagefl2, 13, 31] The uses of blood products are summarisdedgare3.

Table 1: Percentage omposition of whole blood, plasma and RBC(13, 31]

Whole Blood Plasma RBCC
Water 80 90-91 60-65
Protein 17 8-9 30-35
Other (salts, fats, cell debris) 3 1 5




Blood Released During Slaughter
Approximately 18% protein, 80% water
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Figure 3: Uses of animal blood collected from the meat processing industry.
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2.2.3 Haemoglobin

Haemoglobin is a globular protein that bsrehd transpostoxygen in blood44,

45]. Its molecular weight isapproximately 65kDa. It hastvo U and t wo
polypeptide chains held together bgn-covalent interactionf46]. EachU chain

contains 141 amino acid residues and dachain 146 amino acid residud¢sach
polypeptice chain has a bound haem group which contains iron. The iron is held

in the centreof the haem groumy four nitrogen atomgFigure 4). The haem

group is bound to the polypeptide chain between the iron molecule and the
proximal histidine on the polypéide chain. The iron is also responsible for

binding oxygen. All vertebrate haemoglobins are similar in structure and

composition44].

Figure 4: Structure of haemoglobin.Reprinted by permission from Macmillan Publishers Ltd: Nature
Reviews Drug Discovery47], copyright (2004.

2.2.3.1 What Causes the Colour of Haemoglobin?

The haem group is a chromophdpart of molecule responsible for colour) and is
responsible for haemoglobinslark red colour. Chromophores consist of
conjugated bonds or ring systems (e.g. aromatic) which absorb light at certain
wavelengths due to energy differences between orbitals. When light of a certain
wavelength is absorbed by an object the objects colour will be the earaplary
colour of the absorbed wavelengthable 2) [15]. Haem absorbs light between
500550 nm (blue/green) which means its observed colour will bdl@ld To

11



charge the colour of a molecule, the chromophore must be removed or modified
by altering the bonds/structure of the chromophore.

Table 2: Colour of absorbed wavelength and observed/complementary colo(it5, 48]

Wavelength (nm) Colour Observed/Complementary Colour
400-435 Violet Green-yellow

435-480 Blue Yellow

480-490 Green-Blue Orange

490-500 Blue-Green Red

500-560 Green Purple

560-580 Yellow-Green Violet

580-595 Yellow Blue

595-605 Orange Green-Blue

605-750 Red Blue-Green

It has been shown using-pdy crystallography, that porphyrins such as haem
(Figure 5) are planar and that the red highlighted pathwayigure 6 is the
preferred system for-electron delocalisation because it provides the level of
highest bond equalisation (the outer bonds 34, 56 and 78 can be treated as
normal double baus). It has been shown that the reduction of one, two, three or
four of the outer double bonds has little effect on the porphyrins absorption
spectrum despite a reduction in conjugation. This showed that the highlighted
centre is responsible for the colafrthe porphyrif16]. Therefore, to change the
colour of haemoglobin the bonds or structure of the red highlighted centre of the

haem porphyrinKigure6) must be dered.

CH,

CH;

CH,

H5C

0™ “oH o

Figure 5: Structure of Haem porphyrin group [49]. Figure 6: Preferred ’-electron delocalisation
pathway (highlighted in red) [16, 49]
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An example where bond consfeaegmurduriiomg adn z

haem degradation into biMmel @roidugtsnt &r e
mol ecul e produces green biliverdin and r
produces yeFiduedy .bi |l irubin (
double bond removal
1 ."_n r o M -y r ..: o o M N l’: N
L] L] - - I.l-_ 1
WOOC  COOM HOOE  CO0H
L0 {=lalall)
Haem (red) Biliverdin (green) Bilirubin (yellow)

Figure 7: Enzymatic haem degradation into bilirubin [50].

2.3 Bloodmeal and Its Production

Blood not hygienically collected during slaughter is washed into doeeff

hol ding pit below the sl aug[RBG.&itblobd oor an
contains urine, hair and vomit from slaughtered animals. The blood will also be

diluted with wash water and can reach dry sobdcentrations as low as%(23,

36]. At blood can be combined with untreated red blood cells and dried to
produce blood me§26, 36]

Blood meal is a dark brown powder with low moisturel(®%6) and high protein
content (75885%) [13, 23, 36] The remaining percentage contains extraneous
compundssuch as ash and fibrg&3]. Despite the high protein content it is only
used in low value products such as fertiliser and as an additive in animal feed.
Because of its unpalatable tadtésiusually limited to below% in animal feeds

[51, 52]

Bloodmeal has a high percentage of hydrophobic amino acids such as valine,
leucine, isoleucine, phenylalanine and methionine. This combined with heat
induced disulphide and natisulphide cros$inks (e.g. lysinoalanine) means
bloodmeal has poor solubilify, 53, 54]
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In many countries blood meal must be produced at high temperatures to ensure
sterilisation. Covalent crosdéink and hydrophobic interaction formation during
heating reduces bloodmeal solubiliBlood meal production can be divided into

two caegories:

1. Drying whole bloodindirect heat from a steam jacketed shell is applied to
whole blood in a batch cooker to boil off water. Some processes use
stirrers to increase heat transfer. Blood is dried until it reacHEY®@
moisture. Bmperatures careach up to 13& and drying times up to 10
hours. This method is very energy inefficient and produces proteins with
very low solubility due to high temperatures and long residence times.
This method is usually used at plants with old equiprf$)t27, 5%.

2. Solids magulation followed by dryingBlood is first coagulated by steam
injection. The optimm coagulation temperature is 90°C. Up t&®8af the
solids can be coagulated using hig&]. It is difficult to achieve uniform
coagulation in large tanksebause of poor steam distribution. The
coagulated blood solids are separated from liquids by centrifugation. Up to
half of the water can be removed before drying using coagulation and

centrifugation.

The solids can be dried using a variety of drying méshe.g. rotary drum, ring

and batch drying. This method requires less energy but still produces a denatured
protein. Protein properties will vary depending on the type of dryer used. This
method has become most commonly us€dntinuous processes and diffat

drying methods (e.g. spray dryer, spouted bed dryer) have been used to improve
energy efficiency, reduce labour requirements and improve protein sol(®dity

27, 55]

Protein properties and amino acid content of blood meal will vary with processing
conditionsand supplier High processing temperatures reduce the solubility of
blood meal. The amino acid composition different commercially available

bloodmeak isshown inTable3.
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Table 3: Amino acid composition ofcommercially available bloodneals.

Bloodmeal 1 Bloodmeal 2 Spray Dried RBCC
[55] [56] [31]

Lysine 10.23 7.85 10.37
Histidine 6.13 6.53 6.38
Arginine 4.23 4.18 2.07
Aspartic acid 10.42 7.17 11.03
Threonine 4.47 3.49 5.11
Serine 4.03 4.08 5.47
Glutamic acid 9.08 8.79 8.09
Proline 4.12 4.62 3.24
Glycine 4.06 4.46 451
Alanine 7.94 7.69 9.47
Cysteine 1.08 1.24 -
Valine 9.32 7.08 8.5
Methionine 1.01 1.10 0.36
Isoleucine 0.91 0.91 -
Leucine 12.97 11.42 13.92
Tyrosine 2.80 2.34 2.39
Phenylalanine 7.34 6.20 8.19
Tryptophan - 1.22 -

Poor potein recovery duringcoagulationcan be caused byashwater diluting

the blood during collectiorf23, 27] Excess water will also increase energy
requirements and processing tinjég]. Coagulation can be improved by aging
the collectedlood before processing. This is usually done by leaving the blood in

storage tanks overnight tor several day§23, 27, 38].

Aged blood can be coagulated at lower temperatures than fresh blood. However
aging blood also causes protein decomposition and odours to dg2&l@8] 1%
calcium chloride can be added to fresh blood with continuous stirring for two
hours to improvecoagulation without overnight agirig8]. If aging is preferred,
chemical or biological methodsan be used to preserve blood during aging and
help prevent odour generation.
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2.3.1 Blood Preservation Techniques

Blood provides an excellent environment floe growth of microorganisms and is
highly susceptible to microbial spoila§22, 57] Unhygienic collected blood will
contain large numbers of bacteria from wash water, hides and animal waste
released from the intestines and stomach (e.g. v§B8it) Saphylococcus aureus,
Escherichia coli and Pseudomonas fluorescares often found in contaminated
blood [59]. Blood should be processed as soon as possible to prevent degradation
and odour generatiof27, 51} However blood is usually aged at room
temperature to improve solids yield during coagulation. Extended storage at high
temperatures allows the growth of contaminating blood degrading
microorganisms. Blood can be preserved using refrigeration, chemical additives

or bio-preservation.

2.3.1.1 Bio-preservation

Bio-preservation utilises lactic acid bactemad their metabolic products to
control the growth and replication of unwanted microorgani&a61]. LAB are

also naturally present in bloahd on vegetables and are considered food grade
organisms[60]. They preserve blood by competing for nutrients and producing
inhibitory metabolites such as lactic acid and bacteridéiis61] Inulin can be
added with lactic acid bacteria to increase contaminant inhibif&].
Enterococcus raffinosugs commonly used to preserve hygienically collected
blood[59, 62, 63] Bio-preservation has only been used for food grade products. It
may be too expensive for inedible applications. It has yet to be tested with highly

contaminated blood sources suclpédblood.

2.3.1.2 Chemical Preservation
Chemical preservation can only be used for blood if it is not intended for human
consumption[13]. It is a cheap option and several different chemicals have been

recommended at different streng{fisble4).
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Table 4: Chemical additives to preserve blood

Chemical Additive Concentration
Hydrochloric acid [13, 23, 64] 0.25 mol/L
Phosphoric acid [13, 23] 0.25 mol/L
Formic acid [13, 23] 0.25 mol/L
Sulphuric acid [13, 23, 65] 0.25-0.30 mol/L
Ammonia [13, 22, 23] 0.10-0.50%
Sodium chloride [22] 3.0%

Sodium metabisulphite [27, 28] 0.03-0.3%
Calcium Oxide [13, 66, 67] 0.125-1.5%

2.3.2 Bloodmeal and Smell

Bloodmeal is usually left to age in tanks before drying. This combined with the
high probability of bacterial contamination and the high protein content means
that the blood is susceptible to the formation of odour causing compounds through
bacterialdegradation and putrefaction (decomposition of proteins by anaerobic
bacteria) leading to spoilag@8, 69] Other odour causing compounds can also be
formed during the drying process due to the degradation of thermally unstable
amino acids and the oxidan of lipids.

The main compounds responsible for agricultural waste odours are ammonia,
amines, sulphur containing compounds, volatile fatty acids, mercaptans, indoles,
skatole, phenols, alcohols and carborjyl3, 71] A previous study has identified

the odorous compounds in bloodmeal using gas chromatogr@fBly The
majority of the odour causing compounds have ring or conjugated structures
which make them susceptible to oxidatidialple5).
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Table 5: Odour causing compounds identified in bloodmeal using gas chromatograpi$8, 7275].

Compound Odour

Structure/Formula

Also Found In

Common Compounds

dimethyl disulfide Decaying
vegetables
hexanal Grassy, sour,
pungent
2-pentyl furan Earthy, Bitter

S
H;C "
3°~~g” TCHy 7

Meat rendering
Meat meal
Swine farms
Meat rendering
Swine farms
Meat meal

Swine farms

Compounds formed from thermal degradation

2-heptanone Dairy, cheese, HCo /\/\7 (CHS Meat rendering
mushroom ) (77 Swine farms
6-methyl-2-heptanone Leaves HLC CH, -
H,C )\//\\ /L\\\‘O 77
2-nonanone Fruity /\/v\/t -
H3C 0 [77]
nonanal Waxy, fatty e -
B I T
? o m
2-decanone Floral CH, -
Hscm
°
Compound formed from bacterial or thermal degradation
3-methyl butanoic acid Body odour, sour H,C OH Putrefaction
Swine farms
H3C Q7

Compounds formed from lipid oxidation

heptanal Fatty N N Meat rendering
Swine farms
benzaldehyde Almond ya Swine farms
- 177
Compounds from putrefaction
phenol Phenolic Swine farms
\ e
|
4-methyl phenol Phenolic Swine farms
OH
179l
indole Faecal Putrefaction
e Swine farms
methyl indole Faecal P Putrefaction
[= ‘ Swine farms
Unclassified compound
1-octen-3-ol Earthy, fungal i Mushrooms,
W [79] "
pesticides
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The study concluded that the odour compounds are caused by the storage of blood
before drying. The putrefaction productsn@thyl butanoic acid, phenol;methyl

phenol, indole and methyl indole were found in bloodmeal. The study also
suggests that otherupefaction products such as putrescine, cadaverine and
methyl mercaptan could also be present, although they could not be detected due
to equipment limitations. Lipid peroxidation products such as aldehydes, ketones
and furans were also identified. Howevie was concluded that these did not

impact the overall odour profile of bloodmeal significarl§].
2.4 Proteins and Amino Acids

Proteins participate in almost every process (catalytic, contractile, structural,
transport and defence) that takes plageai cell and are the most abundant
biopolymer[80, 81] Biopolymers are polymers that occur in biological systems.
They are different from nehiological polymers (e.g. polyethylene) because they
usually consist of a large variety oEpeat unitswhich leals to complex
interactions and properties allowing them to fill different biological r¢&4g.
Biopolymers can be divided into nucleic acids, lipids, polysaccharides and
proteins. Proteins consist of amino acid residues covalently linked in linear
sequene. Proteins can be made from hundreds of amino acids (oligopeptide) or
thousands/millions of amino acids (polypepti{&9)].

2.4.1 Amino Acids

Amino acids contain three partsigure8):

1. Basic amino group (NgJ

2. Acidic carboxyl group (COOH)

3. Carbon atom centre with hydrogen atom and R side group. The central
carbon atom is referred to as alpha carbon. The R group can have 20

different chemicatompositions Table6).
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Figure 8: General amino acid structure.

R groups vary in structure, size and charge and defineyfieeaf amino acid.
Different R groups interact differently with the environment such as aqueous
surroundings, other parts of the protein and other substances. Physical properties
such as solubility of a given protein are determined by the sequence ofiss gro

I.e. amino acid sequence. There are two possible stereoisomers of each amino acid
(left-L and rightD), however only the left configurations are found in proteins
[80, 83] Amino acids can be grouped based ondtmacture andoroperties of

their R graups(Table6).

Aliphatic amino acid isle chains are hydrophobic and usually found clustered
within the interior of the protein, therefore stabilising the structuosgkr side
chains cause the amino acid to become more hydrophobic. The different sizes and

shapes of the side chains allow them to pack together tigi|\32]

Phenylalanine, tyrosine and tryptopheme amino acids with aromatic side chains.
Thesecan all participate in hydrophobic interactions. These proteins absorb
ultraviolet light (maximum at 280 nm) and can be used to characterise proteins.
The aromatic ring of tyrosine contains a hydroxyl group making it slightly less
hydrophobic.It is an imprtant functional group in some enzymes and proteins
because of its ability to form hydrogen bon&henylalanine and tryptophan are

highly hydrophobic and are usuattgntained within the core giroteins[46, 82]

Serine and threonine have hydroxyl greupn their side chains making them
hydrophilic. Amino acids with either positively or negatively charged side groups
are the most hydrophiligt6]. Lysine has a second amino group on its side group.

Arginine has a positively charged guanidinium group and histidine has an

20



aromatic imidazole group. The side chain of histidine can be positively charged or
uncharged at pH 7 and facilitates many enzyatalgsed reactions by acting as a
proton donor/acceptorAspartate and glutamate contain side chains that are
usually negatively charged at pH The uncharged versions are called asparagine
and glutamine which havenamine group in place of the carboxgagroup[46,

82].

Cysteine and methionine both contain hydrophobic side chains. Cysteine can be
oxidised to form a covalently linked dimeric amino acid called cystine. Cystine is
formed when two cysteine molecules are bound by a disulphide bond. The
disulphide bonds are important in many proteins as they form covalent links
between parts of a polypeptide or between two different polypeptide ddéins

82].

Unlike the other amino acids, proline has a cyclic structure. The side chain is
attached to the aminacid at both the alpha carbon and amino group. The side
chain provides similar properties to other aliphatic amino acids (hydrophobic,
found in the interior of proteins) but has added rigidness due to the cyclic
structure. Proline is usually found in &ions where proteins beb, 82, 83]

Table 6: Structure and grouping of common amino acid446, 8284].

Aliphatic (non-aromatic/open chain) amino acids

Glycine Alanine Valine Leucine Isoleucine
(Gly, G) (Ala, A) (val, V) (Leu, L) (e, 1)
Co.H Co.H Co.H CO,H Co,H
NH, +H NH, +H NH, +H NH; +H HH, +H
CH
CH CH,CHCH CHS T CHLCH
H CH CHy” “CH, 2.};1_13 & 3 2 Hy

Amino acids with aromatic rings

Phenylalanine (Phe, F) Tyrosine (Tyr, Y) Tryptophan (Trp, W)

o, H CO,H 0aH
HH, H

HH, —|—H HH, +H CH,

HH
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Amino acids with hydroxyl side chains

Serine (Ser, S) Threonine (Thr, T)
NH, | H o CH:H
3
CH,CH -

Positively charged amino acids

Lysine (Lys, K) Arginine (Arg, R) Histidine (His, H)

COH

Co.H Co.H NH2+H
HH, ——H NH2+H NH CHz
CH,CH,CH,CHoHH, Il )ﬁ
CH,CH,CH MHCHH, HY
MmN
Amino acids with amido and carboxylate groups
Aspartate Glutamate Asparagine Glutamine
(Asp, D) (Glu, E) (Asn, N) (GIn, Q)
Co.H L0gH Co,H COH
NH2—|—H HH, +H NHE—’—H NH2+H
CH,COH cHchzllcl:OH CHQIﬁNHQ CHchzﬁNHz
s} a] 0 o]
Amino acids containing sulphur
Cysteine (Cys, C) Methionine (Met, M)
CoH C0,H
HH, +H HH. +H
CH,8H CH,CH,8CH,

Amino acid with cyclic structure

Proline (Pro, P)

CoH
NH.| g
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Amino acids are joined together and peptide chains/proteins produced by
condensation reactiori81, 82] This involves removindiydrogen and oxygen
atoms from both amino acids producinga@nd between the two amino aciisd

water as a byroduct (Figure 9). The double bond between oxygen and the
carboxyl carbonis shared between the carboxyl carbon and adjacent nitrogen
atom due to a resonance eff¢8l]. This link between amino acid residues is
known as the amide link or peptide bond. Polypeptides with N number of amino

acid residues will have 44 amide linkd81, 82]

N .
H—N/ \C—O—H ’ \C/

ol
l

H R H O

\C/ 1|\I ﬂ—O—H + HO

SN NS |
H—N C C

| N

H o I R

Figure 9: Peptide bond formation between amino acids.

pH is important for protein properties as it determines an amino acids state of
ionisation. At low pH (high [H]) the amino terminal will usually acquire an extra
hydrogen atom and will terminate with NH(Figure 10). At high pH (low [H+])

the carboxyl end will usually lose a hydrogen atom and will be GBiQurel1l).

At physi ol ogi c aéends prélmogdifieti as &lescriieel WHy tarid

COOQO (Figure 12). This state is known as zwitterionic (two opposing charges
within the same molecule) and does not promote polymersdiecause the
amino end has an extiaydrogen whereas condensation requires the loss of
hydrogen. At the carboxyl end thekDbond is broken instead of the@ bond
required for condensation. This mechamiprevents spontaneous polymerisation

which could have negative effedn the proteins structure and activity
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Figure 10: Amino acid at acidic Figure 11: Amino acid at basic pH Figure 12: Amino acid at
pH physiological pt

2.4.2 Protein Structure

A proteirns final three dimensional structure will be that which minimises its total
free energy [81]. Protein structure is influenced by hydrogen bonding,
hydrophobic interactions, electrostatic interactions and van der Waals interactions.
Protein structure can be described at four different levels which are primary,

secondary, tertiary and quaternary structure.

Hydrogen bonding can occur between charged ancharged molecules. It
involves sharing a hydrogen atom between two other atoms. The atom that the
hydrogen is more closely associated is the hydrogen donor (usually oxygen or
nitrogen covalently bonded to hydrogen) and the other atom is the hydrogen
aceptor (usually oxygen or nitrogen). The acceptor has a partial negative charge
which attracts the hydrogen atop6]. Hydrogen bonding can occur between
polypeptide backbone components and also between water and amino acid side

chains on the proteins suck{44].

Hydrophobic interactions form because nonpolar side chains tend to cluster in a
nonpolar environment rather than interact with a polar solvent like \jédér

This happens because water bonds strongly to itself and forces the nonpolar
moleculestogether[46]. The forming of hydrophobic cores or clusters on the
interior of a protein is favourable because it reduces interactions between nonpolar
residues and water. The interior core of proteins are usually hydrophobic and
contains nonpolar side dna whereas the surface of the protein can contain both

polar and nonpolar side chaiffagure13) [44].
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amino acids

Hydrophobic
amino acids

Figure 13: Hydrophobic and hydrophilic amino acid locations on proteins.

Electrostatic interactions occur between charged groups and can also be called an
ionic bond, salt linkage, salt bridge or ion pair. Electrostatic interactions are
weakest i n water becaoostan{46]f wat er ds hi gh

Van der Waals forces are weaker than hydrogen bonding and electrostatic
interactions. They are caused because at any given time the electronic charge
around an atom is not distributed symmetrically. This causes the charge around
neighbouring atoms to behavn a similar way. As the atoms get closer the

attraction increases until they reach the van der Waals contact distance. At this
distance outer electron clouds overlap and repulsive forces become more

dominant causing a decrease in attractive fdi@ls

The primary structure of a protein is the linear sequence of amino acid residues
held together by covalent bonds. Because the backbones of all amino acid
residues are the same the primary structure can be defined by the sequence of side
groups i.e. R Ry,...R,[81]. The primary structure is formed by the condensation

reaction described previously.

The secondary structure of a protein is the arrangement of amino acid residues
that are adjacent or in close proximity to each ofdé; 82] The secondary
structure is stabilised by the formation of hydrogen bonds from carboxyl group
oxygens and amine hydrogens between residues of the polypeptide[&Flain

The polypeptide chain aligns so that the maximum number of hydrogen bonds are
formed [80]. The most comiwn forms of secondary structure are alblesices

and betssheets. Other secondary structures include 310 helices, random coils and
betaturns. The specific organisation caused by hydrogen bonds is often called the
intermolecular crystallizatiof80].
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The alphahelix is where the polypeptide is coiled into a helical structure where
the side chains extend outwards and there is a turn every 3.6 rddidlués, 81]

Alpha helices are stabilised by the formation of hydrogen bonds between the NH
and CO group®sf the nth and the-#A residue on the polypeptide chdé6, 81]

Each residue occupies 0.15 nm resulting in a turn every 0.54 nm. The diameter is
approximately 0.6 nm if side groups are ignoféd, 81, 85] Helix turns can be

both clockwise (right handgdr anticlockwise (left handed), but only clockwise
helices are found in proteirjg6]. Alpha helices are most commonly found in

globular proteins such as haemoglofi6, 85]

Beta sheetélso known as pleated sheaisg produced when hydrogen bonds a
formed between carboxyl and amine groups of adjacent polypeptide ¢h&jns
85]. Parallel sheets form when the adjacent polypeptide chains run in the same
direction (N to C or C to N) whereas antiparallel sheets are formed when the
adjacent polypeptidehains run in opposite directiof, 85] Beta sheets can be

found in both fibrous and globular proteii8%].

Betaturns (also known as a reverse turn, hairpin, tight turn or-tiexid) are
formed by the formation of a hydrogen bond between the CON&hgroup three
residues apart. The betarn allows a polypeptide chain to reverse its direction
[46]. Proline has a cyclic structure and usually promotes the formation of-a beta

turn. Betaturns ofen cause the formation of ai@rallel betesheet444].

The tertiary structure of a protein is the arrangement of amino acid residues that
are far apart or the folding of a polypeptide chdi#, 46, 82] Common tertiary

structures are fibrous and globular proteins.

Fibrous proteins are formed when polypeetahains are organized into fibres or
sheets around a single aj&l]. These proteins are usually strong and resistant to
solubilisation in water. Examples of fibrous proteins include alodatin (hair,
nails, horns), bet&eratin (feathers), Fibroin i(k) and collagen (tendons, skin)
[44, 82]
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Globular proteins are formed when different segments of a polypeptide chain
folds back on itself, the structure is stabilised mostly by hydrogen bonds with
some ionic interaction@2]. Globular are more commadhan fibrous proteins and

the folding provides the diversity which allows them to carry out a wide variety of
functions such as acting as catalysts, transportation and regulatipri6]
Globular proteins are usually folded so that hydrophobic sideslaae contained
within a hydrophobic core and the hydrophilic or polar side groups are on the
surface82].

The quaternary structure of a protein is the assembly of two or more polypeptide
subunits. The subunits can be identical or varied. The quatestrarsture is
stabilised by weak forces such as hydrogen gaodic interactions, hydrophobic
interactions and van der Waals forces. In some cases disulphide bonds can also be
involved [44]. Protein primary, secondary, tertiary and quaternary structure is

summarised ifrigure14.

) > W v W °
C-C R G Gy 2.
on C\‘:c“. Oh.cc“ c‘\':t'“‘"co“c
L) ) R
° ¢ n W © W O ¢
SNTeN Ny CNTR CoNTey
¢ Wwhnc wiec wee wac
% 3 Pleated sheet
,Q~ e ¢
Val - aiy - 5 g
N <“\N~ cH
LS~ N —

(a) Primary y o =
structure H Ne AN \
(amino acld N ¢ N‘-? T AR P
sequence) 2S¢ HO : L A A

(:;fw . H P e ¥ 2
0 N-g-C." “‘\ (:’\ &
ot o Al W
H e 0 e
c . - -
N7%
N-C ° @
e -
« helix (c) Terﬂury J
(b) Secondary structure

structure

(d) Quaternary structure

Figure 14: Primary, secondary, tertiary and quaternary structure of proteins [86].
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2.5 Conclusion

New Zealandhas a large meat processing industry which produces a lot-of by
products. To increase income generated per animal, reduce waste and waste
disposal costs bproducts are used in a variety of applications. Blood is one of
the major byproducts but has limiteedible applications because it is difficult to
collect hygienically and also because of its colour, taste and smell. As a result it is

usually dried into bloodmeal.

Blood colour is caused by the haem group contained in haemoglobin. The colour
is caused Wwen the bounds absorb light in the blue/green wavelength resulting in
the observation of their complementary colour (red). To change the colour of
haemoglobin the bonds or structure of the red highlighted centre of the haem

porphyrin Figure6) must be altered.

Bloodmeal has an unpleasant odour which is caused by putrefaction of proteins
during aging.The main odour causing compounds in bloodmeal 3ameethyl
butanoic aid, phenol, 4methyl phenol, indole and methyl indole which are
formed by putrefaction during storage of blood before drying. Other putrefaction

products putrescine, cadaverine and methyl mercaptan could also be present.
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Chapter 3

Methods for Decolouring Blood Products

Red blood cell concentrate treated with different sanitising and bleaching
chemicals.



3.1 Introduction

Current blood based bioplastics are black and have an offensive ddour.
increase their acceptance by consumerstiheur and smell must be removed or
modified by removing or degradirtbe haermand odour causing compoun@s].

The objective of this chagr was to find methods available for removing colour
and smell from blood products so they could be used as a feedstock to produce
bioplastics. This chapter investigated existing methods for decolouring red blood
cell concentrate (RBCC). It also investigad potential alternative bleaching and
sanitising methods for removing the colour and smell from RBCC and bloodmeal
so that they could be used to produce a decoloured bioplastic.

3.2 RBCC Decolouring Methods

The majority of methods have been developeatioove the colour from blood or
RBCC for food applicationsT@le 7). Extractionmethods using organic solvents
such as methanol and acidified acetone have beenagedduce a decolourised
precipitated proteinwith high molecular weight and good foaming and
emulsification propertief87, 88] Carboxymethyl cellulose and activated carbon
has been usetb extract haemat low pH with protein yields between -@00%

[31, 89, 90] However the removal of the haem group reduced the stability of the
protein and makes it more susceptible to denatufa8js

The enzymes pepsin, papain and alcalase have also been used to hydrolyse RBCC
and produce decolourised peptidesThese peptides wee not completely
colourless and requidefurther filtration, bleaching or treatment witxtraction
methods[39, 40, 9194]. Current decolourisation methods have had limited large

scale success because they are expensive.

A cheaper alternativeo remove colouwas to degrade the haem group using an
oxidant. Debuyser (1999) and lzusgtial. (1991) used hydrogen peroxide atH
12.5, whereas Wismdtederson and Frohlich (1992) added hydrogen peroxide to
RBCC at pH2-3 [38, 42, 43] Treatnent tempratures ranged from 20 to
14¢°C. The haem groupvas very sensitive to degradation by even small
concerrations of hydrogen peroxidddaem degradationsing oxidatiorinvolved

cleaving the porphyrin ring to produce yellow degradation prod@bis
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Table 7: Blood and RBCC decolourisation methods.

Date Author Material Treatment
1975 Tybor, Dill & RBCC Acidified acetone extraction
Landmann [88]
1980 Ranken [32] RBCC Chloroform and acidified acetone
1981 Hald-Christensen, RBCC Alcalase and activated carbon
Adler-Nissen, Olsen
1981 Sato, Hayakawa & RBCC SP-sephadex, Amberlite CG-120,
Hayakawa [89] Dowex 50W-x4, Amberlite CG-50,
Carboxymethyl Cellulose
exchangers
1982 Luijerink [96] RBCC Solid state treatment with
Methanol/Ethanol solution
1982 Swan [40] RBCC Alcalase and activated carbon
1983 Sato & Hayakawa [97] RBCC Carboxymethyl Cellulose column
1984 Luijerink [87] RBCC Acid splitting + acidified organic
solvent extraction (Methanol,
Ethanol, Acetone)
1985 Tayot & Veron [90] RBCC Acidified methanol/ethanol and
activated carbon
1986 Piot, Guillochon & RBCC Pepsin hydrolysis and alumina
Thomas [39] column
1987 Wismer-Pedersen [98] RBCC Hydrogen peroxide oxidation
1990 Lee, Wang, & Nakai RBCC Sodium alginate
[99]
1991 Izumi, Nonaka & RBCC Hydrogen peroxide oxidation
Hayashi [43]
1992 Wismer-Pedersen [38] RBCC Hydrogen peroxide oxidation
1995 Aubes-Dufau, Seris, & RBCC Pepsin + various separation
Combes [91] processes (UF, chromatography,
organic solvents)
1995 Synowiecki, Jagielka & RBCC Alcalase hydrolysis and charcoal
Shahidi [94] extraction
1996 Holm-Jensen [100] Whole High temperature/pressure
Blood/RBCC hydrolysis
1996 Yang and Lin [101] RBCC Comparison between sodium

carboxymethyl cellulose,
propylene glycol alginate and
sodium alginate viscosity
enhancers
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Date Author Material Treatment

1998 Yang & Lin [34] RBCC Comparison between sodium
carboxymethyl cellulose, acidified
acetone, hydrogen peroxide
oxidation and alcalase hydrolysis

1999 De Buyser [42] Whole Hydrogen peroxide oxidation
Blood/RBCC

1999 Gomez-Juarez, RBCC Papain hydrolysis, ultrafiltration
Castellanos, Ponce- and sodium hypochlorite
Noyola, Calderon & bleaching
Figueroa [92]

1999 Duarte, Simoes, & RBCC Carboxymethyl cellulose
Sgarbieri [31] extraction

2003 Silva & Silvestre [35] RBCC Comparison between acidified

acetone and CMC extraction

2007 Guo, Zhao, Wang & RBCC Protease hydrolysis

Cui[102]

3.2.1 Globin Precipitation using Organic Solvents

Low pH (pH 25) causes thedemgroup to dissociate frorglobin. Dissociated
haem ould be separated from the globay using organic solvent® precipitate

the globin Cold acidified acetone is the most efficient and most often used, but
methylethyketone (MEK), methanol and ethanol have also beerj26egir’]

Tybor et al (1973) decoload haemoglobin by adjusting to pH 4 using ascorbic
acid prior to treatment withcidified acetone. This method required large volumes

of acetone (4. acetone for 1L protein solution)88]. This method h&not been

used on a large scale because acetone is toxic and it is difficult to remove residues
from the final producf26]. In adlition, acetone is highly volatile and flammable

therefore processing facilities need to be desigoedntainits vapours
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3.2.2 Haem Extraction using Solid Media

Adsorption media such as activated carbon or carboxymethyl cellulose (CMC)
have been used as an alternative to organic solvents to remove the haem from
acidified haemoglobin solutions[26]. Sato et al (1981) used CMC

chromatography to obtain a high quality product. However this method required

low protein loading rates (1 g CMC to produceni@ globin)[89].

Tayot et al (1985) absorbed haem using activated carbon in the presence o
alcohol, at pH 3 and below 20. Under these conditions activated carbon did not
absorb globin and close to 190 protein was recovereddowever along

residence the (up to 15 hours) was required for this metfe.

Lee et al (1990) developed an alternative to CMC adsorption using sodium
alginate to bind haem under various conditions. They found the best cosdition
were pH 2.25, 0.348% sodium chloride and 0%0%odium alginate. These
conditions gave 64.9% protein yig@b].

3.2.3 Enzyme Hydrolysis

Protein hydrolysis is the process of breaking a protein down into its constituent
amino acid chainsCommon methodsinclude enzyme, acidic and alkaline
hydrolysis. Poteolytic enzymes have been used to degrade haemoglobin and
release the haem. The released haem aggregates into micro droplets because of its
hydrophobic naturg26]. The amino acids and peptides from the hydrolysed
protein can then be separated from ltleem by ultrafiltration or centrifugation

[26].

Pepsin, alcalase and proteinase have been used to hydrolyse haenj@§lotin

94]. The degree of hydrolysis will effect yield and properties of the pepiafes

94]. Peptide yields reported in literaturange from 685%. Strategies such as
using exopeptidases for controlling the extent of reaction have been included to
increase yield and reduce bitterness that can result from hydrglgsd$ The
hydrolysates are not completely colourless and furtleatrivent to rema haem

using activated carbonltrafiltration and bentonite clay is often required.
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3.2.4 Oxidative Destruction of Haem

Hydrogen peroxid€H,0,) has been used to destroy haem. Methods described in
literature vary. De Buyser (1999) atmlimi et al. (1991) suggest adding hydrogen
peroxide to haemoglobin under alkaline conditions (pt2%)[42, 43] Wismer
Pederson and Frohlich (1992) suggest treating the haemoglobin ag [aH33].

Red blood cells we usuallymodified by dilutingto approximately % protein
concentration. The amount of hydrogen peroxide used dainge 0.310% (by
protein solition weight). Residence timeseacted up to 25 hours and
temperatures randefrom 2090°C [38, 42, 43, 98] Care must be taken when
treating hamoglobin with hydrogen peroxide because excessive hydrogen
peroxide can result in the oxidation of sulpftontaining amino acids in the
protein and also cause a decrease in functional propg&8gsOther oxidising
agents that can be used include sodjperoxide, calcium peroxide and nitrates
[42].

Hydrogen peroxide is often produced as apbyduct of oxygen dependent
metabolism. Catalase, a naturally occurring enzyme, prevents hydrogen peroxide
damage in cells. It is present in blood and rapidigaks down hydrogen
peroxide into water and oxygen. If catalasepresent during hydrogen peroxide
mediated decolouring, much of the hydrogen peroxidebe consumed by the
enzymecatalysed decomposition.  Successful hydrogen peroxide treatment
requirescatalase to be deactivated, which can be achieved by heating to above
70°C [26]. However, heat treatment will coagulate proteins making them
insoluble[26, 43] An alternative method is to adjust the pH 1@@&].

Hydrogen peroxide treatment has the disarddage that long times are required for
demlourisation (up to 24 hoursPther potential problems with using hydrogen
peroxide include modifying side groups, crosslinking, backbone fragmentation
and forming protein peroxidg404, 105] Hydrogen peroxides also used as a
cleaning agent and to bleach pulp and paper. In the wastewateremeaidustry
hydrogen peroxide treatment has been used to reduce simathical oxygen
demandand biological oxygen demandt hasalsobeen used to treat rendering
gas emissiong106]. Cysteine, methionine, histidine, glycine and lysine are all

susceptible to oxidation by hydrogen peroXitie7].
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3.2.5 Other Methods

GomezJuarez et al (1999) hydrolysed haemoglobin using papain at pH 2.5 for 2
hours. The peptides werden ultrafiltered and decolourised using sodium

hypochlorite at room temperature. Low levels of sodium hypochlorite are
permitted as food bleach. The decolourised protein had good emulsifying and

foaming propertie§93].

Piot et al (1986) hydrolysed haentolgin using pepsin at pH 2 fdhreehours.

The peptides were then passed through alumina columns which absorbed haem
containing peptides. When attempted on a large scale they had a protein yield of
25%. A white powder was obtained and consisted of peplidans ranging from

5-13 amino acids lonfB9].

3.3 Alternative Chemicals for Colour and
Smell Removal from Blood Products

The previously described methods for colour removal were developed for food
applications where fresh blood or RBCC were used and no degradation odour
compounds were formed. Therefore they may not be able to remove the odour
compounds present in bloodme&lossible strategies to remove the smell are
extraction or oxidation of the smell causing compounds. Treating bloodmeal with
steam and activated carbon to extract smell compounds has been used with limited

succes$18]. Therefore they were not consideredidg this investigation.

Chemical oxidation has been used to remove smell causing compounds from
sewage treatment plants, rendering plants and swine and poultry farms. The
oxidising agents used are also commonly used to bleach or remove colour from
textiles, fabrics and animal byroducts by oxidising the bonds of the colour
causing components. This means that the colour and smell from bloodmeal could
potentially be removed using one processing step using chemical oxidation.
Potential oxidising chemicals dtude sodium hypochlorite, sodium chlorite,
sodium chlorate, chlorine dioxide, hydrogen peroxide and peracetic acid.
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3.3.1 Sodium Hypochlorite, Sodium Chlorite,
Sodium Chlorate and Chlorine Dioxide

Sodium hypochlorite (NaCIO) is a common household bleach dasinfectant,
usually available in a-8% solution. It is used commercially for cleaning in the
beer, wine and food industries, in water treatment facilities and as bleach for
textiles and blood93, 108, 109] Sodium hypochlorite has been used to treat
rendering gas emissions and was found to be effective against a wide range of
odorous compoundgl06]. Sodium hypochlorite solutions are able to modify
proteins through amino acid side chain modification, backbone fragmentation,
crosslink formation, unfaling and chloroamine formation[108, 110]
Methionine, cysteine, histidine, tryptophan, lysine, tyrosine andliiigaamino

group are most susceptible to modificatipnsodium hypochloritgl09-112].

Sodium hypochlorite is able to form trihalomethara&®rs replaced by halogen
atoms e.g. chlorine) and other chlorinated organic compounds which are
pollutants and carcinogen[@13]. As a result alternativeshemicalsto sodium
hypochlorite have beamsed for textile bleaching and water treatment

Sodium tilorite (NaClQ) and sodium chlorate (NaCipare chemicals used for
pulp and paper bleaching14]. Sodium chlorite is also used for disinfection,
sterilisation and to oxidise odour compou@i$5]. Sodium chlorite and sodium
chlorate can also based toproduce chlorine dioxide (CKD by acidification.
Chlorine dioxde has been used to bleach pulp and paper as well as to disinfect
water and foods. The main advantage is that it produces less chlorinated by
productscompared to sodium hypochloritel6]. It can be used in solution or as a
gas. Chlorine dioxide has been shown to oxidise SH groups into disulphide bonds
[117, 118] Oxidation of proteins withtryptophan, histidine and tyrosine with
chlorine dioxide led to cadm bond breakages and low molecularass
compound$116]
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3.3.2 Peracetic Acid

Peracetic acidHAA, CH;COOOH) also knownas peroxyacetic acids a clear

liquid with a strong vinegar smell and low pgess than pH 2J119]. It is
produced commercially by reacting acetic acid with hydrogeroxide in the
presence of a catalyst and sold as an equilibrium mixture containing peracetic
acid, acetic acid, hydrogen peroxide and water.-Blguilibrium mixtures can be
produced using distillation to remove acetic acid, hydrogen peroxide and water

although this is more expensive

Due toits effectiveness andgrowing concerns over the environmental impact of
chlorine usePAA has been suggested as an alternative for use in waste water
treatment and pulp and textile bleach{ddg9]. When used to blea linen PAA

gave better brightness and less fibre danjagé]. PAA hasalsobeenusal as a

food andsurface sanitizeas well as to remove odours from wastewater sludges
[119]. PAA is a protein denaturant and is known to react quickly with proteins
[109, 121] It does not produce any harmful disinfection-gogpducts and fi
discharged into the envirorent PAA decomposesnd bioacamulation is
unlikely to occuff113, 122]

Previous studies involving PAA and proteins had variable results in terms of its
readion with amino acids. In one study PAA was used to oxidise wool and it was
shown PAA exclusively oxidised disulphide bonds and tryptophan side chains
while no significant oxidation of tyrosine occurrgil23]. A separate study
showed that PAA readily oxised cysteine, methionine, histidine, glycine and
lysine but not tryptophafil07]. While a third study involving PAA and dairy
proteins suggested tryptophan and methionine were most vulnerable and lysine
was not affectedl09]. The variable results could loeie to the different reaction

conditions, proteins used and PAA mixture compositions.

No articleswere identifiedwhich focusd on usingPAA to decolourise blood or
blood productdor use in bioplasticsOne of the disadvantages with PAA is its
relatively high cost. However as demand and global production increases its cost

may decreasgl19].
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A patent search revealed one relevant patent where a peracid was used to treat
meat industry byroducts[124]. McAninch and Holzhauer (2002) developed a

method for bleaching tripe using a mixture of peracids, hydrogen peroxide and

water [124]. It was suggested that the peracid mixture worked better than the

existing method (35% hydrogen peroxide) because hydrpgeoxide did not

work well as a cleaner and the existing processes had multiple stages and was not

efficient. However this method waprimarily focused ommixtures involving

tartaric and malic acid with the finaleachedroduct aimed at the food indugtr

The common uses for the oxidising chemicals discussed and their potential effects

on bloodmeal protein are summarised able8.

Table 8: Possible side effects on protein when blood products are treated with various oxidising chemicals
[107, 109, 110, 123]

Chemical

Uses

Potential Effects on Bloodmeal Protein

Sodium
hypochlorite

Sodium
Chlorite

Sodium
Chlorate

Chlorine
dioxide

Hydrogen
Peroxide

Peracetic
Acid

Disinfectant,
cleaning agent for
food and wine
industry, water
treatment, bleach
for pulp and paper

Disinfectant, bleach
for pulp and paper,
chlorine dioxide
generation

bleach for pulp and
paper, chlorine
dioxide generation

Disinfectant, water
treatment, bleach
for pulp and paper

Disinfectant, bleach
for hair, pulp and
paper, effluent
treatment

Disinfectant, water
and sludge
treatment, tripe
bleach

Side chain modification, backbone fragmentation,
deamination of lysine, cross linking of cysteine and
methionine, tryptophan susceptible to damage,
tyrosine also susceptible to forming chlorotyrosine,
formation of unstable chloramines on alpha amino
group and lysine side chain.

Side chain modification, backbone fragmentation,
cross link formation and chlorination of amino acids.

Side chain modification, backbone fragmentation,
cross link formation and chlorination of amino acids.

Denaturation by modification of tryptophan and
tyrosine residues, degradation of amino acids into
small molecular weight products.

Side chain modification, backbone fragmentation,
cross link formation.

Backbone fragmentation if hydroxyl radicals formed
during breakdown of peracetic acid, crosslink and
double bond breakage, denaturation.
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3.4 Protein Oxidation

Proteins and other biological molecules can be damaged or modified by oxidants.
Protein oxidation can lead to side chain modification, back bone cleavage and
cross link formatiorf125, 126] The amount and type of damage varies depending

on the ype, strength and concentration of the oxidant as well as segonda
reactions (e.g. repair mechanisrasd antioxidants)127]. In natural systems

small amounts of some oxidants (e.g. superoxide, hydrogen peroxide, hydroxyl
radical) are produced through rakblism. As a result there are antioxidant
defences such as enzymes (e.g. superoxide dismutase, catalase) which can
scavenge radicals and help reduce damage to biomol¢tu®sl 25, 127]

The strength of oxidants, stability of newly formed or intermediaxidants,

number of GH bonds and accessibility are factors which influence where
oxidation will occur . Hi ghly reactive r a
are the | east selective and cause the mo
and can o react with the polypeptide backbone causing both fragmentation and

side chain modificatiofiLl27, 128]

Backbone oxidation involving AOH and oxy
abstraction from the alpha carbon forming a carbon centred radical alghdan
fragmentation. The type of products formed by fragmentation depends on the
pathway by which fragmentation occusdurel5).

I ] |I-|?
NH,=C-C-NH-C + 0=C=N-C-C—

R, R, Rs
HO 00 III{IZ')

[ I 1| [}
NH, =C-C-NH-C-C-NH-C-C—
|

Ry R, Rs \
HO 00 HO

] TN (W
MH, —(IJ—C-NHZ + RI-C—C-NH—Cli-G—

R, Ry

Figure 15: Peptide bond <cleavage via alternat i-amelatopat hways.
pathway [126].
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Cysteine and methionine are the most susceptible amino acids to oxidation.
Oxidation of cysteine results in the formation of disudles and thiyl radicals.
Methionine oxidation results in the formation of methionine sulfoxiBkrause
they are easily oxidised by a range of oxidants, repair systems exist for these two
amino acids and enzymes are able to convert them back to theidifieoho
forms. These are the only systems known that are able to repair oxidative
modification to amino acidg125, 126, 129, 130] However these repair

mechanisms are not expected to be active in RBCC or bloodmeal.

Common products from side chaioxidation are peroxides, alcohols and
carbonyls. Carbonyls have been used to monitor amino oxidasioig western
blotting and high performance chromatogragh0]. Other products used to
monitor oxidative modifications include disulphides, thiyl radicahd cross
linked aggregatef0ssible modifications are summarised able9 and methods

used for their detection ihable10.

Table 9: Most susceptible amino acids to oxidation and their possible oxidation producf$25, 126, 129]

Amino Acid Possible modifications

Cysteine Disulfides, glutathiolation, cysteic acid
Methionine Methionine sulfoxide, methionine sulfone
Histidine Oxo-histidine, asparagines, aspartic acid
Tyrosine Dityrosine, chlorotyrosine, nitrotyrosine
Lysine Chloramines, deamination

Arginine Glutamic semialdehyde

Valine, Leucine, Tyrosine, Tryptophan  Hydroperoxide and hydroxide derivatives
Several Cross links, aggregates, fragments

All Carbonyls

Protein peroxides can also be formed which are able to damage other proteins.
The amount and structure depends on the location, type of radical, oxygen
concentration and the presence of other reacfd®8, 131] Transfer of the
radical from the side chaito the backbone is favourable due to the stability of the
alpha carbon radical, reduced steric crowding and the stability of carbonyl
products formed127].
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Table 10: Methods used for detecting some oxidation productd 25].

Oxidative Common methods used for detection

modification

Disulfides SDS gel electrophoresis

Thiyl radicals Electron spin resonance spectroscopy

Methionine sulfoxide Amino acid analysis

Carbonyls Western blot, high performance liquid chromatography

Crosslinks/aggregates  SDS gel electrophoresis, high performance liquid
chromatography
Fragments SDS gel electrophoresis, high performance liquid

chromatography

Protein oxidation can have negative effects on the properties and processing
characteristicsof bioplastics Figure 16). Side chainsparticipate in hydrogen
bonding and hydrophobic interactions which stabilise the bioplastic. If side chains
are modified they may not be able to contribute to stabilising interactions which
will lead to a decrease in mechanical properties such as strestiffiness and
elongation. Backbone fragmentation can also lead to reduced mechanical
properties as well as poor consolidation because the smaller chains would have
reduced entanglements and fewer stabilising interactions. If disulphide cross
linking between proteins occurred then processing would also be inhibited
because the crogimks would prevent the protein chains from flowing past each
other. This can result in processing equipment blocking or high shear rates which

can lead to protein degradation.

Possible Outcomes of Protein Oxidation

| l

Side Chain Modification Back Bone Fragmentation Crosslinking

P?ssible Effects on Biopl?stic

Reduced Mechanical Properties Not Able to be Processed
Modified side chains may Processing equipment may block
contribute less to hydrophobic because crodinks prevent flow and
interactions and hydrogen bonding. restrict movement of protein chains
Reduced Mechanical Properties Not Able to be Processed
The smaller peptides would not May not be able to form a
entangle as much leading to consolidated product because the
reduced strength and elongation. small peptides would not be able to

entangle and interact sufficiently.

Figure 16: How protein oxidation can affect properties and processing of bioplastics.
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3.5 Conclusion

Several existing methods veeidentified to decolour blood or RBCQvith the

main purpose of usinthemas an additive in food$iowever these methods were
expensive or produced peptidegich were not suitable for bioplasticsin
addition these methods would not be effective at removing odour compounds

from bloodmeal.

From the existing methods available for decolouring RBCCdod fapplications,
hydrogen peroxide decolourisation was identified as having the most potential for
applying the decoloureBRBCC powder to bioplastics. Therefore this method was

selected to be investigated furtiheiChapter Four

Chemical oxidatiortould potentiallybe used to remove tlowlour and smell from
bloodmeal, butreatingproteins with oxidants can cause damage to the protein
The amount and type of damage depends on the oxidant, protein and defence
mechanisms. Back bone fragmentation, side rcmaodification and cross link
formation can occur when treating proteins with oxidants. This can prevent the
powder being processed or reduce mechanical properties of the bioplastic.
Potential chemicals identified were sodium hypochlorite, sodium chleatbyum
chlorate, chlorine dioxide, hydrogen peroxide and PAA. The effect of these on

RBCC and bloodmeal were investigated in Chapter Five.
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Chapter 4

Red Blood Cell Concentrate Decolourisation

using Hydrogen Peroxide

RBCC (left) and hydrogen peroxide treated RBCC (right).

Work from this chaptemwas published in the journal papeBecolouring Haemoglobin as a Feedstock for Second
Generation Bioplasticd 32].



4.1 Chapter Overview

Previous studies havdocused on colour removal from RBCC for food
applications. Hydrogen peroxide treatment was one of these methods and was
identified & having the most potential for removing the colour from RBCC for

use in bioplastic applications.

RBCC concentration, pH and reaction temperature were the most important
factors influencing the decolourising process. They were investigated with the aim
of developing a method which could be scaled to commercial level for producing
a bioplastic feedstock. Initial trials showed pH was an important factor for
decolourisation andsolids lost due tdoaming. At pH 4 there was a 96%
reduction in solution colousut 8.4% solids were lost due to foaming. There was a
76% reduction in solution colour at pH 2 and only 2.6% solids were lost due to
foaming.The optimal condition&entifiedfor the potentialarge scale production

of decolourised proteifrom RBCCwere centrifuging9% w/w RBCC aqueous
solution at pH2, then reaatg with 7.5 g (30% ww) hydrogen peroxide at 30°C.
These conditions achieved a 93% reduction in solution colour after three hours

and the molecular weight of the decoloured proteas not sigricantly reduced.
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4.2 Experimental
4.2.1 Aim

The overall aim of this section was to identify optimal conditions for decolouring
RBCC with hydrogen peroxide so it could be scaled to commercial production.
More specifically, the objective was tmvestigate the effect of pH, RBCC
concentration and reaction temperature on colour reduction as well as the

effectiveness of the process, which was characterised by decoloured protein yield.

4.2.2 Methods and Materials
Frozen RBCC (33% solids) centrifugédm hygienicallycollected bovine blood

was supplied by a local meat processing facility. All other chemicals were
supplied by Ajax Finechem.

The effect of pH, RBCC concentration, hydrogen peroxide concentration, reaction
temperature and centrifugatian decolouring and foaming was explored. All

trials were repeated at least two times.

10 gRBCC (33% solids by mass) was mixed with 100 g distilled water in 1 L
glass beakers. Mass was used as RBCC was too viscous to accurately measure
volumetrically. Séution pH was adjusted to 2, 5, 8, 11, 13 addb¥ adding 1

mol/L HCI or 2 mol/L NaOH. After slowly adding 15 g (30% w/w) hydrogen

peroxide while mixing, the solution was left to react for three hours.

To determine the effect of RBCC concentration oootteuring and foaming, 10

30 g RBCC was added to distilled water and the total mass made up to 110 g with
distilled water. Resulting solutions were adjusted to2pbind 15 g (30% w/w)
hydrogen peroxide was added drtt to react for three hourg&or bothpH and

RBCC concentration trials, mass loss due to foaming was determined by
collecting foam produced during reaction in a-m&ghed container and oven
drying overnight at 60°C. Percentage mass lost due to foaming was calculated by
dividing dry mass ofoam by initial dry solids of the solution.

Solution colour before, during and after treatment was determined by measuring
UV/Vis absorbance at 540 nm. Reduction in solution colour was reported as

percentage change in absorbance from the initial abs@banc
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To investigate the effect of temperature and hydrogen peroxide concentration on
decolouring, 7.5, 15 or 22 g (30% w/w) hydrogen peroxide was added to 9% w/w
RBCC aqueous solutions at gH Solutions were kept in a preheated water bath
with an oscillatig platform at 20, 30 or 40°C. The absorbance of each solution at
540 nm was measured every-20 minutes for three hours and the percentage
change calculated. Hydrogen peroxide remaining after three hours was determined
by titrating liberated iodine fromcadified potassium iodide solution using 0.1 M
sodium thiosulfate (standardised using potassium iodate) and ammonium
molybdate catalyqtL33].

To investigate the effect of centrifugation, two 9% w/w RBCC aqueous solutions
at pH2 were centrifugedeparately at 4000 rpm for five minutes to remove haem
precipitate. Supernatants were decanted and treated with 7.5 g or 15 g hydrogen
peroxide. After three hours, the final colour content was measured and percentage

change calculated.

Decoloured RBCC was produced by centrifugingd% w/w RBCC aqueous
solution at pH2, then reaang with 7.5 g (30% w/w) hydrogeperoxide at 3%C.

The decolouredsolution was freeze dried and ground into a powder. Protein
solubility at various concentrations were tested attpHand 9.5 by adding 20 ml
phosphatebuffer to preweighed amounts of decolourised protein in test tubes.

After one hour, solubility was investigated by visual examination.

4.2.2.1 Molecular Weight Analysis

Molecular weight was investigated by dissolviad® mg decoloured powder in
0.02 M phosphate buffer at pHcontaining 2% sodium dodecstilphate 0.5%
sodium sulphite and 0.1 M sodium chloride, heated to 100°C for 5 minutes. After
centrifuging the solution at 11,000 rpm foreeminutes to remove amgmaining

solid particles a 0.5 ml aliquot was applied to a Superd20 gel filtration
column (GE Healthcare) connected to an Akta Explorer 100 (GE Healththee).
column wascalibraed with a low molecular weight size exclusion calibration kit
(GE Heathcare). Two column volumes of 0.02 M phosphate running buffer at
pH 7 containing0.1% sodium dodecyl sulphate a@d M sodium chloride was
applied at a flow rate of 0.5 ml/min. Protein concentration was measured at

215 nm using an inline detector.
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4.3 Results and Discussion

4.3.1 Effect of pH on Decolouring and Foaming

The greatest change in colour occurred apf6% reduction) and pH4 (96%
reduction). The change in colour decreased as pH approach8dvplirere there

was only a %o reduction incolour Figurel?). At both pH9 and pH12, solution
colour was reduced by 27%. Deybuyser (1999) sugdestecolouring
haemoglobin at pH-Q2 at 50°C. The brown protein they produced required
further oxidativetreatment for 1 second at high temperature (150°C) or 48 hours
at low temperature (50°C). Decolouring appeared to depend on catalase activity,
which was highest at pH 8. Where catalase activity was high, decolouring extent

was low.
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Figure 17: Reduction in solution colour at different pH. Figure 18: Solids lost in foam at different pH.

In general as pH increagepercentage solids lost incredsxcept for pH8 where
only 3.3% solids were lost in thibam §Figure18). The pHwas clearly important

for decolourisation and for controlling the amount of solids lost in the foam.
Foaming was a combinationof catalase action, protein denaturation and
spontaneous hydrogen peroxide decomposition. As pH déiate neutra)
more protein mayhave been denatured and trapped in the foam. At Hery

little protein wasdenatured and foamingas mainly due tacatalase action which
may explain why pH8 did not follow the general trend. At pH, large amounts

of protein mayhave been denatured. Hydrogen peroxide also decomposes and
readily produces oxygen in alkaline conditions. Tdmmbined effect oflarge

amounts of oxygen and denatured proteasulted inhigh mass lost ithe foam.
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At pH 2, catalase action wareduced and hydrogen peroxides stabilised.
Therefore therewasless oxygen from hydrogen peroxide decomposition and less

chance for protein to beapped in this foam which minimidegprotein losses at
pH 2.

Decolourisatiorwasmost effective at pt2 and pH14. However, pH14 was not
suitable for large scale production due to the high loss of solids in the foam. At
pH 2, catalase actiowas reduced and hydrogen peroxuas able to degrade the
haem. Haem also dissocidtigom the globin at this pH and foed an aggregate
because of its hydrophobic natufg. Therefore, pH2 was the best pH for
decolourisation, whichwas consistent with prgous work done by Wismer
Pedersen and Frohlich (1992).

4.3.2 Effect of Dilution on Foaming

It is desirable to minimise foam in a large scale process.cthikl be achieved

by having low RBCC concentrations. At gH the solids lost in foam increased
linearly with RBCC concentrationF{gure 19). Thebestconcentration was found

to be 9% w/w RBCMecause at this concentration the least solids were lost due to
foaming Antifoam could be used as an alternative approach to reduce foaming.

However this was not investigated and should be investigated in future studies.
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Figure 19: Percentagesolids lostas foamat different RBCC concentrations.
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4.3.3 Decolourisation Rate at Different Temperatures and
Hydrogen Peroxide Concentrations

Rate of decolourisation increased as temperature and hydrogendpeadded
increased Kigure 20, Figure 21, Figure 22). Comparing the 20°C curve for all
three hydrogen peroxide amounts shows that when the amount of hydrogen
peroxide added increased from-25 g therate ofdecolourisation increased. This

was also consistent for 30°C and 40°C.

However, increasing the amount of hydrogen peroxide had litibetedn final
percentage decolourisation. Thusgardless of how much hydrogen peroxide was
used, a maximum of approximately 90% decolourisation was obtained. It would
be favourable to use as little hydrogen peroxide as possible to reduce operating

costs.

The reactions expected to occur during decolouring, based on the mechanism
described by Nagababu and Rifkind (2000) are: Hydrogen peroxide reacts with
haemoglobin to form a reactive intermediate called ferrylhaemoglobin.
Ferrylhaemoglobin is a strong oigthg agent and reacts with another molecule of
hydrogen peroxide to produdbke superoxidefree radicaland water. This can
occur either in the haemoglobin molecule with the haem porphyrin still attached
or outside the globin if the haem has floated fige to the acidic pH. Hydrogen
peroxide may also react with methaemoglobin (HBFand produce oxygen
instead of superoxide. This does not lead to haem degradation. The haemoglobin
intermediatesare also involved in side reactionghich consumehydrogen
peroxide. The overall reaction mechanism described by Nagababu and Rifkind
(2000) is:

HbFe(ll) + HO, Y HbFe(II\402¥OH|b|H:|¢-H((|32E,E Y Haem degr ad(@)

__________________________________

“--r-

Other reactions

Superoxide(SO) can eitler react with the tetrapyrrole rings, diffuse out of the
haem molecule and be removed by superoxide dism{@&asenzyme present in
natural systems which degrades superoxide produced aspeodwyct during
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metabolism) or react with the globin. It is nohkwn how many superoxides react
with a haem molecule, or are consumed by regetith superoxide dismutase or

globin.

Haem concentration was directly related to absorbance at 540 nneactbm
rates were obtained by fitting the following equationstfaem degradatio(®),
hydrogen peroxide consumpti@d®), and superoxide production and consumption
(4). The equations assumed two hydrogen peroxides (H#@ wonsumed to
produce a supekide (SO),N moles of SO were consumed to degrade a haem
molecule, ad M moles of SO reacted with a globin or superoxide dismutase
(which will be proportional to the globin concentration). Concentration was

measured in mol:g

C aem —
% - k1CHaemCSO

(2)

& =" kZCHaem HP 3)
C

s mso = 2K,CriaenCrp = KCrizerNCs0- KsCoiopiMCso )

The parameteris,, ko, ks (g.moi*.s%), N andM (Table11) were obtained by fitting
the model to experimental dati, k; and ks varied with temperare and an

Arrhenius equation:

wo
m
>

|- OO

,\_
I
>
@,
3

(5)

was used to estimate the Arrhenius constahgblé 12). A is the frequency
factor, Ea is activation energyR is the ideal gas constant afds temperature in
Kelvin. Goodness of fit was determined by summing the error squared between
model and experimental data and by regression analysis (coefficient of

determination) Table13).
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Figure 20: Change in solution colour, 10 g RBCC100 g distilled water, pH2, 7.5 hydrogen peroxide at 20,
30 and 40C.
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Figure 21: Change in solution colour, 10 g RBCC100 g distilled water, pH2, 15 hydrogen peroxide at 20,
30 and 40C.
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Figure 22: Change in solution colour, 10 g RBCC100 g distilled water, pH2, 23y hydrogen peroxide at 20,
30 and 40 °C.

Table 11: Fitted model parameters.

Fitted Constants

Parameter 20°C 30°C 40°C

ki (g.mol™.s™) 80000 100000 140000
k, (g.mol*.s") 20000 25000 40000
ks (g.mol*.s™") 10000 10000 10000
N (mol) 10 10 10
M (mol) 500 500 500

Table 12: Activation energy and frequency factor for model parameters.

Ky Ko ks
A(g.mol*s™) 3.28x10° 9.52x10° 6.00 x 10°
Ea (J.mol™) 20240 26000 10330

Table 13: Goodness of fit values for fitted models.

H.02 (q) 75 15 22

Temp (°C) 20 30 40 20 30 40 20 30 40
R? 087 098 099 083 098 097 092 097 095
SSE 520.26 139.78 22.72 742.02 20573 162.56 476.81 244.81 319.36
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The model showed a good fit widxperimental data for 30 and 40°Table 13)

but was not as good a fit at 20°C, probably due to diffusion effects that were not
accounted for in thenodel. At the higher temperatures, diffusion was likely to be
sufficiently rapid so the reaction rates were the rate limiting steps. The model was
particularly sensitive to the rate of SO producti&),(indicating that this was a
limiting step. Reducig k; reduced overall percentage decolouring. Rate of SO
reaction with superoxide dismutase and glolyg) dppeared to be independent of
temperature, but was significant because of the I&rdactor required to fit the

data.

Hydrogen peroxide concentians showed little change both experimentally
(Table 14) and theoretically, showing that while initial peroxide concentration is
important for reactiomates, very little is consumed. If the decoloured globin can
be recovered from solution, for example by ultrafiltration, the solution could
potentially be recycled to minimise hydrogen peroxide use. Adtemly, the
hydrogen peroxide add be degradedybadding catalase to prevent excessive
oxidationof the protein.

Table 14: Change in hydrogen peroxide concentration after three hours.

H,0, (g) 75 15 22
Temp (°C) 20 30 40 20 30 40 20 30 40

Initial concentration (mol/L) 0.56 056 0.56 1.06 1.06 1.06 1.47 1.47 1.47
Final concentration (mol/L) 0.40 0.34 0.32 0.80 0.77 0.72 1.17 1.13 1.08
Percent consumed 29 39 43 25 27 32 20 23 27

When producing decoloed protein on a large scale, it would be advantageous to
reduce the time taken for decolourisation. The d&igure 20 to Figure 22)
indicatal therewere two optionsadd large amount@2 g) of hydrogen peroxide

at low temperature (20°Q)r addsmaller amounts(7.5 g) of hydrogen peroxide
and heat to between 30 and 40°C

Adding large amounts of hydrogen peroxide is not recommended because it can
oxidize amino acids in the protein or cause peptide fragmentation. Large amounts

of hydrogen peroxide would also increase production costs.

If the decoloured protein is destined lte used in food applicationxaessive

heating is not recommended as it can denature proteins causing a loss in
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functional propertiesuch as foaming, solubility and emulsificatiétowever for
bioplastics loss of functional properties is not as importdr@refore a higher
heating temperature could be usethe body temperature of cattle is
approximately 38°C. Therefore, heating to 30°C is only a mild heat treatment and
is unlikely to cause excessive damage to the protein. Adding 7.5 g (30% wi/w)
hydrogenperoxide and heating to 30°C was selectethapreferred methoidr a

potentiallarge scale process.

4.3.4 Centrifuging Before Hydrogen Peroxide Addition

When RBCC solutiomnvasreduced to pi2, a proportion of haem dissocidtieom

the globin and formd an aggregate, whicbould be removed by centrifugation.
When RBCC solution was centrifuged before adding hydrogen peroxide,
decolourisation was more efficientgble 15). For example, adding 7.5 g (30%
w/w) of hydrogen peroxide with no centrifugation reduced colour by 62%. If the
same amount of hydrogen peroxides addedafter centrifugation therewas a
92% reduction in colour. Less foam was also oles# when hydrogen peroxide

was added after centrifugation.

Removing the haem precipitate by centrifugation redube haem in solution
and therefore redudethe hydrogen peroxide required for decolourisation. The
haem removed by centrifugationas most pobably unmodified and has the
potential to be used in iron supplement products. Reducing tleuranof
hydrogen peroxide used wadesirable so production cagbuld beminimised and

proteinmolecular masmaintained.

Table 15: Percentage reduction in solution colour when different amounts of hydrogen peroxide are added
without centrifuging and with centrifuging .

Conditions No Centrifugation  With Centrifuging
RBCC 0.00% 5.52%
Control (pH 2, No H,0,) 0.00% 66.55%
7.5 g H,0, 62.70% 92.83%
15 g H,0, 84.68% 96.00%
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4.3.5 Decoloured Powder Solubility

The decolowd protein showed good solubility at pd. When the pH was
increased to 7 solubility decreased. The decolourised protein was sparingly
soluble at pH9.5 (Table 16). Good solubility at pH4 and pH7 indicatedthe
protein was not substantially modified or damageddwyering the pH, adding
hydrogen peroxie or heat treatment.

WismerPedersen and Frohlich (1992) suggdshat pH of the RBCC solution be
readjusted to between pHXbefore adding hydrogen peroxide, to protect the
protein and prevent loss of functional properties. However, when this was
attenpted, large volumes of foafarmed Most catalaselsavean optimal activity
between pH 8. Catalase activity was reduced at pHbut activity was restored

when pH was raised causing foaming.

Table 16. Decolourised protein solubilty at pH 4, pH 7 and pH 9.5

Conc. (mg/ml) pH 4 pH7 pH 9.5
0.25 Dissolved Dissolved Dissolved
0.5 Dissolved Dissolved Dissolved
1.0 Dissolved Dissolved Not Dissolved
2.0 Dissolved Dissolved Not Dissolved
3.0 Dissolved Dissolved Not Dissolved
4.0 Dissolved Dissolved Not Dissolved
5.0 Dissolved Dissolved Not Dissolved
6.0 Dissolved Dissolved Not Dissolved
7.0 Dissolved Not Dissolved  Not Dissolved
8.0 Dissolved Not Dissolved  Not Dissolved
9.0 Dissolved Not Dissolved  Not Dissolved
10.0 Dissolved Not Dissolved  Not Dissolved

4.3.6 Decoloured Powder Molecular Mass

The RBCC and decoloured RBCC have similar gel filtration elution profiles
(Figure 23), indicating themolecular weight of the proteivas not altered
significantly. This suggest that the mechanism for haem degradation described
by Nagababu and Rifkind (200@)as suitable fo this procesg104]. Molecular
masswas maintained because the iron contained within the haem group is unable
to act as a Fenton reagent with hydrogen peroxide and produce the more reactive

hydroxyl radical which could lead to backbone fragmentation328,
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Because the molecular mass of the decoloured protein was not reduced it could be
possible to process it into a bioplastic. However disulphide -dirdss could also

be forming during hydrogen peroxide treatment. The dissolving buffer contained
sodiumsulphite which removed disulphide crdswks. Therefore these would not

have been detected and if present would restrict processing. This was investigated
further using thermal analysis in Chapter Five.

450
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Figure 23: Elution profil e for hydrogen peroxide decoloured RBCC.
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4.4 Conclusion

Utilisation of the protein in RBCC in human food is limited ahadould be a
potential feedstock for second generation bioplastics. Published decolourisation
methods utilising hydrogen peroxideve problems such as excessive foaming,
long processing times and the potential for amino acid oxidation when large

amounts of hydrogen peroxide are used.

The effects of RBCC concentration, pH and reaction temperature were the most
important factors inflancing the decolourising process. They were investigated
with the aim of developing a method which could be scaled to commercial level
for producing a bioplastic feedstock.

Initial trials showed pH was aevy important factor and affectddaming and
decdourisation. A 96% reduction in solution colour was achieved atlyHout

8.4% solids were lost due to foaming. At pH 8, solution colour was only reduced
by 3% and 3.3% solids were lost. Solids lost in foam were thought to depend on a
combination of catalse action, protein denaturation and spontaneous hydrogen
peroxide decomposition. Thieest pH was found to be pk2, wheresolution

colour was reduced 76% and onBp3olids were lost in foam.

The amount of hydrogen peroxide required for decolourisationredisced by
centrifuging to remove aggregated haem after pH adjustment. The research
showed that thebest conditions forthe potentiallarge scale production of
decolourised proteifrom RBCC were centrifuging 9% w/w RBCC aqueous
solution at pH2, then racing with 7.5 g (% w/w) hydrogen peroxide at 30.

These conditions achieved a 93% reduction in solution colour after three hours

and the molecular weight of the decoloured proteas not significantly reduced.

This section successfully produced decwised protein from RBCC with a high
yield. However, further investigations into removal of haem by increasing
centrifugation time or speed could further reduce the treatment time and hydrogen
peroxide required. Strategies for recycling or removing reimgirnydrogen

peroxide should also be investigated.
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Although this method produced a decoloured proteom RBCC while
mairtaining its molecular mass, it mayt be suitable for use with bioplastics
because it requires large volumes of water and longemesedtimesvhich can
increase processing cosiEherefore it is recommended that alternative methods

for decolouring RBCC and bloodmeal be investigatetbre selecting the most
preferred methad
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Chapter 5

Investigating Red Blood Cell Concentrate and

Bloodmeal Decolourisation

Bloodmealpowder



5.1 Chapter Overview

In Chapter Four,he colour from RBCGwvas successfullynodified by diluting

with water, reducing to pH 2, centrifuging and then treating vagkrogen
peroxide. However this method had several disadvantages such as long
processing timesmultiple processing stepsnd high water requirement$he
objective of this chapter was toxmore different methods for efficiently
producing decoloured blood protein for use in bioplastics. More specifically a
method was required which was simple, environmentally friendly and efficiently
removed colour and odour while also avoiding significaedluction in the

proteins molecular mass.

The colour is caused by the haem porphyrin and the smell by degradation odour
compounds. These are susceptible to oxidation due to their conjugated or ring
structures.In this chapter the oxidising chemicals sodiwgpochlorite, sodium
chlorite, sodium chlorate, chlorine dioxide, hydrogen peroxide and PAA were
applied to RBCC, modiied RBCC (mRBCC) and bloodmeal at high
concentrations. Their effect on colousmell and molecular weight were
investigated. In additionrystallinity and thermal stability was investigated for the

most effective methods.

When &dium hypochlorite, sodium chlorate and chlorine dioxwes used to
treat RBCC, mRBCC and bloodmehaky produced treated powders which were
22-61% white Molecula mass was not significantly reduced but they were not
effective at removing the odour from bloodmeal. Therefore these methods were

not suitable for producing a bioplastic feedstock.

Sodium chlorite hydrogen peroxide and PAtkeatmentof RBCC and mRBCC
producedtreated powders which we®5-93% white. However tlese method
were not suitable for use with bioplastics becatisey significantly reduced the
molecular mass of the proteirequired long residence times or for the case of

sodium chlorite haénvronmental concernsuch as chlorination of the protein

Treating bloodmeal witthydrogen peroxide, sodium chlorite and PAfduced
powders which wer81-76% white and also improved the odoWRAA treatment
had the greatest effect on bloodmeal colour smell and alsaloes not have the
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same environmental problems ssdium chloritetreatments Decolouring was
completed with five minutes. Bloodmeal molecular weight was not significantly
reduced which indicated it couddill be possible to process it intobéoplasticand

the mechanical properties may not be redudédatrefore it was concluded that
treating bloodmeal with PAA had the most potential for producing a decoloured

protein for use in bioplastics.
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5.2 Experimental
5.2.1 Aim

The aim of this section was tovestigate the decolouring and deodorising effect
of the different readily availabl®xidising chemicalsidentified in Chapter Three
on RBCC, mRBCC and bloodmearhese were used at high concentrations to

reduce the tira required for colour and odour removal.

5.2.2 Methods and Materials

5.2.2.1 Bloodmeal, RBCC and mRBCC Treatment Trials

Three different blood products were used in this chapter, these were bloodmeal,
RBCC and mRBCC. Bloodmeal is a dried blood protein pow&8CC is a
viscous liquid produced by centrifuging whole blood and mRBCC is diluted
RBCC which has been adjusted to pH 2 and centrifuged. Their properties are

summarised inTablel17).

Table 17: Summary of blood products used to produce a decoloured protein for use in bioplastics.

Material Supplier Grade Solids (%) pH
Bloodmeal Wallace Corporation Inedible 95 -
RBCC Local meat processing factory Hygienically collected 33

mRBCC Produced by author from hygienically collected RBCC 6.6

Bloodmeal decolourisation and deodorisation was investigated by treatirg 5 g
bloodmealwith 20 gof decolouring solutionsf varying strengthsTiable18). The
contents were stirred for odeur then filtered and washed with distilled water

using a Buchner funnel and Whatman grade (11 pum cut off) filter paer.

RBCC decolourisation and deodorisation was investigated by treatingpf5 g
RBCCwith 20 gof decolouring solutions and stirririgr one hour.

mRBCC was produced by diluting 5aff RBCC with 20 g of distilled water and
loweringto pH 2 using 1 mol/L HC At this pH the protein becomes denatured
and the haem dissociates and forms a precipi&dkitions wee centrifuged at
4000 RPM for fiveminutes using a Sigma-Ib centrifuge. Supernatant was
decanted and treated with 8@f decolouring solutions. Excontents were stirred
for one hour. If a precipitate formed it was filtered and washed with distilled
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water using a Buchner funnel and Whatman grade (11 pm cut off) filter

paper.

When decolouring mRBCC with hydrogen peroxide, the existirgghod from
Chapter Fouwas usedvhere 5 gRBCC were diluted with 5@ of distilled water
adjusted to pH 2, centrifuged and the supernatack treated with 3.75 of
hydrogen peroxide (30% 30°C for three hours

All treatedsamples werdrozen thenfreeze driedovernightusing alLabconco
Freezone 2.%reeze dyerto between 8.0% moisture Improvement of smell was
analysed subjectively by the author based on previous experience with blood

products.

Table 18 Chemicals used for decolouringRBCC and bloodmeal.

Material Supplier Grade
Sodium hypochlorite (15, 10, 5 wt%) Ajax Finechem Analytical
Sodium chlorite (5 wt%) Ajax Finechem Analytical
Sodium chlorate (5 wt%) Ajax Finechem Analytical
Chlorine dioxide (2 wt%) Prepared from acidified sodium chlorite -
Hydrogen peroxide (30, 15, 5 wt%) Ajax Finechem Analytical
Peracetic acid (5 wt% peracetic acid, 7.5 Solvay Industrial
wt% Acetic acid, 25 wt% Hydrogen

peroxide)

Peracetic acid (15 wt% Peracetic acid, Degussa Industrial
17.5 wt% Acetic acid, 21 wt% Hydrogen

peroxide)

Copper sulphate (5 wt%) Allied Signal Analytical

Note: Hydrogen peroxide and sodium hypochlorite diluted to required percentage using distilled water. Sodium chlorite,

sodium chlorate and coppsulphatesolutions prepared by dissolving required amount of solids in distilled water.

The blood products used and amount of decolouring chemicals used in this

chapter are summarisedfigure24.

Blood Products

Diluted (5g RBCC, 20 t l/
mRBCC < DMMeIOERBCC20e waten) oo Bloodmeal
pH2, centrifuged

| | |

Treated With Treated With Treated With
* 20 g Sodium hypochlorite (5, 10 15%) ¢ 20 g Sodium hypochlorite (5, 10 15%) * 20 g Sodium hypochlorite (5,10 15%)
20 g Sodium chlorite (5%) ¢ 20 g Sodium chlorite (5%) * 20 g Sodium chlorite (5%)
20 g Sodium chlorate (5%) ¢ 20 g Sodium chlorate (5%) ¢ 20 g Sodium chlorate (5%)
20 g Chlorine dioxide (2%) * 20 g Chlorine dioxide (2%) * 20 g Chlorine dioxide (2%)
20 g Peracetic acid (5%) * 20 g Peracetic acid (5%) * 20 g Peracetic acid (5, 15%)
20 g Copper sulphate (5%) * 20 g Copper sulphate (5%) * 20 g Copper sulphate (5%)
3.75g Hydrogen peroxide (30%)* * 20 g Hydrogen peroxide (30%) * 20 g Hydrogen peroxide (5, 15, 30%)

Figure 24: Summary of decolouring chemicals used on RBCC, mRBCC and bloodmeal.

* Hydrogen peroxide method from Chapter Four.
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The applied concentrations and decolouring chemical to solids ratio varied
between RBCC, mRBCC and bloodmeal because of their different solids contents.
The applied concentrations and decolouring chemical to solids ratio are presented
in Table 19. Applied concentration for RBCC and mRBCC was calculated by
taking into account the moisture contents of RBCC and mRBCC. Because
bloodmeal had low moisture content, the agple®ncentration of the oxidising
chemicals applied to bloodmeal was assumed to be equal to the original
concentration. Chemical to solids rafi/w) was calculated by dividing the mass

of dry solids for bloodmeal, RBCC and mRBCC by the mass of the madisi
chemical (after correcting for dilution) applied to them.

Table 19: Applied concentration and chemical to solids ratio when different decolouring solutions are used
on bloodmeal, RBCC and mRBCC.

Bloodmeal RBCC mRBCC
Chemical Original Applied Chemical Applied Chemical Applied Chemical
Conc. Conc. to solids Conc. to solids Conc. to solids

(%) (%) ratio (w/w) (%) ratio (w/w) (%) ratio (w/w)
Hydrogen Peroxide 30 30 1.20 24.00 3.64 0.02* 0.70*

15 15 0.60

5 5 0.20 Not Applied
Peracetic acid 15 15 0.60

5 5 0.20 4.00 0.61 2.22 0.62
Sodium Hypochlorite 15 15 0.60 12.00 1.82 6.67 1.86

10 10 0.40 8.00 1.21 4.44 1.24

5 5 0.20 4.00 0.61 2.22 0.62
Sodium Chlorite 5 5 0.20 4.00 0.61 2.22 0.62
Sodium Chlorate 5 5 0.20 4.00 0.61 2.22 0.62
Chlorine Dioxide 2 2 0.08 1.60 0.24 0.89 0.25
Copper Sulphate 5 5 0.20 4.00 0.61 2.22 0.62

*Hydrogen peroxide method from Chapter Four.

The processability and mechanical properties of bioplastics produced from
proteins can benfluenced by properties such as molecular mass, crystallinity and
molecular stabilising interactions such as hydrogen bonding,-tnégsg and
hydrophobic interactions. Therefore these properties were investigated using gel

filtration chromatography, Xay diffraction and thermal gravimetric analysis.

5.2.2.2 Molecular Mass Analysis of Decoloured Powders
Reduced molecular mass can lead to a reduction in a bioplastics mechanical
properties and processability due to reduced chain entanglemd@sular mass

of freeze dried and grountteated powders were analysed using gel filtration
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chromatgraphy as previously described in Chapter Four. In addition the number
average molecular weight (MN), weight average molecular weight (MW) and
polydisperdly index (Pl) was calculated using equations 6, 7 and 8 where Ni is

equal to the number of molecules with molecular weighfd4].

00 — (6)
o e B 8

Lw (7)
00 — (8)

5.2.2.3 X-Ray Diffraction Analysis

Crystallinity can affect mechanical properties because hydrogen bonds which
stabilise the regular structure of the protein can also contribute to the bioplastics
strength. Processing can also be affected by crystallinity because additives may be
required © disrupt hydrogen bonding to allow chains teergangle during
processing. Xay diffraction was used to investigate the crystallinity of treated
powders which could also give an indication of changes in hydrogen bonding and

how different treatments calibe affecting the amino acids involved with it.

The X-ray diffraction pattermof selected decoload powders was measured using
low angle powder Xay diffraction(XRD). XRD was carried out using a Philips
X-ray diffractometer at a low angle configuratio o f 2 16e°2vhth & o
scanni ng Pmant, eperating afa cargznt of 40 mA and a voltage of 40
kV usi ngdiaGanK U

5.2.2.4 Thermogravimetric Analysis

Thermal stability was used as an indirect method to investigate changes in
stabilising nteractions such as crekisking, hydrogen bonding and hydrophobic
interactions.A reduction in thermal stability would indicate that the amount of
stabilising interactions had been reduced and could suggest that the amino acids
involved in these had beaitered. In addition thermal stability was used as a
secondary method to validate changes in molecular mass investigated using gel
chromatography. If molecular mass had been significantly reduced a significant

loss in thermal stability would be expected.
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Thermal stability of selected decoloured powders was investigated using a thermal
gravimetric analyser (SDT 2960, TA Instruments). Approximately 10 mg of
sample was used. The mass loss was recorded while the sample was heated from
room temperature to 800 at a rate of 1TC per minute. The data was normalised

at 150C to account for water loss and the percentage change in mass calculated.
The first derivative of percentage mass change versus temperature was also

calculated to investigate temperature regiwhsre mass loss was occurring.

5.2.2.5 Powder Colour Analysis

Dried samples were ground to a fine powder using mortar and pestle. The powder
colour was analysed using a Minolta Chroma Meter20Bb set in L*a*b* (CIE

1976) mode using D (6504K) illuminarbnditions as these settings represent
what is seen by the human eye the closest. The L*a*b* values were converted to

RGB and percent whiteness calculated using the equation:

0 Qi O@EXD Q¢ Q+—+— pnm (9)
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5.3 Results and Discussion

Chemicals were used at different concentrations for the different feedstocks
because the feedstocks had different moisture confEaitde(19). Bloodmeal was
treated at the highest applied concentration because of its low moisture content,
but it also the lowest decolouring chemical to solids ratio because of its high

solids conten

RBCC was treated at a slightly reduced applied concentration because it had
higher moisture content than bloodmeal. However, because RBCC had low solids
content it had a high decolouring chemical to solids ratio. mMRBCC was treated at
a significantly laver applied concentration which was caused by the 20 g of water
used to dilute the RBCC prior to pH adjustment. The chemical to solids ratio was
calculated based on previously calculated 2% solids loss after centrifugation
which most probably consisted dissociated haem and the cell membrane. The
loss in solids resulted in a slightly higher decolouring chemical to solids ratio
when compared to RBCC. For hydrogen peroxide treated mRBCC the applied
concentration is greatly reduced because 50 g of watesed for dilution and

only 3.75 g of hydrogen peroxide (30%) was used.

5.3.1 Red Blood Cell Concentrate and Modified Red
Blood Cell Concentrate Treatment Analysis

5.3.1.1 Colour and Smell of Treated RBCC and mRBCC

Treating RBCC with different chemicals prozked powders ranging from 26%
whiteness to 91% whiteness. PAA, hydrogen peroxide and sodium chlorite
treatment produced 91%, 71% and 61% white powders respectively. They also
removed offensive odours Tdde 20). Sodium hypochlorite (35%
concentration) produced 58l% white powdersHigure 26) but did not remove
odour. Sodium chlate, chlorine dioxide and copper sulphate did not alter the
original colour of RBCC significantlyHigure 25) so would not be useful for

producing a bioplastic feedsik.

The decolouring solutions were oxidising agents (excluding copper sulphate) and
would have been altering the bond configuration of the haem porphyrin. They

could also be oxidising the odour compounds. PAA, hydrogen peroxide and
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sodium chlorite were & strongest oxidising agents (reduction potentials of 1.81,
1.76 and 0.681 V respectively) used which could explain why they were the most

effective at removing colour and oddas].

Because of the high concentrations, colour removal occurred oeickly.
Sodium chlorite colour removal occurred within five minutes. In the case of PAA

and hydrogen peroxide, colour removal was almost instantaneous.

Treating RBCC with hydrogen peroxide resulted in large volumes of foam being
produced from catalase amt. However, colour was still able to be removed,
probably because catalase was overcome by the combination of high
concentration and high ratio of hydrogen peroxide to protein. A significant
increase in temperature was also observed because of exotdegoimposition

of hydrogen peroxide. When RBCC was treated with PAA foaming was reduced.
This was probably due to the acetic acid deactivating catalase. The foaming that
did occur was probably due to PAA and hydrogen peroxide spontaneously

decomposing.

Table 20: Effect of different chemicals on RBCC colour and smell.

Applied  Chemical

. Treatment . . White Smell
Rank Material Method Conc. to solllds L R G B (%) Colour Improved?
(%) ratio

1 RBCC PAA 4 0.61 95 243 242 208 91

(5%)
2 RBCC H,0, 24 3.64 77 218 184 139 71

(30%)
3 RBCC NaClO;, 4 0.61 67 188 157 123 61

(5%)

4 RBCC NaCIO 12 1.82 65 165 157 144 61
(15%)

5 RBCC NaCIO 8 121 64 161 155 138 59 -
(10%)

6 RBCC NaClo 4 0.61 58 148 138 132 55 -
(5%)

7 RBCC CIO, 16 0.24 35 126 63 62 33
(2%)

8 RBCC CuSO0, 4 0.61 33 8 76 67 30
(5%)

10 RBCC NaClO; 4 0.61 27 86 56 54 26
(5%)

Figure 25: Freeze dried RBCC. Figure 26: Sodium hypochlorite (15%) treated RBCC.
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Sodium chlorite, hydrogen peroxide and PAA treatment were also the most
effective when treating mRBCC. Hydrogen peroxidggqre 27), PAA and
sodium chlorite Figure 28) treatment produced 55, 87 and 93% white powders
respectively and also removed odotialfle 21). Sodium hypochlorite, sodium
chlorate, chlorine dioxide and copper sulphate did not effectively remove colour
or odour, therefore they were nstitable for producing a bioplastic feedstock

which is the same result obtained when treating RBCC with these chemicals.

Table 21: Effect of different chemicals on modified RBCC colour and smell.

Applied  Chemical

. Treatment - White Smell
Rank Material Conc. to solids L* R G B Colour
Method (%) ratio (%) Improved?
1 mRBCC Néco/l?z 2.22 0.62 95 246 240 225 93 Yes
0
2 mRBCC PAA 2.22 0.62 91 239 229 199 87 Yes
(5%)
3 mRBCC H20, 0.02 0.70 64 180 147 92 55 Yes
(30%)
4 mRBCC NaCIO 4.44 1.24 49 125 115 100 44
(10%)
5 mRBCC NaClo 2.22 0.62 47 121 110 102 44
(5%)
6 mRBCC NaClO 6.67 1.86 47 129 107 94 43
(15%)
7 mRBCC CuSO, 2.22 0.62 29 82 65 52 26
(5%)
8 MRBCC  Untreated - - 28 79 62 54 25
9 mRBCC CIO, 0.89 0.25 27 79 60 51 25
(2%)
10 mRBCC NaClO, 2.22 0.62 23 69 51 46 22

(5%)

*Hydrogen peroxide method from Chapter Four.

Figure 27: Hydrogen peroxide treated mRBCC. Figure 28: Sodium chlorite treated mRBCC.

The percent whiteness of powders for all treatments except sodium chlorite was
reduced when comparing mMRBCC to RBCC. This was likely caused by the
decolourant being diluted by the additional 20 g of water in mRBCC. However
excellent decolourisationwas still achieved with much lower chemical
concentrations. This was because at pH 2 the haem group dissociated from the

globin and formed a precipitate which could be removed, reducing the amount of
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haem that needed to be degraded. This also made haemasuessible to the

chemicals so a lower concentration could still be effective at removing the colour.

Sodium chlorite has been shown to be more effective at acidic pH due to the
formation of highly reactive side products such as the chlorite ion andoasl

acid[135]. mRBCC was at pH 2 whereas RBCC was at pH 7. This could explain
why sodium chlorite was more effective on mRBCC than RBCC even though its

concentration was lower.

When mRBCC was treated with hydrogen peroxide the dramatic decrease in
colou removed was because of the 50 g diluting water and reduced amount of
hydrogen peroxide used. This method produced less foam because catalase action
was reduced at pH 2. There was also less temperature increase because of the
reduced concentrations. Hovethis method took three hours to achieve colour

removal.

5.3.1.2 Molecular Mass of Treated RBCC and mRBCC

Although treating RBCC with sodium chlorite, hydrogen peroxide and PAA had
the best colour and odour removal they also produced low molecular mass
peptides Figure29 andFigure30).
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Figure 29: Elution profile for RBCC treated with sodium chlorite, sodium chlorate and chlorine dioxide.
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Figure 30: Elution profile for RBCC treated with peracetic acid (5%), hydrogen peroxide (30%) and copper
sulphate.

Sodium chlorite cancause peptide cleavage and disulphide elioksg by
reacting with highly reactive amino acids such as tryptophan and methionine. Gel
chromatography showed sodium chlorite treatment produced low molecular
weight peptides because peaks at 6.5 and bel@® RDa were identified in
addition to the original peak at 65 kDa. However, a peak was also observed at 669
kDa which suggests that high molecular weight aggregates were also formed. This
indicated that some of the protein remained at its original moleadght but a

large majority was also broken into smaller peptides and some large aggregates
were formed FFigure 29). This resulted in the number average moleculeigiat

being increased from 87 kDa for untreated RBCC to 143 kDa for sodium chlorite
treated RBCC. In addition 39% of sodium chlorite treated RBCC was below 30
kDa whereas only 9% of untreated RBCC is below this valablé22).

PAA and hydrogen peroxide had the most severe effect on RBCC molecular
weight. This was expected as they have a higher oxidation potential than sodium
chlorite. No peaks were identified footh at approximately 65 kDa. Instead two
new peaks were formed at approximately 6.5 and below 1.13 kigaré 30),
indicating that they could have oxidised the piotbackbone and produced small

polypeptide chains. If the protein was being cut at random locations then several
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random peaks would be expected. This was not observed which suggests that the
protein was being cleaved at specific sites, however thesensem@etermined.
Hydrogen peroxide and PAA treatment of RBCC reduced the number average
molecular weight to 19 and 13 kDa respectively. 92% of hydrogen peroxide
treated RBCC was below 30 kDa whereas 96% of PAA treated RBCC was below
this value. This would rgatly reduce their ability to be processed into a bioplastic

or if processable the bioplastic would have greatly reduced mechanical properties

due to poor entanglement.

Table 22: Number average molecular weight, weight average matelar weight, polydispersity index and
molecular mass distribution of decoloured RBCC powders.

Molecular Mass Distribution (kDa)

MN MW Pl 1490-560 560-215 215-80 80-30 30-11 11-4 4-1.6 1.6-0.6
(kDa) (kDa)
RBCC 87 264 3.0 0.02 0.05 011 073 006 001 001 001
NaClO, 143 441 31 0.07 0.14 018 022 011 009 013 006
(5%)
NaClO; 171 373 22 0.05 0.21 028 036 003 004 002 001
(5%)
clo, 98 264 27 0.02 0.06 018 065 005 002 001 001
(2%)
H,0, 19 372 1958 0.01 0.01 002 004 012 048 024 008
(30%)
PAA 13 288 216 0.01 0.01 002 002 006 040 033 0.15
(5%)
cuso4 65 198 131 0.01 0.02 012 060 010 008 005 002

(5%)

Sodium chlorite treated mMRBCigure 31) showed one difference to sodium
chlorite treated RBCCHgure 29). This was that no high moleculareight
aggregates were detected for mMRBCC treated with sodium chlorite. The acidic pH
of MRBCC could be causing a greater amount of sodium chlorite to be converted
to chlorite ions and chlorous acid which may lead to less disulphide-lotkss
forming. A gnall amount of these cro$isks could be forming but would be
removed and not detected due to sodium sulphite in the dissolving buffer. Sodium
chlorite treated MRBCC had a number average molecular weight of 44 kDa and
55% was below 30 kDa.
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The elution pofile for PAA treated mRBCCHigure 32) was similar to that for
RBCC treated with PAA. Both showed that molecular mass was reduced
significantly. PAA treated mRBCC Haa number average molecular mass of 21
kDa and 91% was below 30 kDahese values were slightly better than PAA
treated RBCC. It appears that the diluting effect of the additional 20 g water
(Table 19) in mRBCC slightly reduces the reduction in molecular mass but not

enough to prevent excessive damage to the protein.

Hydrogen peroxide treatment of mRBCC did not reduce the molecular mass
significantly as shown ifrigure32. It had a number average molecular weight of

90 kDa. 22% was below 30 kDA compared to 9% for untreated RBCC which
indicated some smaller molecular mass peptide® fa@med. However 28% of
hydrogen peroxide treated mMRBCC was above 80 kDa compared to 18% for
untreated RBCC indicating that some higher molecular weight aggregates were
also formed which is responsible for the slightly higher number average molecular
weight. Treating mRBCC with hydrogen peroxide had a significantly lower
applied concentration and decolouring chemical to solids ratio than that used for
RBCC because more water was used for dilution and less hydrogen peroxide was
added. This was probably wimyolecular mass was not significantly reduced and
percent whiteness was not as high as when RBCC was treated with hydrogen
peroxide.

Literature has shown that sodium hypochlorite can cause high amounts of
disulphide cros$inks to form because it is highlseactive with cysteingl12].
Sodium hypochlorite treated RBCC and mRBCC could not be dissolved for
analysis. This result suggested that sodium hypochlorite treatment caused high
amounts of disulphide cro$ismks to form reducing its solubility. However
because of the poor colour and odour removal by sodium hypochlorite it was

decided not to investigate further.
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Figure 31: Elution profile for modified RBCC treated with sodium chlorite, sodium chlorate and chlorine
dioxide.
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Figure 32 Elution profile for modified RBCC treated with peracetic acid (5%), hydrogen peroxide (30%)
and copper sulphate.
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Table 23: Number average molecular weight, weight average molecular weight, poligpersity index and
molecular mass distribution of decoloured mRBCC powders.

Molecular Mass Distribution (kDa)

MN MW Pl 1490-560 560-215 215-80 80-30 30-11 11-4 4-1.6 1.6-0.6
(kDa) (kDa)

mRBCC 94 316 3.3 0.03 0.05 0.15 0.64 0.10 0.01 0.02 0.00
NaClO, 44 212 4.9 0.01 0.02 0.09 0.33 0.21 0.12 0.16 0.06
(5%)

NaClO3 134 373 2.8 0.05 0.13 0.27 0.37 0.06 0.05 0.05 0.02
(5%)

ClO; 86 204 2.4 0.01 0.05 0.16 0.69 0.04 0.04 0.01 0.00
(@%)

H,0, 90 266 3.0 0.02 0.07 0.19 0.50 0.09 0.04 0.06 0.03
(30%)

PAA 21 489 23.4 0.02 0.01 0.01 0.05 0.08 0.29 0.35 0.19
(5%)

CuSoO4 72 180 2.5 0.01 0.03 0.14 0.64 0.06 0.08 0.03 0.01

(5%)

Molecular mass analysis revealed that molecular mass was significantly reduced
for sodium chlorite, hydrogen peroxide and PAmeated RBCC and sodium
chlorite and PAA treated mRBCC. This indicated that these powders would most

probably not be suitable for use in a bioplastic.

5.3.1.3 Thermal Stability of Treated RBCC and mRBCC

The thermal stability of both hydrogen peroxide am@ARreated RBCC was
reduced significantlyRigure33). Hydrogen peroxide and PAA treatment resulted

in complete loss of thermal stability as shown ity rapid mass loss as
temperature was increased. This was probably due to the combination of severe
reduction in molecular mass as previously shown and reduction in other

stabilising interactions which are investigated later.

Sodium chlorite treated RBC@nd mRBCC Figure 33 and Figure 34) also
showed reduced thermal stabilitytially as would be expected due to its reduced
molecular mass. However at approximately €5Qheir rate of mass loss was
reduced. This is the region where large molecules become degraded. This
suggested crodmk formation occurred when RBCC and mRBC@re treated

with sodium chlorite. Sodium chlorite treated RBCC appears to be more thermally
stable above 33C than sodium chlorite treated mMRBCC, which suggested a
greater amount of disulphide cregsking occurred for sodium chlorite treated
RBCC. Theras strong evidence which supports this because high molecular mass
aggregates were detected in elution profiles for sodium chlorite treated RBCC but

not for sodium chlorite treated mRBCC. For sodium chlorite treated mRBCC the
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crosslinked aggregates mayoh have been detected with gel chromatography
because there were less than sodium chlorite treated RBCC and they could have

been removed by the sodium sulphite in the dissolving buffer.

When the haem group is removed from the protein by producing mo&RB&L
(diluting RBCC and lowering to pH 2) thermal stability was also reduced slightly
(Figure 34). This was because the haem group stabilises the haemoglobin
molecule by filling the hydrophobic core.

Thermal degradation of untreated RBCC, untreated mRBCC and hydrogen
peroxide treated mRBC occurred in three stages. These were 0 t6Q,5280 to
400°C and above 400°C. The first stage was attributed to the loss of bound water
and the second stage to the breaking €8, 33N and QO linkages. Above
400°C thermal decomposition was oatuy through peptide bond reductifr].

Thermal degradation of RBCC treated with sodium chlorite, hydrogen peroxide
and PAA occurred in four stages. This was also the same for mRBCC treated with
sodium chlorite and PAA. In addition to the three stagestifiled previously for
materials such as untreated RBCC, another region was identified from 150°C to
230°C. This region can be attributed to low molecular weight compounds or
oligomers [7, 136] Gel chromatography identified small molecular weight
peptidesin these materials and their degradation could be responsible for mass

loss in this region.

Table 24: Percentage mass loss at050°C, 150-230°C and 2306400°C for decoloured RBCC powders.

Region RBCC H,0O, treated RBCC NaClO, treated RBCC PAA treated RBCC
0-150°C 13 7 11 15
150-230°C - 12 9 14
230-400°C 38 33 24 29

400°C Thermal Decomposition

Table 25; Percentage mass loss atT60°C, 150-230°C and 230400°C for decoloured mRBCC powders.

Region mRBCC H,0, treated mRBCC NaClO, treated mMRBCC PAA treated mRBCC
0-150°C 12 11 9 10
150-230°C - - 15 11
230-400°C 41 38 24 35

400°C Thermal Decomposition
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5.3.1.4 XRD Patterning of Treated RBCC and mRBCC

XRD plots of RBCC showed two peaks 2=9 . 5 a n,dvhich éorreésiiond

to inter-helix packing and the alpha helix backbdi@7]. When RBCC was
treated with hydrogen peroxide and sodium chlorite these peaks were reduced or
disappeared completel¥igure 35), indicating loss of regular structur€his was
probably caused byydrogen peroxideeacting with highly susceptible amino
acids such agryptophan, proline and histidine which help stabilise protein
structure[125, 126, 129] Exactly whatamino acids were modified could be

investigated with amino acid analysis.

Chromatography analysis showed that hydrogen peroxide treatment of RBCC
produced smaller peptides than sodium chlorite treatment. Whereas XRD analysis
showed that hydrogen peroxitteatedRBCC retained more regular structure than
sodium chlorite treated RBCC. Therefore it was suggested that hydrogen peroxide
and sodium chlorite acted at different locations on the protein. Hydrogen peroxide
reacted preferentially with the protebrack bone reducing chain size and then
reduced regular structure of the protein, whereas sodium chlorite preferentially
acted on the side chains reducing the regular structure of the protein then reacted
with the protein backbone.

XRD analysis of mRBCC tated with sodium chlorite and hydrogen peroxide
showed that regular structure was not significantly affecigdufe 36). The
method used for treating mMRBCC with hydem peroxide was much weaker than
that used for RBCC which can explain wihye regular structure of the protein and
molecular weight was maintained when treating mRBCC but not RBCC with
hydrogen peroxide. Regular structure was not reduced as significahép
MmRBCC was treated with sodium chlorite as when RBCC was treated with
sodium chlorite. Haem was more accessible for mRBCC and whiteness was also
higher. Therefore in this case the sodium chlorite may have preferentially reacted

with haem instead of stcture stabilising amino acids.
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80



5.3.1.5 Suitability of Decoloured RBCC and mRBCC for Bioplastics

Treating RBCC and mRBCC with hydrogen peroxide, sodium chlorite and PAA
had the best colour and odour removal. However sodium chlorite, hydrogen
peroxide and PAA (except for mRBCC treated with hydrogen peroxide) treatment
reduced themolecular weight of the protein. As a result any material produced
would be likely to have poor mechanical properties. In addition to this there is a
high possibility that chlorinated organic compounds were also formed when using
sodium chlorite. All of tese methods also dealt with materials with high moisture
contents. This meant that high volumes of solutions had to be handled in order to
produce small amounts of decoloured powders.

Treating mMRBCC with hydrogen peroxide produced a decoloured and deadoris
powder without significantly reducing molecular weight, molecular interactions or
thermal stability. Therefore this material could be potentially processed into a
bioplastic. However this method required long processing times, multiple
processing stepand large volumes of water which would lead to high production
costs as previously discussed in Chapter Four.

These results showed that treating RBCC and mRBCC with different chemicals
prior to drying may not be an appropriate method for producing a biapla
feedstock. Although the colour and odour could be removed using hydrogen
peroxide, sodium chlorite and PAA treatment they also had undesired affects such
as reduced molecular weight. This means that their ability to be processed into a
bioplastic woull be reduced. Even if the decoloured protein could be processed
into a material its mechanical properties would most likely be significantly

reduced.
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5.3.2 Bloodmeal Treatment Analysis

5.3.2.1 Colour and Smell of Treated Bloodmeal

Treating bloodmeal witlifferent chemicals produced powders ranging from 18
76% in whiteness. Hydrogen peroxide, sodium chlorite RAé improved colour

and removed odour, whereas sodium hypochlorite, sodium chlorate, chlorine

dioxide and coppesulphatedid not(Table26).

Table 26: Effect of different chemicals on bloodmeal colour and smell.

Applied  Chemical .
Rank Material Treatment Conc. to solids L* R G B White Colour Smell

0, ifi ?
Method %) ratio (%) Modified?
1 BM PAA 15 0.6 84 227 208 144 76 Yes
(15%)
2 BM PAA 5 0.2 77 215 187 111 67 Yes
(5%)
3 BM H20, 30 1.20 67 187 154 109 59 Yes
(30%)
4 BM H20, 15 0.60 66 183 153 102 57
(15%)
5 BM H20; 5 0.20 52 149 119 79 45
(5%)
6 BM NaClO, 5 0.20 35 103 77 56 31
(5%)
7 BM Untreated - - 20 61 45 42 19
8 BM NaClo 5 0.20 20 64 43 39 19
(5%)
9 BM NaClO 10 0.40 20 57 46 40 19
(10%)
10 BM NaClOs 5 0.20 19 65 39 38 19
(5%)
11 BM NaClO 15 0.6 19 51 45 42 18
(15%)
12 BM Distilled - - 18 60 39 38 18
Water
13 BM CIO; 2 0.08 18 60 39 38 18
(2%)
14 BM CuSO, 5 0.20 19 51 45 40 18

(5%)

Hydrogen peroxide ¢30%) treated bloodmeal produced-3%% white powders.
Odour wasonly able to be removed when hydrogen peroxide concentration was
30%. Sodium chlorite treatment produced a 31% white powder and also removed
the odour.5% PAA produced a 67% white powder and 15% PAA produced a
76% white powder due to its higher concemntrat PAA may be more effective on
colour than sodium chlorite and hydrogen peroxide because it also contained
hydrogen peroxide and because of its low pH which has been shown to prevent
catalase actiorf119]. Both PAA treatment concentrations were effeztiat
removing the bloodmeal odour. Sodium chlorite took up to 30 minutes for a
noticeable colour change whereas hydrogen peroxide and PAA colour removal
occurred instantaneous and was completed within 5 minutes. These results
showed a similar trend to th@®btained when treating RBCC and mRBCC with

these chemicals.
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5.3.2.2 Molecular Mass of Treated Bloodmeal

Gel chromatography elution profiles for all treatment methods (except sodium
chlorite) showed a main peak at approximately 65 kiBigufe 37, Figure 38),
indicating that the molecular mass had not been significantly redudedn @t to
dissolve sodium chlorite treated bloodmeal were unsuccessful which could

indicate crosdinking was occurring.

Sodium hypochlorite treated bloodmeal was able to be dissolved whereas sodium
hypochlorite treated RBCC and mRBCC was not. This mag lhaen due to the
highly aggregated bloodmeal reducing the accessibility of reactive sites for
sodium hypochlorite. RBCC would not be as aggregated and mRBCC would have
been denatured at the low pH. This means accessibility to reactive amino acids
would have been easier resulting in higher amounts of elinksformation and

poor solubility.
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Figure 37: Elution profile for BM treated with sodium hypochlorite, sodium chlorate and chlorine dioxide.
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Figure 38: Elution profile for BM treated with peracetic acid, hydrogen peroxide and copper sulphate.

Previous studies suggested that treating proteins with oxidising agents could result
in chain fragmentation. This was seen when treating RBCC and mRBCC with the
decolouring agents. However, this did not occur when treating bloodmeal with the
decolouring agents. 23% of untreated bloodmeal was below 30 Tkikde7).
Treating bloodmeal with hydrogen peroxide (15%) increased the amount of
peptides below 30 kDa to 35%. This was the only method which significantly
increased the amount of peptides below 30 kDa. The lack of chain fragmentation
could be due to the bloodmeal beingHhligaggregated which will reduce the

ability of the decolouring chemicals to access the amino acid back bone.

Previous studies also suggested that treating proteins with oxidising agents could
result in aggregation due to disulphide crbisking. All treatment methods
appeared to produce larger molecular weight aggregates. 39% of protein in
untreated bloodmeal was larger than 80 kDa and most treatment methods
increased this to between -80%. 48% of the protein of sodium hypochlorite
(5%) treated bloodmeahad a molecular weight greater than 80 kDa. This
increased to 55% when the treatment strength was increased to 15% and was most
likely caused by the higher concentration. 57% of the protein in bloodmeal treated
with chlorine dioxide (2%) was greater thad kDa and this was the highest of all

the treatment methods.
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Table 27: Number average molecular weight, weight average molecular weight, polydispersity index and
molecular mass distribution of decoloured bloodmeal powders.

Molecular Mass Distribution (kDa)

MN MW

PI 1490-560  560-215  215-80  80-30 30-11 11-4 416 1606
(kDa)  (kDa)

Bloodmeal 139 455 33 0.07 0.11 0.21 0.38 0.09 0.06 0.05 0.03

NaClO 199 495 25 0.12 0.16 0.20 0.31 0.07 0.06 0.05 0.03

(5%)

NaClO 226 556 25 0.14 0.18 0.23 0.34 0.04 0.04 0.02 0.01

(15%)

NaClOs 218 544 25 0.13 0.18 0.23 0.36 0.04 0.03 0.02 0.01

(5%)

clo, 228 556 2.4 0.15 0.18 0.24 0.34 0.03 0.03 0.02 0.01

(2%)

H.0, 148 497 34 0.08 0.13 0.17 0.27 0.11 0.11 0.08 0.05

(15%)

H,0, 172 496 2.9 0.09 0.16 0.21 0.31 0.09 0.06 0.05 0.03

(30%)

PAA 214 555 26 0.13 0.19 0.19 0.26 0.06 0.07 0.06 0.04

(5%)

PAA 162 477 2.9 0.08 0.15 0.19 0.31 0.09 0.06 0.08 0.04

(15%)

cuso4 172 481 28 0.09 0.16 0.21 0.33 0.08 0.07 0.04 0.02

(5%)

5.3.2.3 Thermal Stability of Treated Bloodmeal

Treating bloodmeal with sodium chlorite, hydrogen peroxide and PAA caused a
decrease in thermal stabilityFigure 39). Thermal stabilitycan be reduced by
reductions in stabilising interactions or molecular mass. Molecular mass analysis
(Figure 38) showed that molecular mass was not significantly redufor
decoloured bloodmeal powders. Whereas XRD patterriinguie 40) showed
reduced peak intensities for peaks associated with alpha helices. This was seen for
all treatment methods and was most significant for PAA treatment. In literature
PAA has been shown to be highly reactive with the amino acid histidine, the main
amino acid which stabilises alpha helices. Due to histidines ring structure it is
probably easilyoxidised by sodium chlorite and hydrogen peroxide as well. This
could explain the reduction in those peak intensities when bloodmeal was treated
with the decolouring chemicald07]. This showed that reduction in thermal
stability of treated bloodmeal poers was most likely caused by reduction of the
molecular interactions that stabilise the regular structures and not by reduction in
molecular mass. However other stabilising interactions such as disulphide cross
linking and hydrophobic interactions weretnavestigated and could also be
reduced by the decolouring treatment and cause reduction in thermal stability.

These can also influence processing requirements and should be investigated later.
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Thermal stability was most significantly reduced for PAAatneent which also
showed the greatest reduction in structure. In literature PAA has been shown to
reduce disulphide crodsks which could also be a contributing fac{@B8]. The

low pH of PAA can cause the haem to dissociate from the globin whichealds |

to reduced thermal stability as has previously been shéugurg 34). These
additional factors could also be contributing to the reduction in thermal stability
caused by PAA treatment and are investigated further in Chapter Six. PAA
contains acetic acid whiaan cause swelling of proteifis39]. This may increase
decolouring effectiveness because of improved access to the haem porphyrin. This
may also help remove odour compounds trapped between chains because it gives
access to them where as hydrogen peroaitt sodium chlorite could not reach
them. However this could also improve access to stabilising amino acids which
could explain why PAA had a significant effect on structure whereas hydrogen
peroxide and sodium chlorite did not.

Sodium chlorite treated ®abdmeal initially showed a similar degradation profile

to untreated bloodmeal and hydrogen peroxide treated bloodmeal. However at
35C°C its rate of mass loss decreased. This was also seen for RBCC and mRBCC
treated with sodium chlorite. This temperatuamge is usually associated with
cross link degradatiofv]. This confirmed that sodium chlorite treatment resulted

in the formation of some disulphide crdss.
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Figure 39: Thermal stability of hydrogen peroxide, sodium chlorite and peracetic acid treated bloodmeal.

86



Table 28 Percentage mass loss at050°C and 230400°C for decoloured bloodmeal powders.

Region Bloodmeal H>0; (5%) H20; (30%) NaClO; (5%) PAA (5%)
treated treated treated treated
Bloodmeal Bloodmeal Bloodmeal Bloodmeal
0-150°C 4 11 11 9 5
230-400°C 40 38 36 37 38
400°C Thermal Decomposition

It was interesting that sodium chlorite treated RBCC and mRBCC was still
soluble whereas sodium chlorite treated bloodmeal was not. All tiasimilar
thermal stability profiles which indicated the presence of einoks. This
suggested RBCC and mRBCC were soluble probably due to its decreased
molecular mass. The other decolouring treatments had little effect on bloodmeal
molecular weight.tlis possible that sodium chlorite also did not reduce molecular
weight but may have formed larger aggregates as shown by TGA, which would

further reduce the solubility of bloodmeal after being treated with sodium chlorite.

5.3.2.4 XRD Patterning of Treated Bloodmeal

XRD analysis showed a slight reduction in tlegular structure of hydrogen
peroxide and sodium chlorite treated bloodmeal. PAA treatment appeared to have
a more significant effect on structure than hydrogen peroxide and sodium chlorite
(Figure40). This was probably because PAA is a stronger oxidant than hydrogen
peroxide and sodium chlorite. Another factor could be that bloodmeal is highly
aggregated whichcould have prevented the sodium chlorite and hydrogen
peroxide from reaching the amino acids responsible for stabilising structure,
whereas PAA contains acetic acid which can cause swelling which will have

increased access to the stabilising amino acids.

PAA is a strong oxidising agent capable of peptide cleavage as well as side chain
modification. Chromatography results showed that molecular mass was not
significantly reduced, whereas XRD analysis indicated a reduction in structure.

This suggested that PAwas acting on the side groups of the protein, causing it to

lose its structure but was not cleaving the protein into smaller chains.
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Figure 40: XRD plots of hydrogen peroxide, sodium chlorite and peracetic acid treated bloodmeal.

88



5.3.2.5 Suitability of Decoloured Bloodmeal for Bioplastics

Treating bloodmeal with sodium chlorite, hydrogen peroxide and PAA did not
cau® as severe reductions in molecular mass, interactions or thermal stability
when compared to RBCC and mRBCIhis could bedue toRBCC and mRBCC
notbeing as crosbinked or aggregateds the dried bloodmeal makitigemmore
accessible tthe decolouringhemicals. Alssvhen mRBCC waoweredto pH 2

the proteinamay be slightly unwoundexposingmore amino acidsmaking them

more susceptibleo modification or damage

Treating bloodmeal with sodium chlorite, hydrogen peroxide and PAA could
potentially beused to produce a bioplastic feedstock. These methods were quick,

simple and removed the colour and smell from bloodmeal.

In a previous study gas chromatography of decoloured bloodmeal powders
showed that for hydrogen peroxide treated bloodmeal the odwopaunds 4
octen3-ol, phenol 4methyl phenol, indole and methyl indole were no longer
present, which suggests they were oxidised. However when prepared into a pre
extrusion mixture, 4 methyl phenol, indole, methyl indole returned. It was
suggested that sme of the compounds were oxidised and some were trapped

between chains and became free when plasticisers were [A8fled

The study also showed increased quantities of amino acid oxidation products such
as hexanal, heptanone and heptanal for sodium ehlogiited bloodmeal. It also
revealed the presence of esters. Ester formation can be initiated by formation of
alkyl chlorides which may indicate chlorination is occurring during sodium
chlorite treatment. When pextrusion mixtures were produced usinglism

chlorite treated bloodmeal the smell returned agaims could be similar to
hydrogen peroxide treated bloodmeal when some of the compounds were oxidised
and some were trapped between chains and became free when plasticisers were
added[18]. The stug also analysed PAA treated bloodmeal and found that it
removed 1octen3-ol, phenol, 4methyl phenol, indole and methyl indole. PAA
treatment was the most effective method at oxidising putrefaction compounds as
shown by gas chromatography. In addition thé o o d me a | s mel | di di
when preextrusion mixtures were produced, although a vinegar smell was

observednost probably due to acetic acid or acetylation of the prfi&inp
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PAA may have been more effective at oxidising the odour compounds trapped
between the chains because it causes swelling of proteins and can act as a
plasticiser. This would have provided better access to the odour compounds
trapped within the chains allowing them to be oxidised more efficiertbyufe

47).

. Haem Porphyrin
Aggregated Bloodmeal Protein Chains
‘Dccolouring Chemical Aggregated Bloodmeal Protein Chains

— No Access

<> Access

‘ Acetic Acid

Figure 41: Acetic acid increasing access of colour and odour removing chemical to haem and odour
compounds (left). Reduced access to haem and odour compound® to aggregation (right).

5.3.3 Ranking Methods Based on Powder Properties

The methods were ranked by combining the results for colour removal, smell
modification simplicity, speed and environmental friendliness of process
effects onprotein molecular weight(Table 29). Although XRD patterning and
thermal stability was also investigated for some treatment methods as an
indication of possible molecular sractions, these were not included in the
ranking system because molecular interactions can potentially be reduced or
increased during processing with the use of additives as discussed later in Chapter
Seven.Points were assigned to each component andnitodswere ranked

based on the highest total score. The points were assigned as follows:

1 Colour: Max 100

o Points assigned were equal to percentage whiteness.

0 E.g. untreatethloodmeals 19 % white and is assigned 19 points.
1 Smell: Max 100

o If the smell wasmproved100 points.

o If the smell was not improved points.
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Simplicity of process: Max 100
o If the process was simple i.e. low volumes of feedstocks being
handled and few processing st} points.
o If the process required handling high volumes of $¢ecks and
many processing steps (diluting, pH adjustment, centrifuging etc.)
0 points.
Speed: Max 100
o If colour and odour removal occurred within 5 mindt€ points.
0 If colour and odour removal took longer than 5 mint@gmints.
Environmental Friendhiess: Max 100
o If there were no environmental concef®0 points
o If there were environmental concetdgoints
Molecular Weight: Max 100
o If the molecular mass was not significantly reduced based on gel
elution profiles and number average molecular welditt points.
o If the molecular mass was significantly reduced based on gel
elution profiles and number average molecular we@gpoints.
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Table 29: RBCC and bloodmeal treatment methods ranked based on colour, smell and molecular wiig

S5 =
x S 205

§ = L=
1 BM PAA (15%)
2 BM PAA (5%)
3 BM H,0, (30%)
4 BM H,0, (15%)
5 BM H,0; (5%)
6 RBCC PAA (5%)
7 mRBCC PAA (5%)
8 RBCC H,0, (30%)
9 mRBCC H,0; (30%)
10 BM Untreated
11 BM Distilled Water
12 BM NaClO, (5%)
13 RBCC Untreated
14 mRBCC Untreated
15 BM ClO, (2%)
16 BM CuS0, (5%)
17 mRBCC NaClO, (5%)
18 RBCC NaClO, (5%)
19 RBCC ClO, (2%)
20 RBCC CuS0, (5%)
21 mRBCC CuSO, (5%)
22 RBCC NaClO; (5%)
23 mRBCC ClO, (2%)
24 mRBCC NaClO; (5%)
25 BM NaClO (5%)
26 BM NaClO (10%)
27 BM NaClO, (5%)
28 BM NaClO (15%)
29 RBCC NaClO (15%)
30 RBCC NaClO (10%)
31 RBCC NaClO (5%)
32 mRBCC NaClO (10%)
33 mRBCC NaClO (5%)
34 mRBCC NaClO (15%)

Smell

Improved

?

- 2 T o
8¢ 4#& EE &8 g g2@  Fé8
2] =
76 100 100 100 100 100 576
67 100 100 100 100 100 567
59 100 100 100 100 100 559
57 0 100 100 100 100 457
45 0 100 100 100 100 445
91 100 0 100 100 0 391
87 100 0 100 100 0 387
71 100 0 100 100 0 371
55 100 0 0 100 100 355
19 0 100 0 100 100 319
18 0 100 0 100 100 318
31 100 100 0 0 N/A 231
29 0 0 0 100 100 229
25 0 0 0 100 100 225
18 0 100 0 0 100 218
18 0 100 0 0 100 218
93 100 0 0 0 0 193
61 100 0 0 0 0 161
33 0 0 0 0 100 133
30 0 0 0 0 100 130
26 0 0 0 0 100 126
26 0 0 0 0 100 126
25 0 0 0 0 100 125
22 0 0 0 0 100 122
19 0 100 0 0 N/A 119
19 0 100 0 0 N/A 119
19 0 100 0 0 N/A 119
18 0 100 0 0 N/A 118
61 0 0 0 0 N/A 61
59 0 0 0 0 N/A 59
55 0 0 0 0 N/A 55
44 0 0 0 0 N/A 44
44 0 0 0 0 N/A 44
43 0 0 0 0 N/A 43
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Although sodium chloritetreatment ofmRBCC producedh 93% white powder

this methodwas not able to be used because the moleoutsght of the protein

had been greatly redied Eigure 31). Sodium chlorite was also effective for
treating bloodmeal. However the powder could not be dissolved using sodium
sulphite SDS, suggesting crelgsks had increased as a result of treatméidgo

when processed into a pegtrusion mixture the odour returned, this is discussed
further in Chapter Eight. Using sodium chlordéso ha environmental issues
because theravas the potential for chlorinated organic compounds to be

produced.

Many of the RBCG mRBCC andbloodmeal decolourisation methods had
disadvantages associated with thehiydrogen peroxiddreatment of mRBCC
required large volumes of water and long processing tim@sdium chlorite
treatment of mMRBCC reduced thgroteirs molecular weight and also hal
potential to produce chlorinatgablymer chains. Treating RBCC and mRBCC
with PAA resulted in the formation of small molecular weight peptiddss
meart these methodaere not applicable in the bioplastic process because of their
high costs, reduction in protein molecular weight or formation of harioyul
products.

PAA treatment of bloodmeal was found to have the most potential for use in
producing bioplastics because it removed the colour and smell from bloodmeal
quickly without sigificantly reducing its molecular weigh€Compared to other
methods described in literature (organic solvents, enzymesPté )treatment

was much faster with decolourisation occurring withminutesand was more
environmentally friendly. Another advantagé this processwas that it was
relatively simple. Studies which investigated using PAA in wastewater and
sanitising applications did not identify any harmful disinfectiorpbyducts and

also found that PAA decomposes into water and acetid ht8] 120Q.

When PAA treated bloodmeal was processed into aextreision mixture the
odour did not return whereas for sodium chlorite and hydrogen peroxide treated
bloodmeal it did. However a vinegar odour was observed for PAA treated
bloodmeal because of the ficeacid. Structure and thermal stability were reduced
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by PAA treatment and this should be further investigated with relation to its

ability to be processed.

Although 15% PAA treatment was ranked first it was not considered for use in
bioplastic feedstockroduction. This was because it would be too expensive and
dangerous to use such as high concentration of PAA. There was also very little
improvement in colour when compared to 5% PAA treatment. Theret6fé 1
PAA treatment was chosen to be investigatethér.

PAA treatment requires cooling for the reaction vessel becausavaeatoduced
during the decolourisation treatment. The heas caused byAA reacting with

the bloodmeal as well aBAA decomposition. The amount of heat generated
increasd as the amount of bloodmeal being tredatenteasd. Temperatures up to
100°C were reached, but could be controlled with water omitkout affecting

the rate of colour removalarge batchesvould require sufficient cooling and
stirring to maintain the temperature at safe working limits and also to protect the
protein from thermal hydrolysi©n a large scaledat removed by cooling water
could be cycled around the processing plant for use in etfess.

The reaction vessel must also be vented to allow the release of gases given off
during the decolourisation treatment. The main gases produced are oxygen and
carbon dioxide. These must be vented to prevent over pressurisation of the

reaction vessel.
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5.4 Conclusion

Sodium hypochlorite, sodium chlorate, chlorine dioxide and copper sulphate did
not remove colour and odour from RBCC, mRBCC or bloodmeal. Whereas
sodium chlorite, hydrogen peroxide and PAA removed the colour and smell from
RBCC, mRBCC antloodmeal.

Treating RBCC and mRBCC with sodium chlorite, hydrogen peroxide and PAA
was not suitable for bioplastic production because they reduced molecular weight
and had potential to form harmful 4pyoducts. Treating mRBCC with hydrogen
peroxide did nbreduce molecular weight but required long processing times and

large volumes of water which would not be desirable for a large scale process.

Treating bloodmeal with sodium chlorite, hydrogen peroxide and PAA produced
decoloured and deodorised powderstheit decreased molecular weights.
Treating bloodmeal with hydrogen peroxide (30%), PAA (5%) and sodium
chlorite (5%) produced 59, 67 and 31% white powders respectively and also
removed the odour. Gas chromatography done in a separate study showed PAA
removed the most odour causing compoupti8]. It also found that when pre
extrusion mixtures were produced some of the original odour returned for
hydrogen peroxide and sodium chlorite treated bloodmeal but not for PAA treated
bloodmeal. In addition, treatingloodmeal with sodium chlorite could also form
chlorinated compounds. Therefore, it was concluded that PAA had the most
potential for use in a bioplastics because it removed colour and odour efficiently
and was also environmentally friendly. However beftitis was possible further

research into how PAA treatment affected bloodmeal properties was required.
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Chapter 6

Peracetic Acid and Bloodmeal
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6.1 Chapter Overview

In Chapter Fiveit was found that treating bloodmeal wiBAA had the most
potential for producing a bioplastic feedstoekawever PAA treatment could also
have effects on molecular weight, structure and interactions which could influence
processingconsolidation and mechanical properties. No previous work has been
done involving treating bloodmeal with PAA for use in a bioplastic. Therefore
this chapteinvestigate how PAA treatment affe@d the properties obloodmeal

using gel chromatographythermogravimetric analysis, dynamic mechanical
analysis, Xray diffraction and solubility testsSThe aim of this section was to
understand how PAA treatment affected bloodmeal molecular weight, structure
and interactions so that the information could bedulater to help identify what
additives and conditions were required for processing decoloured bloodmeal into

a bioplastic.

It was found that PAA oxidised the haem porphyrin and odour compounds
resulting in colour and odour removal. 1 and 2% PAA treatrpesduced 47 and

55% white powders respectively but did not remove odour completely. 3% PAA
treatment produced a 63% white powder and was the lowest concentration which
removed the odour from bloodmeal. 4 and 5% PAA treated bloodmeal produced

64 and 67% Wite powders respectively.

Gel chromatography indicated that 23% of the protein in untreated bloodmeal was
below 30 kDa, whereas 25% of the protein in -5% PAA treated bloodmeal

was below 30 kDa. These results showed that Réé&tment did not greatly
reduce the molecular weight of bloodmeal. HoweugereasingPAA treatment
concentration from 1-5% decreased bloodmeal crystallinity from -ZB%.
Thermal stability and glass transition temperature also decreased and in addition
solubility in phosphate buff, 1% SDS and 1% sodium sulphite increased.
Results indicated that PAA at low concentration22%d) reacted preferentially

with haem, odour compounds and disulphide clogs due to its high affinity

for conjugated compounds. When the concentrationA# Ras increased above

3% the concentration was high enough to increase reactions with amino acid side

chains causing a reduction in stabilising forces such as hydrogen bonding and
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hydrophobic interactions which lead to decreased crystallinity, thernalitgta

and glass transition temperatures.

When PAA treated bloodmeal was compared Roe-extruded Novatein
Thermopastic Protein(PNTP, bloodmeal mixed with urea, SDS, sodium sulphite,
TEG, water) using XRD, TGA and DMA they had similar results. This showed
that PAA treatment had a similar effect on bloodmeal structure and interactions as
urea, SDS and sodium sulphite.

These resu#t showed that -3% PAA treated bloodmeal could potentially be
processed into a bioplastic. Because many of the stabilising interactions originally
in bloodmeal were removed by PAA treatment, when processing these powders
urea, SDS and sodium sulphite mag tequired at lower amounts or may no

longer be required at all.
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6.2 Experimental

6.2.1 Aim

The aim of this section was to investigate how different PAA treatment strengths
affected the molecular and thermal properties of bloodmeal protein so that this
information could be used to aid processing. More specifically its effect on
molecular weight, crystallinity, thermal stability, glass transition temperature and

solubility were investigated={gure42).

Bloodmeal + PAA (1-5%)

l

Possible Effects of Treatment

‘l‘ N ‘l’ l‘ ‘l’
Reduced Reduced Change in Disulphide Cr link Disulphide Cross-link
Crystallinity Molecular Mass Stabilising Forces Breakage 1 r Formation
Thermal
Stabili
XRD DMA ty
Solubility
Chromatography
4
Additives If processing is possible
required and if mechanical Additives Additives

properties will be required required
reduced

How Information Will Help With Processing

Figure 42: Experimental summary. Possible effects of PAA treatment and methods used to investigate them.

6.2.2 Methods and Materials

6.2.2.1 Peracetic Acid Treatment of Bloodmeal

Decoloured lodmeal powders were produced for analysis by treating 100 g
bloodmeal with 300 g PAA solution 8% concentration w/w). After 5 minutes

of continuous mixing 300 g distilled water was added to form a slurry which was
then filtered to remove acetic acid amareacted PAA. Any remaining acetic acid
was neutralised by submerging the filtered and treated bloodmeal in 300 g
distilled water and adjusting to pH 7 by adding 1 mol/L sodium hydroxide

solution. The slurry was filtered, washed, frozen and freeze dviedhightusing
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a Labconco Freezone 2.%ekzedryer to 5-8% moisture They were then ground

using a bench top grinder and sieved using antd@ieve.

6.2.2.2 Powder Analysis Methods
Molecular mass, powdepour, smell, and thermal stability analysis waesried
out as described in Chapter Four and Chapter Five.

6.2.2.3 X-ray diffraction

Crystallinity was investigated using-pay diffraction as described in Chapter
Five. In addition the data was baseline corrected freB0 $and an amorphous

halo was fitto this region [igure 43). Peaks identified at 9.5 and 2@ere
assigned to intehelical packing and the alpha helical backbone based on values
found in literature[137]. In addition peaks were also identified at 24 ané. 40
These were assigned to beta sheets based on calculations for expected structural
spacing and previous values identified in literaty4®, 140] The percent
crystallinity was calculated by findg the area between the corrected XRD plot

and the amorphous halo then dividing by the total area.

500 - ---- Amorphous Halo ——Corrected XRD Plot

450 -
<— Alpha helical backbone

400 -

350 -

300 <—— Beta Sheet

250 -
Inter helical packing

200

Intensity (counts)

150

100

50

0 10 20 30 40 50 60
Diffraction angle 20 (degrees)

Figure 43: Example of a corrected XRD plot showing the amorphous halo and assigned peak locations.
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6.2.2.4 Dynamic Mechanical Analysis

The glass transition temperature is where the amorphous regions of a polymer
transition from a glassy brittle state to a rubbery flexible state. The glass transition
is affected by the ability of the proteins chains to move past each other. Therefore
changes in interactions crekisking and hydrophobic interaction will alter the
glass transition temperature. Glass transition temperature of PAA treated
bloodmeal was investigated using dynamic mechanical analysis to investigate
changes in stabilisingnhieractions such as creksking, hydrogen bonding and

hydrophobic interactions caused by PAA treatment.

Dynamic mechanical analysis (DMA) of PAA treated powders was carried out
using a Perkin EImer DMA8000. Approximately 50 mg of PAA treated powders
wereplaced inside a stainless steel powder pocket (Perkin EImer) and mounted in
single cantilever mode. The sample was cooled to bel8& C using a cryo gun

and liquid nitrogen, then heated froh50°C to 250C at 2C per minute and
oscillated at frequencseof 1, 10 and 30 Hz. Glass transition temperatures were
indicated by a peak in the Tan Delta (measure of mechanical damping) which was
calculated based on the amount of lost and recovered energy during oscillation
(Figure44).

¢ =
g7 I
loss modulus aw %
Tan Delta = - NG 3
elastic modulus o _§
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{\‘A\ )
,(\‘6\' 8
> =
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=
8
=
=
>
el
O (measure of mechanical damping) E
g
=
/M

Energy recovered by material = Elastic Modulus = E’

Figure 44: Calculation of Tan Delta from the loss and elastic modulus.
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6.2.2.5 Solubility

The solubility of PAA treated bloodmeal was tested in phosphate buffer (pH 7),
phosphate buffer with 1% SDS, phosphate buffer with 1% sodium sulphite and
phosphate buffer with combined 1% SDS and 1% sodium sul@uvtability in
phosphate buffer and phdsge buffer with 1% sodium sulphite was used to
investigate changes in disulphide crtisking. Solubility in phosphate buffer
with 1% SDS was used to investigate changes in hydrophobic interactions
Solubility in phosphate buffer with 1% SDS and 1% sadlisulphite was used to
investigate how SDS and sodium sulphite will affect the PAA treated bloodmeal.

1g of PAA treated bloodmeal was dissolved in b af buffer and heated to 60,

80 and 10€C for 80 minutes. The samples were centrifuged at 4000 rpm for 10
minutes and decanted. The pellets were washed with 2@fndistilled water,
centrifuged and decanted again. They were then dried aCldwernight and the

soluble fraction calculated based on change in solids content.
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6.3 Results and Discussion

6.3.1 Analysing Peracetic Acid Treated Bloodmeal

6.3.1.1 Peracetic Acid Treated Bloodmeal Colour

When bloodmeal was treated with PAA, colour removal occurred almost
instantaneously. If the decoloured mixture was left for longer periods of time no
increase in caur removal occurred. Therefore a reaction time of five minutes
was used. When treating bloodmeal with 1 and 2% PAA the temperature of the
mixture reached 600°C. At 3, 4 and 5% PAA concentration the temperature
reached a maximum of 100. However it wadound that this could be reduced
using ice without slowing the rate of colour removal. Increased swelling of the
bloodmeal protein was also observed at 5% PAA and it was difficult to filter the
decoloured slurry. This was probably due to the higher aaeticcontent of the

5% mixture.

PAA has been shown to remove colour by breaking the double bonds in colour
compoundg141]. Its action on haem is probably similar. It would first have to
break the tetrapyrole structure and then remove one of the doulide tadwich
results in the yellow colourF{gure 6, Figure 7). Untreated bloodna is 19%

white, treating bloodmeal with 1 and 2% PAA resulted in 47 and 55% white
powders, but the odour was not remové@dh]e 30). Odour was removed at 3%
PAA and & this concentration percent whiteness reached a plakigurd 45).

Even 15 % PAA treatment only increased whiteness by a small amount to 76% as
shown in Chapter Five. This indicated that above 3% PAA treatment most of the
haem and odour compounds are ddgdaand is the lowest possible treatment

strength able to be used for bioplastic production.

Table 30: Effect of different peracetic acid treatment strengths on bloodmeal colour and smell.

Treatment Method L* R G B Whiteness (%) Colour Smell
Modified?

Untreated 20 61 45 42 19
PAA (1%) 54 155 124 79 47
PAA (2%) 64 182 149 91 55
PAA (3%) 72 206 172 103 63 Yes
PAA (4%) 74 208 178 104 64 Yes
PAA (5%) 77 215 187 111 67 Yes
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Figure 45: Percent whiteness of bloodmeal treated with-5% peracetic acid.

6.3.1.2 Peracetic Acid Treated Bloodmeal Molecular Mass

No significant change in peak locations were seen for PAA treated bloodmeal
indicating molecular mass was not significantly redu¢edure46). At 4 and 5%

PAA a small peak started to appear below 1.13 kDa although this was very small
in comparison and outside of the column limits. Literature haw/s that treating

other proteins such as casein with PAA also resulted in no aggregation or protein
back bone fragmentatioji09]. This indicated that PAA may have preferred to
react with other readily available components such as haem and odour compounds

instead of the protein backbone.

Treating bloodmeal with PAA increased the number average molecular weight
from 139 kDa to about 200 kDa depending on treatment strength. No trend was
identified between PAA treatment strength and number average moleeudgut.w
Most importantly PAA treatment did not result in the formation of small
molecular weight compounds. 23% of untreated bloodmeal was below 30 kDa,
whereas 225% of 5% PAA treated bloodmeal was below 30 kDalfle 31).

The increased number average molecular weight could be due to disulphide cross
link formation, however if this happened a decrease in solubility and increase in
thermal stability would be expectedhis was investigated later in this chapter.
The apparent increase in molecular mass was most likely caused by PAA
treatment breaking disulphide crdssks and making a higher proportion of the
longer chains soluble.
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Figure 46: Elution profile for bloodmeal treated with 1-5% peracetic acid.

Table 31: Number average molecular weight, weight average molecular weight, polydispersity index and
molecular mass distribution of PAA treated bloodmeal powders.

Molecular Mass Distribution (kDa)

MN MW
(kDa) (kDa) Pl 1490-560 560-215 215-80 80-30 30-11 11-4 4-1.6 1.6-0.6
Bloodmeal 139 455 3.3 0.07 0.11 0.21 0.38 0.09 0.06 0.05 0.03
1% PAA 190 542 2.8 0.12 0.15 0.20 0.31 0.07 0.06 0.06 0.03
2% PAA 223 590 2.6 0.15 0.17 0.19 0.29 0.07 0.06 0.05 0.02
3% PAA 206 549 2.7 0.12 0.18 0.20 0.30 0.07 0.06 0.05 0.02
4% PAA 210 556 2.7 0.13 0.18 0.19 0.25 0.07 0.07 0.08 0.03
5% PAA 214 555 2.6 0.13 0.19 0.19 0.26 0.06 0.07 0.06 0.04
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6.3.1.3 Peracetic Acid Treated Bloodmeal Crystallinity

XRD results showed that untreated bloodmé&adre 47) was 35% crystalline.
This was reduced to 3A7% when treated with-8% PAA (Figure48 to Figure

52). These results showed that when PAA treatment concentratiopagect
crystallinity decreasedT@ble 32). This could indicate a reduction in stabilising
interactions such as hydrogen bonding which are responsible for stabilising

regular structure.

Methionine is one of the most common amino acids in alpha heli&js Alpha
helices are common in bloodmeal and contribute to its crystallinity. Due to its
structure methionine is highly susceptible to oxidafiti?b, 126, 129]Prolineis
usually found on the outside of alpha helices and is responsible fo{46insts
structure and location mean that it could also be susceptible to PAA oxidation. It
contributes to the overall alpha helical structure but not to stabilisation betause
cannot form hydrogen bonds. As treatment concentration increased, crystallinity
decreased as expected due to the higher concentration probably modifying the
methionine side groups and removing the alpha helix stabilising hydrogen bonds.
Oxidation of prdine may be contributing a small amount to structure loss due to

loss of turns or bends.

As expected 1 and 2% PAA treatment resulted in a small reduction in crystallinity

due to their weak concentration. 5% reduced the crystallinity the most which was
alsoexpected. This was probably caused by its higher concentration increasing the
reactions with amino acid side chains, therefore reducing the amount of structure
stabilising interactions and leading to destabilised structures and reduced

crystallinity.

XRD plots for 1, 2 and 5% PAA treated bloodmeal showed a random spike at
approximately 45 These were not detected in repeat experiments and were most
likely caused by the XRD equipment and should be ignored.

Table 32 Calculated crystallinity of bloodmeal and PAA (1-5%) treated bloodmeal.

Bloodmeal 1% PAA 2% PAA 3% PAA 4% PAA 5% PAA

Crystallinity (%) 35 31 31 29 28 27
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Figure 47: Corrected XRD plot for bloodmeal showing peak locations.
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Figure 48: Corrected XRD plot for 1% PAA treated bloodmeal showing peak locations.
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Figure 49: Corrected XRD plot for 2% PAA treated bloodmeal showing peak locations.
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Figure 50: Corrected XRD plot for 3% PAA treated bloodmeal showing peak locations.
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Figure 51: Corrected XRD plot for 4% PAA treated bloodmeal showing peak locations.
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Figure 52: Corrected XRD plot for 5% PAA treated bloodmeal showing peak locations.
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6.3.1.4 Peracetic Acid Treated Bloodmeal Thermal Stability

TGA results showed 1 and 2% PAA treatment had a similar mass loss profile to
untreated bloodmeaF{gure 53). Oxidation of disulphide crodsks and amino

acid side chains has been shown to cause loss of protein s{abilifyAbove 3%

PAA concentration rate of mass loss continued to increase showing loss of
stabilising ineractions probably due to disulphide crbek and side chain

modification.

It was previously shown in Chapter Five that thermal degradation of decoloured
bloodmeal occurred in three stages. These were 0 t8C13B0 to 400C and
above 400°C. The firsttage was attributed to the loss of bound water and the
second stage to the breaking e6SO-N and QO linkages. Above 400°C thermal

decomposition is occurring through peptide bond redug@ipn

No significant loss in bloodmeal molecular mass was teEdedue to PAA
treatment from TGA. If small molecular mass compounds had been produced, a
complete loss of thermal stability such as that shown for sodium chlorite treated
MRBCC (Chapter FiveFigure 34) would have been observed. Also if small
molecular mass peptides were present an additional region of mass loss would
have been observed at 188C°C. This confirmed the results obtained using gel

chromatography.
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Figure 53: Thermal stability of bloodmeal treated with 1-5% peracetic acid.
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Table 33: Percentage mass loss of PAA {3%) treated bloodmeal at different regions during thermal
degradation.

Region Bloodmeal PAA (1%) PAA (2%) PAA (3%) PAA (4%) PAA (5%)
0-150 °C 4 7 6 7 6 5
230-400 °C 40 37 36 39 39 38
400 °C Thermal Decomposition

Another contributing factor to the reduction in thermal stability could be the pH.
The low pH of PAA could be causing the hagroup to dissociate. Removing the
haem group destabilises the globin as shown in previous studies and earlier
thermal stability tests in Chapter Fiv@dqure34).

6.3.1.5 Peracetic Acid Treated Bloodmeal Solubility

Solubility trials were carried out to confirm disulphide crbek and stabilising
interaction reduction by PAA treatment of bloodmeal. Previous studies have used
protein solubility in SDS as an indicati of crosdinking [142]. Bloodmeal
solubility in buffer increased linearly as PAA treatment increasagute 54),
indicating that the amount of crebsks and sthilising interactions that were

removed by PAA treatment was proportional to PAA concentration.
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Figure 54: 1-5% peracetic acid treated bloodmeal solubility in buffer at 60, 80 and 10C.

111



Sodium sulphite is a reducing agent usedoreak disulphide crossling443].
Sodium sulphite increased solubility by approximately 5% (depending on
temperature) for untreated bloodmeal, 1, 2 and 3% PAA treated bloodmeal due to
its breakage of disulphide crelisks contained in these powdersofeparing
Figure54 andFigure55). Above 3% PAA a plateau was reached ardkslity in
sodium sulphiteKigure55) was roughly equal to solubility in buffeFigure54).

This indicated that 3% PAA treatment may have broken the majority of disulphide
crosslinks. Bloodmeal treated with PAA concentrations above 3% did not
increase in solubility in sodium sulphite because there may have been no
disulphide cosslinks left for it to remove. No improvement in solubility in the
presence of sodium sulphite for treatment concentrations above 3% PAA may
show that the use of sodium sulphite is not required when processing these

powders into bioplastics.
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Figure 55: 1-5% peracetic acid treated bloodmeal solubility in sodium sulphite solution at 60, 80 and 1UD.

Solubility could also be affected by hydrophobic interactions. SDS is an anionic
surfactant and interacts with hydrophobic regiasfs proteins making them
soluble. Untreated bloodmeal ane2% PAA treated bloodmeal only showed a

small increase in solubility in the presence of SDS (compdfiggre 54 and
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Figure56) which indicated that they also had other interactions such as disulphide
crosslinks. For untreated bloodmeal and 1% PAA treatment a small percentage
mass gain was obtained and this was probably due to SDS which was not removed

during the washing stages.
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Figure 56: 1-5% peracetic acid treated bloodmeal solubilityin sodium dodecy! sulphate solution at 60, 80 and
100°C.
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Above 3% PAA treatment concentration, large increases in solubility were seen in
the presence of SDS. This indicated that the majority of disulphide crosslinks
were removed when treated with PAA centrations above 3%. The large
increase in 3, 4 and 5% PAA treated bloodmeal in the presence of SDS indicated
that the remaining interactions were most likely hydrophobic interactions which
could be reduced with SDS. Some of these interactions couldbeagveformed

by the drying process applied after the decolourising process.

113



By combining the solubility results for water, SDS and sodium sulphite it was
shown that that the increase in solubility for bloodmeal treated with PAA
concentrations up to 3% wawainly due to disulphide crodisk breakage.
Previous studies showed that PAA reacted preferentially with conjugated systems
and disulphide crosienks [109, 138] At low concentrations it also appeared to
react preferentially with the readily availableaem porphyrin and odour
compounds which are also conjugated or ring structures. Above 3% PAA
concentration most of the crelsks, haem and odour compounds were removed
and the increase in solubility in buffer is due to the PAA concentration being high
enough to increase its reaction with side chains causing it to reduce other

interactions such as hydrogen bonding or hydrophobic interactions.

Solubility in the presence of SDS and sodium sulphite showed large increases in
solubility for untreated bloodmeand 3% PAA treated bloodmeaFigure57).

In these cases the solubility was almost equal to the solubility in SDS and sodium
sulphite combined suggesting a coopeea effect between SDS and sodium

sulphite at PAA concentrations up to 3%.

Above 3% PAA treatment concentration, solubility in SDS and sodium sulphite
plateaued. Disulphide cro$isks are broken by the action of the sulphite ion

(3 / [144]. If therewere no disulphide crodmks for the sulphite ion to react
with then it would have remained in the solution. As a result it may react
electrostatically with SDS (both have negative charge) or act as a salting out
agent. This result indicated that combigniboth SDS and sodium sulphite may be

unsuitable for processing theb8 PAA treated bloodmeal into a bioplastic.
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Figure 57: 1-5% peracetic acid treated bloodmeal solubility in sodium dodecyl sulphate/sodium sulphite
solution at60, 80 and 10€C.

During solubility trials, increased swelling of powders was observed -fi¥ 3
PAA treated powders. The amount of swelling was also observed to increase
proportionally as PAA treatment concentration increased. Increased swelling is
also sed as an indication of a reduction in disulphide elioks and other
stabilising interaction. This observation was further evidence that PAA treatment

reduced disulphide crodimks and stabilising interactions.

PAA treated powders showed the highestilsidity in the presence of SDS. It was
also observed that the pellets and supernatants from SDS solubility trials (above
3% PAA treatment) formed a consolidated film when dried, whereas pellets from
sodium sulphite solubility trials remained a powder. sThihay indicate that
successfully processing PAA treated bloodmeal into a bioplastic could be more
dependent on SDS than sodium sulphite because PAA treated bloodmeal will be
stabilised by more hydrophobic interactions than disulphide -tirdss

6.3.1.6 Peracetic Acid Treated Bloodmeal Glass Transition Temperature
DMA analysis showed bloodmeal has one main peak in Tan Delta indicating a
glass transition at approximately 225(peak 1) which is typically seen in most

proteins Figure58). Two smaller peaks were also seen at approximai@rC
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(peak 2) and 5C (peak 3). Peak 3 was attributed to side group motions and peak
2 to short range interactions. 1 and 2% PA/Ated bloodmeal showed a similar
profile to untreated bloodmeal although peak 2 became larger which indicated that
the protein was becoming more mobile possibly due to reduction in stabilising

forces.

At 3% PAA treatment peak 2 became larger and more distidicating another
lower glass transition temperatufReduction in glass transition temperature can
be an indication of reduction in disulphide crtisks and other intermolecular
interactions.The larger peak 2 of 3% PAA treated bloodmeal could e tdu
regions of low disulphide crodmking, hydrogen bonding and hydrophobic
interactions. Some stabilising interactions may still have been present and could

be responsible for peak 1.

At 4% PAA treatment peak 1 began to decrease noticeably. This wiabpyr
because the higher PAA concentration increased the amount of reactions with the
amino acids which were responsible for stabilising the protein which resulted in
increased protein mobility and a lower glass transition temperature. At 5% PAA
treatmenipeak 1was almost completely gone, indicating that a significant amount

of the original stabilising interactions in bloodmeal could have been reduced.

These results indicated that PAA treated bloodmeal contained less stabilising
interactions than untreatddoodmeal. The most interactions were removed when
bloodmeal was treated with PAA concentrations above 3% as indicated by a lower
glass transition temperature. Processing untreated bloodmeal into a bioplastic
required that disulphide cro$igks, hydrogen bonding and hydrophobic
interactions be reduced using urea, SDS and sodium sulphite. It appeared that
PAA treatment was completing the role of urea, SDS and sodium sulphite by
reducing these interactions. The acetic acid in the PAA equilibrium mixtuteé cou
also be acting as a plasticiser because it can penetrate between chains and cause
swelling. This could also be contributing to the reduction in glass transition
temperature. These possibilities were investigated later in this chapter by
comparing PAA teated bloodmeal to untreated bloodmeal mixed with urea, SDS

and sodium sulphite as well as untreated bloodmeal mixed with acetic acid.
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Figure 58: DMA plots for bloodmeal treated with 1-5% PAA.
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6.3.1.7 Overall Effect of Peracetic Acid Treatment on Bloodmeal

1 and 2% PAA treatment did not completely remove the colour or odour from
bloodmeal. 3% PAA was the minimum concentration level required for sufficient
colour and odour removal Téble 30). After this no significant colour
improvement was obtained as PAA concentration incredsigdirg 45), which
suggested that 3% PAA treatment was sufficient to remove the majority of the

haem and odour causing compounds.

No significant changes in molecular weight occurred as PAA treatment
concentration increasedri@ure 46). As the treatment concentration increased

above 3% PAA, the treated bloodmeal began to show significantly different
responses when analysed with XRD, TGA and DMA. XRD showed reduced
crystallinity, TGA reduced thermal stability and DMA reduced glass transition

temperature. This indicated a reduction in stabilising interactions due to the higher
concentrations of PAA increasing the reactions with components which were not

haem or odour compounds.

Solubility analysis confirmed crodsk reduction from PAA treatment. As PAA
treatment concentration increased so did the amount of disulphiddinkssand

other stabilising interactions that were broken as shown by increased solubility in
buffer (Figure 54). Nondisulphide interactions removed were probably
hydrophobic interactions and hydrogen bonding due to the modification of
proline, tryptophan and methionine.|&ality in SDS increased greatly at 4 and
5% PAA treatment Kigure 56). This showed that the majority of remaining
interactions at these concentrations were mostylikydrophobic or electrostatic

interactions which can be reduced by SDS.

DMA analysis showed bloodmeal had one main peak in Tan Delta at
approximately 228C. 1 and 2% PAA treated bloodmeal showed a similar profile
to untreated bloodmeal although a setopeak became more distinct at
approximately 50C. At 3% PAA bothpeak 1 and peak\&ere clearly visible

At 4% PAA peak 1 was reduced and at 5% PAA it disappeared indicating that a
high amount of disulphide cro$isks, hydrogen bonding and hydrophobic
interactions were removed at these high treatment concentrations. Peak 2 was

thought to be caused by regions of low molecular stability. Solubility data
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suggested that this peak which becomes distinct above 3% PAA treatment was
mainly due to disulphide csglink breakage and the remainder of peak 1 was due
to the remaining interactions such as hydrogen bonds, hydrophobic interactions
and electrostatic interactions. As PAA concentration increased these interactions
were also reduced due to the PAA most pitip reacting with tryptophan,

methionine, proline and to a lesser extent tyrosine and histidine.

XRD plots and calculated crystallinity values showed 1 and 2% PAA treated
bloodmeal reduced bloodmeal crystallinity from 35 to 31%. Above 3% PAA
treatment coecentration the XRD plots and calculated crystallinity showed a
significant reduction in crystallinity (reduced from 35 to 27%) most probably
though reduction in hydrogen bonding by modification of methionine and proline

side chains.

By combining the resudt from gel chromatography, TGA, DMA, XRD and
solubility analysis it was concluded that at up to 3% PAA treatment
concentrations, the PAA reacted preferentially with the haem, odour causing
compounds and disulphide crdssks. Above 3% PAA, the concentrati was

high enough to increase the amount of reactions with the amino acid side chains
of proline, tryptophan, methionine, tyrosine and histidine, further reducing other
stabilising interactions such as hydrogen bonding and hydrophobic and
electrostatic iteractions. This resulted in an overall loss of regular structure and
stability. PAA showed limited reactivity with the protein backbone with even very
high PAA concentrations (e.g. 15%) having limited effects on molecular mass
(Figure 38). The effect of different PAA treatment concentrations on bloodmeal

was summarised ihable34.
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Table 34: Effects of different PAA treatment concentrations on bloodmeal properties.

Peracetic Acid Treatment Concentration

1%

2%

3%

4%

5%

Mainly Reacted
With

Haem

Odour Compounds

Haem

Odour Compounds

Haem

Odour Compounds

Disulphide Cross-links

Haem

Odour Compounds
Disulphide Cross-links
Side Chains

Peptide Backbone

Haem

Odour Compounds
Disulphide Cross-links
Side Chains

Peptide Backbone

Colour Low Low High High High
Odour No No Yes Yes Yes
<| Cross-link Low Low High High High
S| Crystallinity Low Low Medium High High
S[ Total
e}
&| stabilising Low Low Medium High High
Interactions
Molecular Mass Low Low Low Low Low
Potential to be
No No Yes Yes Yes

Processed?

3-5% PAA treated bloodmeabuld potentially be used for producing a bioplastic.
However the additives, processing conditions required and material properties for
each may be different as they had different levels of stabilising interactions. The
processing of bloodmeal treated withll three concentrations should be

investigated because each may have different advantages and disadvantages.

6.3.2 Comparing Peracetic Acid Treated Bloodmeal
to Pre-extruded Novatein Thermoplastic Protein

Preextruded Novatein Thermdgstic Protein (PNTP) was produced by mixing
water, TEG, urea, SDS and sodium sulphite with untreated bloodmeal as
described insection 8.2.2.1 PAA is an equilibrium mixture of PAA, water,
hydrogen peroxide and acetic acid. It was thought that acetic acid could also be
acting as a plasticisday interfering with hydrogen bonding or by acetylating the
protein and contributing to the change in thermal stability and glass transition
temperature. Untreated bloodmeal was also mixed with 6% acetic acid (same
amount present in% PAA equilibrium mixture). The bloodmeal was treated with
the acetic acid for 5 minutes then washed and filtered and neutralised using the
same method for producing PAA treated bloodmeal. Samples were freeze dried to
5-8% moisture. These were compared 480 PAA treated bloodmeal to
investigate how its processing requirements compared to untreated bloodmeal and
also to see if acetic acid was contributing to the reduction in thermal stability and

glass transition temperature.
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6.3.2.1 Comparing Thermal Stability

TGA results showed 4% PAA treated bloodmeal and (PNTP) both had reduced
thermal stability. However in the region between -P30°C PNTP had greater
mass loss which was attributed to the degradation of urea from the PNTP mixture.
In addition the regiorbetween 35@00°C for PNTP showed greater mass loss
than 4% PAA treated bloodmeal. This could be due to the presence of sodium
sulphite and SDS in PNTP aiding the thermal breaking of peptide bonds.

The acetic acid treated bloodmeal displayed slightlyced thermal stability.

This could be due to the acidic pH causing some of the haem to dissociate from
the protein which can reduce thermal stability as previously shown. However, the
reduction in thermal stability is not as great as that seen when haemased

from RBCC Figure34), probably because bloodmeal is more aggregated and has
more stabilising interactions caused by the drying process. This result shaived th
thermal stability of bloodmeal was not significantly affected by the presence of

acetic acid.

——Bloodmeal PNTP — —4% PAA treated BM  — —Acetic Acid treated BM
100

100 150 200 250 300 350 400 450 500
Temperature (°C)

Figure 59: Thermogravimetric analysis comparison of bloodmeal, PNTP, 4% peracetic acid treated
bloodmeal and acetic acid treated ldodmeal
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6.3.2.2 Comparing Crystallinity

Crystallinity for PNTP and acetic acid treated bloodmeal was calculated using the
same method as that for PAA treated bloodmeal. PNTP crystallinity was reduced
to 33% and also showed a XRD pattern different to blaaingigure 60).
Reduction in crystallinity was achieved by urea disrupting hydrogen bonding,
SDS disrupting hydrophobic interactions and sodium sulphite breakinlploide
crosslinks which can stabilise regular structure. Treating bloodmeal with 4%
PAA resulted in a similar XRD profile to PNTP, indicating similar loss in
crystallinity and stabilising interactions. This suggested that the existing
combination of ureaSDS and sodium sulphite may not be suitable for processing
3-5% PAA treated bloodmeal.

Treating bloodmeal with acetic acid increased crystallinity to 65% and it had a
similar XRD plot to untreated bloodmeal except the peaks were more intense.
This suggsted that acetic acid has plasticised the protein and weakened forces
holding it in its heat denatured state allowing some of it to refold into ordered
structures. Most importantly the result showed that acetic acid did not contribute
to reduction in crystlinity and that the reduction in crystallinity when bloodmeal
was treated with PAA was most likely caused by the action of PAA reacting with

amino acid side chains as suggested previously.
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Figure 60: XRD comparison of bloodmeal, PNTP, 4% PAA treated bloodmeal and acetic acid treated
bloodmeal

6.3.2.3 Comparing Glass Transition Temperature

Acetic acid treated bloodmeal formed a small peak (peak2) in the Tan Delta at
approximately 56C. This couldbe due to the acetic acid causing the dissociation
of haem from the protein which causes a slight reduction in the proteins stability.
However it is most likely due to the plasticisation effect of acetic acid. Acetic acid
has been shown to cause protemswell or increase free voluniE39, 145] This

result indicated that acetic acid could be acting as a weak plasticiser.

4% PAA treated bloodmeal had a very similar DMA profile to PNTP. Both had a
large peak 2at 50C and a smallepeak lat 225°C. This result indicated that
PAA treatment was reducing the disulphide cilodss and other stabilising
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interactions such as hydrophobic interactions and hydrogen bonding to a similar
amount as urea, sodium sulphite and SDS. Therefore, if bloodmeal were treated
with a high enough concentration of PAA it may be possible to process it into a

bioplastic with none or reduced amounts of urea, sodium sulphite and SDS.
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Figure 61 Dynamic mechanical analysis comparison of bloodmeal, PNTP, 4BAA treated bloodmeal and
acetic acid treated bloodmeal.
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6.4 Conclusion

Treating bloodmeal with 1, 2, 3, 4 and 5% PAA resulted in 47, 55, 63, 64, 67%
white powders respectively. 3% PAA was the lowest concentration required to
sufficiently remove the odo from bloodmeal. PAA has a high affinity for
conjugated compounds and would have oxidised the haem porphyrin and odour
compounds resulting in colour and odour removal. However PAA treatment also

had other effects on the bloodmeal protein.

PAA treatment educed crystallinity, cross links, hydrogen bonding and other
stabilising interactions as shown by XRD plots, reduced thermal stability, reduced
glass transition temperature and increased solubility. The extent that these were
reduced by was dependent ¢re ttoncentration of PAA. Thermal stability, glass
transition temperature and solubility o2% PAA treated bloodmeal were similar

to untreated bloodmeal. This indicated that at low concentrations, PAA reacted

preferentially with haem, odour compounds drslilphide crosdinks.

Above 3% PAA, the concentration was high enough to increase the amount of
reactions with other components. These were most probably the side chains of
proline, tryptophan, methionine, tyrosine and histidine as suggested in previous
studies. This resulted in significantly reduced crystallinity, thermal stability, glass
transition temperature and increased solubility most probably by reducing the
amount of disulphide crodmks and other stabilising interactions such as
hydrogen boniehg.

PAA treatment increased the number average molecular mass from 139 kDa to
approximately 200 kDa depending on treatment strength. From gel
chromatography results it appeared that disulphide <irdsag occurred.
However thermal stability, glass tihon temperature &re reduced and
solubility increased which indicated disulphide crbsks did not form. The
apparent increase in molecular mass was most likely caused by PAA treatment
breaking disulphide crodsks and making a higher proportion tie longer
chains solubleMost importantly PAA treatment did not reduce molecular mass
significantly even at 5% PAA concentration, which means consolidation may

still be possible and mechanical properties may not be significantly reduced.
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Solubility reaults also showed that combining SDS and sodium sulphite caused a
reduction in solubility when compared to solubility in just SDS. This indicated
that combining these two additives may have negative effects on processing PAA

decoloured bloodmeal.

When bloodneal treated with PAA at 4% was compared to PNTP using TGA,
XRD and DMA they had similar results. This indicated that PAA treatment was
having a similar effect as urea, sodium sulphite and SDS by reducing stabilising
interactions such as disulphide crdissks and hydrogen bonding. This suggested
that the processing of PAA treated bloodmeal powders may not require urea,
sodium sulphite and SDS or may require them at lower amounts depending on the
concentration of PAA treatment used. Alternatively additivdsch increase
interactions between protein chains may be required because PAA treatment may
have removed too many stabilising interactions which are required for

consolidation into a bioplastic.

These results indicated that 3, 4 and 5% PAA could be usguraduce a

bioplastic, although their additives and processing requirements will most
probably be different as they have different amounts of remaining stabilising
interactions. All three PAA concentrations should be used to produce powders for
processingtrials as each powder and its bioplastic could have advantages and

disadvantages.
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Chapter 7

Biopolymers and Processing

Granulated Novatein ThermoPlastic Protein



7.1 Introduction

Bioplastics have been around for many years. A very early example includes
Henry Ford who incorporated soy based plastics into automobile[phr@Gasein

and cellulose have also been used to produce bioplastics. However, synthetic
plastics became more rmmon because they were cheaper and easier to produce
and had better properties such as strength, durability and water resistance. Recent
concern over petroleum levels and plastic waste has caused renewed interest in
biodegradable plastics produced fromewable biopolymers. These bioplastics

can be used in applications where their biodegradability would be an advantage

such as disposable items and packaging.

This chapter covers brief background information about synthetic polymers and
common thermoplastiprocessing methods used to convert them into usable
items. It then focuses more specifically on the direct conversion of biopolymers
such as carbohydrates, proteins and polysaccharides into bioplastics using

additives and thermoplastic processing techesqu
7.2 Synthetic Polymers and Processing

Plastics are materials made of high molecular weight molecules known as
polymers [146, 147] They are used in many applications because of their
properties (low density, resistance to corrosion, low conductivigied)ability to

be processed easily at relatively low temperat[irés, 147]

Polymers are long chains made from one or more types of repeating units called
monomers. A polymer containing one type of monomer is a homopolymer and a
polymer containing moréhan one monomer type is a copolynié¢}. Polymers

can be linear chains, branched chains or einked networks of chaing={gure

62).
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Figure 62 Summary of polymer structure [4, 147}

Synthetic polymers can be produced by addition or condensation polymerisation.
During addition polymerisation monomers are added together by breaking double
bonds that exist between carbon atoms. This allows them to be linked to
neighbouring carbon atomsrfning long chains[146]. An example is the

polymerisation of polyethylene. Condensation polymerisation involves two units
with end group components which react and bond with each other producing

water as a molecule.

Plastics can be categorised as a tloglastic, thermoset or rubbery.
Thermoplastics solidify as they cool, but when heated again can flow as the
molecules begin to slide past each other. Thermoplastics can be either amorphous
(disordered,Figure 63) or semicrystalline (some sections of ordéfigure 64)

[146]. When an amorphous thermoplastic cools below its glagssiticn
temperature (Jis the emperature when materiehanges from hard glassy state

to a soft rubbery state), their molecules form a random molecular structure. The
glass transition temperature can be recognised by a drop in shear modulus or a
peak inTan delta during a dynamic mechanical tésnorphous polymers are
transparent or cledrecause their bond lengths are small and absorb light smaller

than visible wavelength4.46].
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Crystalline Regions

Amorphous Regions

Figure 63: Amorphous structure of plastics. Figure 64: Structure of semi crystalline plastics.

Semicrystalline thermoplastics have a melting temperatugg &% well as a glass
transition temperature. Above the glass transition temperature the amorphous
regions softerand above the melting temperature the crystalline regions melt
(Figure 63). In semicrystalline thermoplastics molecular arrangement of
crystalline regions begin belothe melting temperature and some molecules in
semicrystalline polymers which are not ordered remain in amorphous regions
(Figure 64). Below the glass transition teenature the amorphous regions begin

to solidify. Due to their molecular arrangement semystalline polymers are

translucent instead of transpargi6].

Thermosetting polymers solidify by a chemical curing process when the polymer
chains form covalent crosslinks and become a network. The chains are no longer
able to slide past each other even when heated. Thelicrosd network causes
thermosets to be ittle and have high glass transition temperatures often above
their thermal degradation temperat{té6]. Elastomers are rubbery materials that
are slightly crosginked. This allows them to undergo reversible deformation.

Common thermoplastics, thermaoseand elastomers are summarise@able35.
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Table 35: Properties and applications of common polymer§4, 146, 148]

Polymer

Applications

Properties

Thermoplastics

Amorphous

Polystyrene

Polyvinyl chloride

Polycarbonate

Semi-crystalline

High density polyethylene
(less branching-more
interactions)

Low density polyethylene
(more branching-less
interactions)

Transparent products,
packaging, insulation

Shoes, hoses, bottles,
packaging, construction
materials

Helmets, head lights,
protective equipment

Milk and soap bottles, toys,
electrical insulation

Household products, plastic
bags, bottles

Brittle, rigid, translucent, low
cost, easy to process

Durable, rigid, good
insulator, weather proof

Transparent, tough,
thermally stable

Flexible, translucent, low
cost easy to process

Low cost, tough,
translucent, weather proof,
easily processed

Polypropylene Electrical appliance cases, Semi rigid, translucent,
automobile parts, good chemical resistance
containers

Thermosets

Phenolics Heat resistant applications Brittle, opaque, heat and

chemical resistant

Melamine Heat resistant surfaces Hard, opaque, scratch

Unsaturated polyester

Sinks and automotive body
parts

resistant

Low weight, corrosion
resistant, other properties
are depending on additives
used

Elastomers

Natural rubber

Polyurethane elastomer

Silicone rubber

Tyres and engine mounts

Seats and shoe soles

Seals, flexible hoses

Flexible, undergoes
reversible deformation

Elastic, abrasion, chemical
resistant

Temperature and chemical
resistant

The molecular weight distribution of a material is strongly related to its properties

and most thermoplastic materials have a distribution similar to that shown in

Figure65. In general a low molecular weight results in poor strength and stiffness

although there are some exceptioriscreasing molecular weight increases

strength and stiffness until the critical chain length is reached and no further

increase in strengtor stiffness occurd=(gure66) [146].
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Figure 65: Molecular weight distribution of a typical thermoplastic [146].
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Figure 66: Influence of molecular weight on stiffness and viscositjl 46].

Different additives can be added to plastics to improve the physical properties or
processing. These include processing additives (lubricants, blowing agents),
stabilisers (antioxidant, heat and light stabilisers), performance enhancers (fibres,
pigments,fillers) and plasticisers. Plasticisers can be mixed into a polymer to
change its processing and mechanical properties. They reduce stiffness and glass

transition temperature of a material by loosening the molecular structure making it
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easier for the polyer chains to move. They are used to aid processing because
they reduce the risk of thermal degrada{hn146]

Polymer processing involves converting raw polymer compounds into products of
a desired shape. The most common methods are extrusion atidrnjeoulding.
Other processing methods include fibre spinning, film blowing, calendaring,

rotational moulding and compression moulding.

7.2.1 Extrusion

Extruders are the most common and important machines in the plastic industry.
Most moulding processe®.g. injection moulding, blow moulding) also use an
extruder[149]. Extrusion is widely used because it is a continuous process with
high production rates. Most products are extruded twice, first to make the polymer
pellets and again to form the final prad [147]. During extrusion enough
pressure is generated to push the molten polymer through the die so that it
acquires the shape of the die. The main components of an extruder are the screw
or screws, the barrel and barrel heating and cookigu(e67) [149]. Processing
variables include the feed material composition, screw speed, barrel temperature
profile, feed rates and die size/shape. These variables can o#lspecific
mechanical energy input (SME, energy input into extruder per unit mass), torque,

pressure and residence tifiig.

Pellets or Powder

!

Feed Hopper Material Flow

1
- |8888 !
1
. ',8, i Extrudate
Y powder Melt Consolidation
. .
votor  ETTTTTEELIIITRITITT T TR AR A b Y
|| |
Heaters
Solids Conveying Zone Transition Zone Metering Zone
(Compacting) (Melting) (Pumping)

Figure 67: Main features of a single screw extrudef146, 149]
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Extruders can have a single screw tain screw configuration. Twin screw
extruders can have intermeshing or mot@rmeshing screws which can be- co

rotating or counter rotatindg-(gure68).

Single screwextruders contain a screw housed in a heated barrel. The screw is the
most important feature and performance is directly related to it. The extruder acts
as a volumetric pump with no positive conveying action of material. The material
moves forward due té&rictional differences between the screw and barrel where
the screw friction is less than the barrel friction. Frictional differences and

material movement can be improved by adding grooves to the [Jatéel147]

During extrusion with twin screw extrudethe majority of work is done in the
screw channel and output is proportional to the screw channel volume (volume
between screws). Unlike single screw extruders, twin screw extruders convey the
material by positive displacement resulting gttbr conveing and mixingof the
material They also havediter melting faster pressure build ughorter residence

time and can be df-cleaning due to the stresses between the two screws
However twin screw extruders can be maxpensive have bwer head presses

and equireametered feeder to prevent over feeding and excessive pressures.

Single Screw Twin Screw

:\{\{\t\{\{\{\{\%\{\:\t\{\{\{\{\l

h “ ! ! L b ‘ \
ffffffff ® S, €&  eO
Single Screw Intermeshing Intermeshing Non-

Co-rotating Counter-rotating  intermeshing

Counter-rotating

Figure 68: Single and twin screw extruder configuration[146, 147]

7.2.2 Injection Moulding

Injection moulding is another important and commonly used processing method
used to manufacture plastic products into complex shapes with precise
measurements. More than 308§ all thermoplastic materials are injection
moulded. The main components are the plasticating unit, clamping unit and the
mould Figure 69) [146]. The plasticatingunit is used to melt and inject the

polymer. It is similar to a single screw extruder, except the screw is known as a
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reciprocation screw because it is able to move backwards and forwards to allow
accumulation and injection of the polymer melt. The clampnit opens and
closes the mould tightly to prevent flashing during filling. The mould distributes

the melt and cools it into various shapb4$6].

Clamping Unit

Feed Hopper
Mould

Nozzle

PlasticatingUnit

|| v m

Check Valve Reciprocating Screw
[ | Heater

L L

Sprue
Mould Cavity

Figure 69: Basic layout of injection moulding components.

During injection mouldhg the polymer is melted in the plasticating unit, injected
at high pressure into the mould and held at pressure while cooled. When cooled
the mould is opened, the part ejected and the process repeated. This process is

usually automated.

7.2.3 Compression Moulding

Compression moulding is often used to produce automotive parts and household

goods [146]. Compression moulding is used for both thermoplastics and
thermosets. During compression moulding the material and additives are placed in

a mould and heateander pressurg={gure 70). This causes the material to melt

and conform to the moul dos shape. Wh e n
compression moulding they must beoled under pressure which increases their

processing time.
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Figure 70: Compression moulding press.

7.2.4 Plastic Waste

Producing synthetic plastic feedstocks accounts f&%4 of oil and gas
production. Because plastics are ahle, water resistant and not susceptible to
bacterial degradation they can persist in the environment for hundreds of years
once discarded. Approximately 200 million tonnes of plastic are consumed
worldwide per year[1l]. Approximately 3045% of the plasti discarded
worldwide is plastic used for packaging or other short life span proffisdis In

New Zealand 252 thousand tonnes of plastic waste is disposed to landfills each
year [5]. Another problem is plastic litter accumulating on land and in the sea

where it is hazardous to anim{g.

Incineration and recycling are methods used to reduce plastic accumulation.
However these methods both have disadvantages. Incineration can potentially
release toxic pollutants and does not remove dependence orenemable
petrochemical resourcelgl, 150] Recycling is difficult because it is labour
(collecting, sorting) and energy intensive. Composites and laminates can also
make some types of plastics difficult to recycle, in addition material properties
also detericate after with each cycle of recyclifg]. Sometimes recycling is not

practical due to contamination or because of the plastid iy 4]

As a result ofincreasing environmental and raw materglpply concerns

associated with petroleum based plasticterest has increased in bioplastics
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made from renewable resources. Bioplastics can potentially be used in a wide
range of short life span applications such as loose fill packaging, packaging,
disposable utensilscompost bags, disposable sporting equipment, controlled
release systems and a variety of agricultural {58%, 152] Many countries are
introducing initiatives and setting goals for future bioplastics use. Some estimates
suggest that global bioplastipsoductioncapacitycould reach 1.7 million tonnes

by 2015 although this is still only a small percentage of all plastic production

which is estimated to be up to 20260 million tonnes

Biodegradable bioplastics can be produced using two methods. ifBheisf
bacterial fermentation using energy sources (e.g. glucose) to produce intracellular
polymers such as polyhydroxyalkanoates or monomers like polylactic acid which
require further polymerisatiofi53-155]. Producing plastic using this method can

be energy intensive and expensijé50, 156, 157] However as technology
improves energy use and costs may decrgélseThe second method is direct
conversion of naturally occurring biological polymers such as carbohydrates and
proteins into bioplastics. THellowing section covers bioplastics produced using
this method.

7.3 Bioplastics Produced from Biopolymers

Biopolymers such as carbohydrates and proteins are widely available, nontoxic,
biodegradable and are usually sourced from agricultural operations making them
available in large quantities at relatively low cd468]. This makes them

potential feedstocksf bioplastics. However they usually require plasticisers and

other additives to aid processirdg]. Bi oplastics are fAbi ode
whose components are derived entirely or almost entirely from renewable raw

mat er[4]l.al s o

Bioplastics have beenrgduced using a range of different biopolymefgy(re
71). Various animal protein sources including egg whites, feather keratin, casein,
whey, collagen and bloodmeadve been used, 142, 143, 15961]. Also plant
sources such as sunflower protein isolate, wheat gluten, soy protein isolate, zein,
starch, corn gluten med§8, 137, 142, 162A66]. In addition to this bioplastics
from human blood plasma plasticised withter and glycerol have been produced
[167].
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Biodegradable Polymers from Renewable Sources

|
!

Biopolymers Biotechnology/Fermentation

Plant derived Monomers requiring polymerisation
+Soy protein isolate *Polylacticacid _
*Wheatgluten *Plant and animal triglycerides

*Sun flower protein isolate

«Zein Intracellular Polymers

«Starch *Polyhydroxyalkanoates (PHB, PHBV)
+Corn gluten meal *Pullulan

Animal derived

*Feather keratin

*Egg whites

*Casein

*Bloodmeal

*Gelatine

Figure 71: Examples of biodegradable polymers produced from renewable sourcgs 8].

The acceptance of bioplastic products by consumers is dependent on factors such
ascost,appearace, colour, feel and smgll68]. Bioplastics can also have poor
mechanical and permeability properties when compared to synthetic pol@ners

4, 169] However these can be improved by chemical modifications, coatings,
blends and composite formatioAdditives such as reactive amino acids and
crosslinkers such as sodium silicate, borax, formaldehyde, glutaraldehyde have
been used to increase molecular interact{@®]. Processing of bioplastics can

also be difficult due to the large amount of interaicand their softening
temperatures being higher than their degradation temperdtlirés Another
problem associated with bioplastics is that some feedstocks (corn, soy, wheat etc.)
are also used in food applications and biofuel production. However bging
products such as bloodmeal could reduce reliance on petrochemical resources,

while also avoiding competition for food and biofuel resources.

7.3.1 Bioplastic Processing and Additives

Solvent casting (wet), compression moulding, extrusion and injeatmulding
(thermoplastic) has been used to process bioplastics. Extrusion and injection
moulding of bioplastics are most favourable and economically viable because they
are already commonly used in the plastics indufdtdd, 172] They also have
relatively low processing temperatures and high production rgté8]. Twin
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screw extruders have better mixing, conveying and shorter residence times so are
often used for processing bioplastics because they are sometimes difficult to
compound and have limited hesigbility [150].

Proteins are heteropolymers made from up to 20 different amino acids in a
specific sequence and structure of varying lengths. This means that there are a
large number of different possible interactions between protein chains that can
make processing difficult with only a small range of operating conditions
available for successfully processing them into a bioplgstid]. However, the

range of amino acidsTéble 36) and possible interactions can also be seen as an
advantage as it means that proteins can be used to produce a range of unique

materials.

Table 36: Amino acid profile of some proteins used to produce bioplastics.

Egg Whey Casein Gelatine Soy Corn Wheat Bloodmeal Bloodmeal
White [173] [173] [174] [173] Gluten Gluten [55] [56]
[173] Meal [175]
[166]
Non-polar
Valine 7.00 6.00 6.60 2.20 5.00 4.60 4.10 9.32 7.08
Leucine 8.50 9.50 9.00 3.30 8.10 14.50 6.80 12.97 11.42
Isoleucine 6.00 6.00 5.10 1.50 4.80 3.50 4.00 0.91 3.19
Phenylalanine 6.00 2.30 5.10 2.40 5.20 4.40 4.90 7.34 6.20
Methionine 3.60 1.90 2.70 0.70 1.30 2.20 1.80 1.01 1.10
Tryptophan 1.40 2.20 1.30 - 1.30 0.30 1.00 - 1.22
Alanine 6.60 5.20 2.90 8.90 4.20 11.50 2.40 7.94 7.69
Proline 3.80 6.60 10.70 24.30 5.10 9.60 13.70 4.12 4.62
Cysteine 2.50 2.20 0.30 - 1.30 1.70 2.10 1.08 1.24
Glycine 3.60 2.20 2.10 21.40 4.10 4.10 3.10 4.06 4.46
Polar
Serine 7.30 5.40 5.60 3.60 5.20 5.50 5.20 4.03 4.08
Threonine 4.40 6.90 4.30 2.10 3.80 3.80 2.50 4.47 3.49
Tyrosine 2.70 2.70 5.60 0.50 3.80 3.40 3.80 2.80 2.34
Acidic Residues
Glutamic acid 13.50 16.80 21.50 10.00 19.00 20.30 37.30 9.08 8.79
Aspartic acid 8.90 10.90 6.60 6.00 11.50 5.50 2.90 10.42 7.17
Basic Residues
Lysine 6.20 8.80 3.80 4.50 6.20 1.40 1.20 10.23 7.85
Arginine 5.60 2.50 3.70 7.80 7.50 2.20 2.40 4.23 4.18
Histidine 2.20 2.00 3.00 0.80 2.60 1.50 2.20 6.13 6.53
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Consolidation of a biopolymer into a bioplastic is the detangling and flow of the
original biopolymer allowing the reformation of new stabilising interactions
between the biopolymer chains and the subsequent formation of a new
homogenous bioplastic matdriduring thermoplastic processing several steps

are required to form a consolidated protein netwb4did]. These are:

1. Disruption of stabilising intermolecular bonds and intermolecular
interactions using additives and plasticisers.

2. Heating above the glassransition temperature allowing increased
molecular movement.

3. Applying mechanical stress to aid molecular rearrangement and form a
homogenous blend.

4. Formation of consolidated network where new stabilising bonds and

interactions are formed.

In general procgsing requires the formation of a melt where the material flows
and is able to be shaped. Large amounts of interactions between protein chains
often mean the temperature where this occurs is above the proteins degradation
temperature. Processing at highmfeeratures can also lead to excessive dinks
formation and poor quality extrudatg&42, 176] Disruption of bonds and
interactions are usually achieved by using additives and plasticlagisd 72)

[144]. This lowers the glass transition temperature and allows the proteins to be

processed.

Reducingagents

e.g Sodium Sulphite\

Cross-links

_§—§g— O0H  Hydrogen
g 0 Bonding

N

CHy CIL 4y ophobic Denaturants e.g. Urea
CH; CH; Interactions

Surfactants
e.g SodiumDodecyl
Sulphate

Plasticisers e.g. Water, Glyceroet———> Ichamspacmg

Figure 72: Protein interactions and action of additives.
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Plasticisers act as lubricants imgreasing chain mobility and lowering the glass
transition temperaturd={gure 73) [144]. Their hydrophilic parts interact with the
polymer and reduce polymgolymea interactions[177]. Plasticisers can also
affect the mechanical properties of the material usually causing a decrease in
resistance and stiffness but an increase in flexibility and maximum elongation
[152]. They are usually used at concentration rangiogn 1050 % (w/w)[152].
Common plasticisers for bioplastics include water, glycerol, sorbitol, polyethylene
glycol, sucrose, glucose, fructose, diethylene glycol and triethylene glycol. More
effective plasticisers will cause a greater reduction in tressgltransition
temperaturg152, 178] A summary of common plasticisers used for bioplastics

and their properties are givenTable37.
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Figure 73: Schematic representation of the thermoplastic process applied to processing biopolymers in
relation to glass transition and plasticiser contenf179].

Plasticisers work by inserting between the polymer chains, acting as a molecular
lubricant and ioreasing free volumgL66]. Small molecules such as water and
glycerol are more effective as plasticisers and often used in different processing
techniques such as film blowing, extrusion, compression moulding and casting.
Lower molecular mass moleculeschuas water and glycerol will be more
effective when compared on a mass basis because each plasticiser molecule can
interact with a protein chain. If a plasticiser has a lower molecular mass then there
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will be more plasticiser molecules increasing plas#éition efficiency.
Hydrophilic plasticisers will interact with polar amino acids while amphiphilic

plasticisers will interact with hydrophobic amino aditi80].

Table 37: Characteristics of some commonly used plasticisef$42, 166

Plasticiser Molecular Mass Hydrogen Bonds Hydrophi(!ic Groups
Water 18 4 gég
Sorbitol 182 18 56
Lactic Acid 90 8 55.6
Glycerol 92 9 55.4
Ethylene Glycol 62 6 54.8
Diethylene Glycol 106 8 47.2
Propylene Glycol 76 6 44.7
Triethylene Glycol 150 10 44.0
1,4-butanediol 90 6 31.80
Dibutyl Tartate 262 14 374
Dibutyl Phthalate 278 4 23.5
Octanic Acid 144 5 22.9
Palmitic Acid 256 5 12.9

The presence of hydrophobic interactions and elinks prohibits processing due

to reduced chain mobility. Sodium sulphite is a reducing agent used to break
disulphide bonds when processing various biopolyrferd7, 143] Surfactants

such as sodium dedyl sulphate have been used to denature and dissociate
proteins and aid processir{d78, 181] Sodium dodecyl sulphate contains a
hydrophobic tail and a negatively charge
hydrophobic regions and the head with evafThis causes the protein to become
detangled and increases its solubility. Urea has also been used to denature and
process proteins as it prevents protein interactions by forming hydrogen bonds
with amino acid§182]. Urea can be used as a plasticiagribis not as effective

as polyol plasticiser§7]. Urea can also migrate out of the bioplastic when the
bioplastic is stored for long periods of time. The processing of biopolymers is

summarised ifrigure74.
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Figure 74: Summary of processing methods for direct conversion of biopolymers into film, sheet and complex
shaped bioplastics.

7.3.2 Previous Studies on Processing of Biopolymers

Many studies have investigated processing biopolymers from agricultural sources
into bioplastics[8]. Corn, wheat, sunflower protein isolate, soy protein isolate,
casein, agar, feathers, egg white and bloodmeal are example biopolymers which
have been studd [8, 9, 143, 159, 163, 18B35]. In addition one study was
identified where human blood plasma was used to produce a biogE&tic
Selections of previous studies are outlined in this section and the mechanical
properties of bioplastics produced frafhfferent biopolymer sources summarised

in Table38.

Jerez et al (2007) compression moulded egg white protein which was plasticised
with glycerol at 60, 90 and 120 under G12 kpsi of pressure. They compared

this to wheat gluten plasticised with glycerol and concluded that egg white protein
was easier to process and required less severe tpgEooessing conditions. In
addition they saw that at high pressures larggregates were formed, indicating

that pressure can cause an increase in intermolecularliciiag. They also
suggested that compression moulding results could be used to help optimise other

thermoeprocessing techniques such as extrufl&g).
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GonzalezGutierrez et al (2010) produced bioplastics from albumen blended with
wheat gluten, potato starch and corn starci3Q@ w/w) with glycerol as the
plasticiser (37.5% w/w). The material was compression moulded aC1#ith

10 MPa pressure for 10 minute8Vhen compared to linear low density
polyethylene the produced bioplastics had much lower tensile strengths and
elongations. They also found that starch addition reduced mechanical properties
of the protein bioplasticd60].

Lagrain et al (2010) reviewdtie use of wheat gluten in bioplastics. They found
that aggregation during therapwocessing occurs through inter and intra protein
chain covalent crodslinking. They suggested that in addition to temperature,
pressure and mechanical shear was importamause they increased the
molecular mobility of the protein chains and increased the amount of reactive sites
available for cros$inking. Due to the large number of possible crliisking
reactions which will increase viscosity and restrict processing,dhggested that
successfully extruding wheat gluten was only possible in a small window of
processing conditions and at relatively low temperatures-1880C).
Plasticisation with water, glycerol, polyols, oligosaccharides or lactic acid was

recommende{b].

Redl et al (1999) extruded wheat gluten plasticised with glycerol using a co
rotating twin screw extruder with three heating zones which were varied between
60-140°C and screw speed betweenZID rpm. The extruder was fitted with a
converging die witldiameters 19, 8 and 5 mm. They found that when the severity
of the processing conditions were kept low (low rpm and temperature), extrudate
surfaces were smooth. Increasing the severity of the processing conditions caused
increased network formation due tovalent crossnking. This resulted in
reduced chain mobility and disrupted or poor quality extrudagsy.

Mo and Sun (2000) compression moulded (€020 MPa, 5 minutes) soy
protein isolate which had been modified using SD&0% w/w). They foundhat

at up to 1% SDS, strength increased and suggested that the partially unfolded soy
protein increased the amount of surface area for interactions between side groups
as well as increased the amount of chain entanglements formed during-thermo

processingvhich lead to improved strength. At high SDS levels (e.g. 10%) the

144



strength decreased and it was suggested that the high SDS levels disrupted the
protein matrix and also reduced the interactions between the protein chains. They
al so found t blestdecr¥ased withdnsreasing &DS concentration,
therefore indicating that SDS was acting as a plasticiser. The plasticising effect of
SDS was also observed in other stufi&s].

Biopolymers sourced from agricultural rendering operations are attractive
feedstocks for producing bioplastics because they are cheap, readily available in
large quantities and do not compete with the human food and biofuel industries.
Feathermeal and feather keratin are readily available low cost rendering products
which are ued as animal feed 43, 185] Feathermeal is insoluble and stabilised

by disulphide crostinks; therefore it must be processed under higher
temperatures and pressures or with additives such as sodium sulphite to remove
the crosdinks. Sharma et al (2008(ompression moulded hexane defatted
feathermeal (15, 20 MPa, 5 minutes)They found that after processing,
irreversible rearrangement of the protein occurred and suggested that heat and
pressure could contribute to the formation of new structures glyslastic
processing185].

The main problem with compression moulding is that it is not a continuous
process and will have lower productivities when compared to extrusion. Barone et
al (2006) extruded feather keratin {60% w/w) blended with water {88%

w/w), sodium sulphite (5% w/w) and glycerol (130% w/w). Extrusion was
carried out using a single screw extruder heated to betweel400. The
extruder waditted with a 0.5 mm slit die. They found that increasing sodium
sulphite concentration inased the amount of disulphide crdis&s broken.

They also found that processing with higher sodium sulphite concentrations
resulted in increased crystallinity of the bioplastic and suggested this was due to
breaking of the disulphide crofisks freeingthe keratin chains and allowing

them to rearrange during processjhg3].
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Bloodmeal is another rendering product which has been used to produce a
bioplastic[7, 9, 17] Verbeek and van den Berg (2011) extruded bloodmeal which
had been blended with watesodium sulphite, SDS and urea. Extrusion was
carried out using a twin screw extruder with screw speed 150 rpm, 4 heating
zones at 70, 100, 100, 1M and a 10 mm die heated to 120 They found that
extrusion was only possible when sodium sulphite wasl tis break disulphide
crosslinks. In addition, extrusion and consolidation was also dependent on SDS,
but excessive amounts would restrict reformation of new stabilising interactions.
Excessive amounts of urea also reduced mechanical properties aspeetedx

for plasticisers. They found that a material could be produced with good
consolidation and mechanical properties when 6Gpptater, 1 ppby sodium
sulphite, 1 ppkv SDS and 20 ppu urea were used. Subsequent studies revealed
that mechanical propeges could be modified by varying the levels of each
additive. Addition of triethylene glycol (TEG) as a plasticiser also increased its
flexibility. The optimum formulation was chosen to be 60 gplvater, 3 ppbw
sodium sulphite, 3 pgiy SDS, 10 ppkv urea and 10 pply TEG[19].

In another example where blood proteins where used to produce bioplastics,
Burgess et al (2008) produced bioplastic sheets from human blood plasma
plasticised with water and glycerol by compression moulding2& Bpsi and 55

150 °C. These sheets could be used for drug delivery, barrier membranes and
scaffolds for tissue repair. The feed material is not available in large quantities
and had a high value which makes it not applicable to lower value and high

volume use applicaties such as single use packadibg7].

Treating bloodmeal with PAA reduced the amount of intermolecular interactions
of bloodmeal (Chapter Six). Successfully extruding biopolymers requires
equilibrium between removing these forces and reforming them ldistathe

new bioplastic structure. Therefore the amount of interactions between bloodmeal
protein chains may need to be increased to aid processing.-lQkaess and
agents which increase intermolecular forces such as hydrogen bonding have been
used toimprove the mechanical properties of bioplastics and other products from
biopolymers. Borax contains hydroxyl groups and can increase hydrogen bonding
of polymers[187]. Coviello et al (2009) used borax, aluminium and iron to
increase the molecular inteteans of scleroglucan hydrogels and tablets. They
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found that borax was able to increase hydrogen bonding and increased strength,
whereas aluminium and iron decreased strefigiH].

Sodium silicate can increase electrostatic interactions and hydrogemdond
between biopolymerg188, 189] Lin and Gunasekaran (2010) produced an
adhesive using cow blood and sodium silicate-@¥bv/v). They found that the
adhesive had similar bonding strengths to conventionally used phenol
formaldehyde in dry conditions.h€& presence of sodium silicate above 2% (v/v)
improved water resistance but bonding in wet conditions was still weaker than
when phenol formaldehyde was usgd9]. Coradin et al (2003) studied the
interactions between bovine serum albumin and sodiunat&lidhey found that

at pH 4.7, the negatively charged sodium silicate caused aggregation of positively
charged bovine serum albumin. They suggested that protein unfolding due to pH
combined with the electrostatic effect of sodium silicate contributedhéo t

aggregation of bovine serum albuniir®0].

These studies showed that processing conditions such as temperature, pressure
and additives varied greatly depending on what biopolymer was being processed
into a bioplastic. Most studies showed water was reduas a plasticiser, and it

was often used in combination with another plasticiser such as glycerol. It was
also found that extrusion was the most desirable process because it is continuous
and will have higher productivity. However it was found to be ifficdlt
processing method and extrudate quality varied greatly depending on specific
mechanical energy input and additives used. It was suggested that compression
moulding be used as a scouting method first then applying the best conditions to
extrusion. No studies were found which attempted to process decoloured or
chemically treated bloodmeal into a bioplastic.
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Table 38 Examples of bioplastics made with various proteins, additives, processing methoddaheir properties [17, 19, 137, 143, 160, 16165, 169, 181, 183, 19196]

Protein Plasticiser/Additives (wt %) Processing Method Tensile Strength (MPa) Youngds Modul Elongation (%)
Agar [197] Water (96), Glycerol (1.3) Solvent Casting 29.7 - 45.3
Casein [198] Glycerol (30), Aldehyde Cross-linkers (2)  Solvent Casting 49-52 1107-1391 -
Casein and Maillard Modified Glycerol (20) Solvent Casting - - 13.4-42.5
Casein [199]
Whey Protein Isolate [200] Glycerol (30) Solvent Casting 8 275 20
Starch [165] Glycerol (0-20) Extrusion, Compression - 710-1380

Moulding
Wheat Gluten [160] Glycerol (37.5) Compression Moulding 0.52 - 235
Wheat Gluten [172] Glycerol (25) Extrusion 2-5.1 4-26 85-165
Wheat Gluten + Corn Starch Glycerol (37.5) Compression Moulding 0.13 - 70.8
(20 wt %) [160]
Wheat Gluten + Potato Starch ~ Glycerol (37.5) Compression Moulding 0.32 - 163.5
(20 wt %) [160]
Soy Protein Isolate + Corn Water, Glycerol (11.5 total) Extrusion, Injection 2.9-3.9 28-46 69.4-94.7
Starch (50 wt %) [194] Moulding
Soy Protein Isolate + Glycerol (0-20), Sorbitol (0-20) Extrusion, Injection 9-13 200-800 -

Polyester Amide (33 wt %)
[196]

Moulding
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Protein Plasticiser/Additives (wt %) Processing Method Tensile Strength (MPa) Youngobés Modul Elongation (%)

Soy Protein Isolate [181] Sodium Dodecyl Sulphate (0,0.5, 1, 5, Compression Moulding 5.38-26.5 758-1667 1.4-2.4
10)

Soy Protein Isolate [163] Sodium Dodecyl Sulphate, Solvent Casting 3-23 436-1718 1-6.9
Polycaprolacton-triol (various)

Soy Protein Isolate [169] Glycerol (0-30), Stearic Acid (0-30) Solvent Casting 6.2-18.1 120.2-1121.7 3.6-168.4

Sunflower Protein Isolate Water (18), Glycerol (4-22) Extrusion, Injection 10.6-16.1 500-2000 0.58-1.8

[162] Moulding

Sunflower Protein Isolate Water (10.5), Glycerol (37) Film Extrusion 3.2 18 73

[193]

Corn Gluten Meal and Starch Glycerol (20) Compression Moulding 2.5-3 100-250 20

(25, 50, 75, 100 wt %) [184]

Zein [192] Sodium Dodecyl Sulphate (0-10) Extrusion, Compression 17.3-22.4 186-299 11-13

Moulding

Zein (various sources) [162] Polyethylene glycol (25) Compression Moulding - 4.1-383 42-270

Zein [164] Oleic Acid (30-50), Linoleic Acid (37.5- Hot Press 2-9.4 136-557 5.9-46.9
44.4)

Starch-Zein (0-100 wt %) Glycerol (22, 30, 40) Compression Moulding 1.5-12 10-1150 2-66

[183]

Bloodmeal [17] Water (32), Urea (11), Sodium Sulphite Extrusion, Injection 9.6 534.9 121

(1.6), Sodium Dodecyl Sulphite (1.6)

Moulding
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Protein Plasticiser/Additives (wt %) Processing Method Tensile Strength (MPa) Youngobés Modul Elongation (%)

Bloodmeal Water (33), Urea (11), Sodium Sulphite Extrusion, Injection 8 320 -
(0.5), Sodium Dodecy! Sulphite (0.5) Moulding

Bloodmeal [19] Water (22.7), Urea (5.7), Sodium Extrusion, Injection 5.7 494 81
Sulphite (1.7), Sodium Dodecyl Sulphite Moulding
(1.7), Triethylene Glycol (11.36)

Feather Keratin [143] Glycerol (30), Water (8), Sodium Extrusion - 25 8-50
Sulphite (2)

Feathermeal + Whey or Water (25) Compression Moulding 9-13 2000-3500 1.4-1.8

Albumen (50 wt %) [185]

Gelatine [195] Glycerol (30) Compression Moulding 3.9 3.7 96.9

Human Blood Plasma [167] Glycerol, Water Extrusion, Compression 0.8 9 -

Moulding
Egg White [159] Glycerol (37.5) Compression Moulding 7.1 - 130
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7.4 Conclusion

Renewed attention in bioplastics emerged because of concerns with petroleum
levels and pollution caused by synthetic polymers. Different methods for
producing biodegradable bioplastics include biotechnology/fetatien and
direct conversion of biopolymers into products. Direct conversion involves

solvent casting and thermoplastic processing.

Due to the complex nature of biopolymers and their many different stabilising
interactions, thermoplastic processing isyopbssible within a small window of
processing conditions. Another problem is that the glass transition temperature is
usually higher than the degradation temperature. To reduce the glass transition
temperature and enable processing required the use fafctamts, reducing
agents, surfactants and plasticisers to reduce interactions and increase chain
mobility enabling the formation of a melt. The type and amount of additives
required for processing is dependent on the type of biopolymer, its structure and
amino acid content. After or during the end of processing new interactions are

formed which stabilise the final structure.

For bioplastics to become economically viable they must be processed using
common plastics processing methods such as extrusionesSfigty extruding
bioplastics requires equilibrium between the loss of molecular interactions
(enabling melt and flow) and the reformation of molecular interactions which
stabilise the extrudate. High temperatures can lead to excessive stabilising
interadions (e.g. crosfinks) forming during extrusion causing the extruder to
fail, poor quality extrudate or degradation. Whereas insufficient temperatures

prevent melt formation.

When processing biopolymers using extrusion, there are a wide range of gariable
such as biopolymdpiopolymer interactions, biopolymadditive interactions,
temperature and shear. A balance between reducing interactions allowing
melt/flow and the formation of new interactions which stabilise the product must
also be achieved. Thdoee successful extrusion is influenced by many factors
and it is difficult to achieve and only possible within a small window of

conditions.
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Chapter 8

Processing Decoloured Bloodeal Powders

Twin screw atruderat Waikato University.



8.1 Chapter Overview

Peracetic acid has been used to decolour and deodorise bloodmeal. This chapter
investigatel the use of decoloured bloodmeal powders for bioplastic production.
The aim of thissection was to identify the additives and processing conditions
required to produce a consolidated bioplastic from PAA decoloured bloodmeal
powders. This was achieved by investigating many combinations of water,
plasticisers (TEG, glycerol), SDS, sodiumpdite, urea and additives which aid

the formation of stabilising interactions (sodium chloride, sodium silicate and

borax).

Initial extrusion trials usind®AA, hydrogen peroxide and sodium chlorite treated
bloodmeal were carried out ngi the standard forula (10 ppby urea, 3 ppbwu
sodium sulphite, 3 pgin SDS, 60 pphv water, 10 pppu TEG) for processing
untreatedbloodmeal into Novatein Thermigstic Protein (NTP). Hydrogen
peroxide and sodium chlorite treated bloodmeal extrusions were unsuccessful and
resulted in the extruder blocking, as well as the return of the bloodmeal smell.
This result further justified the decision not to use these methods. PAA treated
bloodmeal extrusion had limited success, the extruder did not block but instead

the extrudatevas small sections of compressed powder.

Subsequent extrusions revealed that if acetic acid was not neutralised the
extrudate would darken possibly due to the acetic acid degrading the protein
through deamidation. PAA treatment reduced stabilising inferact of
bloodmeal and because successful extrusion required equilibrium between the
removal of forces in the extruder barrel and the formation of new stabilising
forces as the material exits the die it was initially thought that additives were
required tohelp reform the stabilising interactions. However, when these were
used extrudates were sections of compressed powders, indicating increased

aggregation but no melt formation.

It was found that extrudate quality improved when only wateG and SDS was
used. However the extrudates were still not completely consolidated and still
contained sections of compressed powdetrusion wasa difficult techniqueto

use as a scoping method due to the wide range of varifbksd rate, barrel

153



temperatures, die sizecrew speedand a switch to compression moulding was
made. Compression mouldiraghievedcompleteconsolidation of PAA treated
bloodmeal usin@5 pplyw water,3 pphsm SDS and20 pplsm TEG. This showed
that it was possible to produce a consolidated beim using PAA treated

bloodmeal but high pressure was required.

A return to extrusion wamade using 3, 4 and 5% PAA treated bloodmeal. In
addition the extrudate was granulated and injection mouiolexbtain the high
pressures required. After injectionoulding, consolidated and flexible samples
were obtained and their colourgere brown (3% PAA treated bloodmeal),
yellow/orange (4% PAA treated bloodmeal) agdllow (5% PAA treated
bloodmeal) Bioplastics produced using 3% PAA treated bloodmeal were not
chosen to be investigated further because of its dark brown colour and bioplastics
produced from 5% PAA treated bloodmeal were not investigated further because
they broke apart easily when stretchk@s PAA treated bloodmealaschosen to

be optimised bsause it produced the best extruded and injection moulded

samples.
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8.2 Experimental
8.2.1 Aim

The aim of this section was to investigate the processing of decoloured and
deodorised bloodmeal powders into a bioplastic using extrusion, compression

mouldingand injection moulding.
8.2.2 Methods and Materials

8.2.2.1 Standard Method for Producing Novatein ThermoPlastic
Protein

Processing bloodmeal into Novatein TheRtastic Proteir(NTP) requires water,

urea, sodium sulphite and sodium dodecyl sulphate. Sodium sulphite is required to
break covalent crosslinks. While urea and sodium dodecyl sulphate act as
processing aids by denaturing the protein. After processing water content was
reduced allowing new intermolecular interactions to form. The materials

properties vary depending on the amount of additives used [9, 17, 19].

The standard method for producing NTP involves dissolving urea (10 pphBM),
sodium sulphite (3 pphBM, sodium dogksulphite (3 pphBM) in water (60
pphBM) and heating the solution to 60 °C while stirring. The hot solution is added
to the bloodmeal in a high speed mixer and blended for 5 minutes. Triethylene
glycol (10 pphBM) is then added and the mixture blendea flarther 5 minutes.

The preextrusion mixture (PNTP) is left for at least one hour to equilibrate.
Extrusion is carried out using a twin screw extruder with temperature profile 70,
100, 100, 100, 120°C from the feed zone to the die. The extrudate idatgdnu
and injection moulded with temperature profile 100, 100, 100, 115, 120°C from
feed to exit. The mould was heated to 65 °C [7, 18]. The final material is black

and has an offensive odour.

8.2.2.2 Producing Decoloured Bloodmeal Powders

Several decolo@d bloodmeal powders were produced for processing trials by
treating 100 g bloodmeal with 300 g of sodium chlorite, hydrogen peroxide or
PAA solution Table39). After 5 minutes of continuous mixing, 300 g distilled
water was then added to create a slurry which was then filtered. The treated

bloodmeal was washed again with 200 g distilled water. It was frozen and freeze
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dried overnight using &abconco Freezone 2.5 fme dryerto 58% moisture.

They were then ground with a bench top grinder and sieved usingrarvoi@ve.

In some cases when using PAA, acetic acid was neutralised by submerging the
filtered and treated bloodmeal in 300 g distilled water and adjustipiit@ by
adding 1 mol/L sodium hydroxide solution. The slurry was then filtered, washed,

dried, ground and sieved as normal.

Table 39: Decoloured bloodmeal powders used for extrusion, injection moulding and compression moulding.

Type of Treated Bloodmeal Powder

Sodium Chlorite (5%) treated bloodmeal

Hydrogen Peroxide (30%) treated bloodmeal

Peracetic Acid (3%) treated bloodmeal

Peracetic Acid (4%) treated bloodmeal

Peracetic Acid (5%) treated bloodmeal

Peracetic Acid (3%) treated bloodmeal (Acetic Acid Neutralised)
Peracetic Acid (4%) treated bloodmeal (Acetic Acid Neutralised)

Peracetic Acid (5%) treated bloodmeal (Acetic Acid Neutralised)
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8.2.2.3 Extrusion

Decoloured bloodmeal powder was processed inteextr@ision mixtures by

dissolving various preveighed amounts of additives in different volumes of

distilled waterheated to 60C while stirring Table 40). The hot mixture was

added to the decoloured bloodmeal powder and mixed in a high speed mixer for

five minutes. Plasticiser (TEG or glycerol) was then added and thexpresion

mixture mixed for a further 5 minutes. The mixture was transferred to an dir tigh

bag and left in the fridge af@ overnight to equilibrate.

Table 40: Additives used for processing.

Material Supplier Grade Purpose Amount
(Pphewm)

Sodium Dodecyl Biolab Technical Surfactant 0-6

Sulphate (SDS)

Sodium Sulphite BDH Lab Supplies Analytical Remove cross-links 0-6

Urea Agrinutrients-Balance Agricultural Denaturant 0-10

Distilled Water Plasticiser, Dissolve 0-60
Additives

Triethylene Glycol BDH Lab Supplies Analytical Plasticiser 0-40

Glycerol BDH Lab Supplies Analytical Plasticiser 0-45

Sodium Chloride Ajax Finechem Analytical Increase Aggregation 0-10

Sodium Silicate Ajax Finechem Analytical Increase Electrostatic 0-15
Interactions

Borax Ajax Finechem Analytical Increase Hydrogen 0-15

Bonding

Extrusion was carried out using a ThermoPrism -I8HC twin screw extruder

fed with a rotating augefhe feed rate was adjusted to-3® g/min. Feed zone

temperature was varied betweenI¥C and barrel temperature (zones 2, 3

and4) between 10040°C. The exit die temperature was varied between- 120

155°C. The screws were operated between1®0 RPM and die size was either 5

mm or 10 mm in diameteFi{gure75).
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Material Flow

Feed Auger

8
__Izz_:l/!(_i_e_r___________ l\ielt_ o Consolidation
ThermoPrism
TSEIETC My s e,
Mixing Mixing Mixing
Motor Zone 1 Zone 2 Zone 3

Feed Zone/Zone 1 Zone 2 Zone 3 Zone 4 Die

Figure 75: Extrusion screw configuration and heating zones.

8.2.2.4 Compression Moulding

3pphsm SDS was dissolved in 25phsy distilled water.The solution was heated
and stirred to 60°C. The hot solution was addedl#? PAA decdoured
bloodmeal (acetic acid neutraliseddnd mixed in a high speed mixer for 5
minutes. 20pphsm TEG was added and mixed for further 5 minut@fiese

conditions were chosen after several initial compression moulding trials.

50 g of themixture wascompression moulded using a hydraulic press with top
and bottom heated platesh&mixture was placed in thpreheated mouldsize

150 x 220 x 2 mmpand compression moulded at 110°C (top and bottom plate)
under2.2 MPaof pressure for 5 minutes. Heating was adroff after 5 minutes

and the mould was left under pressure for a further 5 minutes. The pressure was
released, the sheet removed and left to cool.

Compression mouldechset colour was measuredmtiltiple randomly selected
locations using a Chroma Metegt in L*a*b* (CIE 1976) mode using D (6504K)
illuminant conditions. L*a*b* values were converted to R@mJ averageercent

whiteness calculated
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Material and Additives
3pphgy SDS

25pphgy, distilled water
20pphgy TEG

Top Plate 110 °C

Mould [

4 2.2 MPa
/ 50 g \ )

/

Bottom Plate 110 °C

Figure 76: Compression moulding conditions.
8.2.2.5 Injection Moulding

After extrusion, some samples were granulated using-laldde granulator from
Castin Machinery Manufacturer Ltd and injection moulded into tensile test
specimens using a Boy 35A injection moulder. Injection pressure was 160 bar and
back pressure 10 bar. The mouldasvwater heated to 7 and the barrel
temperature profile from feed to exit was 100, 100, 100, 115,CLZ0he clamp

pressure was 270 kN and the total cycle time was 45 seconds.

Boy 35A
Feed Hopper

70 eC Heaters

120 e@15 eT00 eL00 d®oO| ecC
— ]
[~V

Hydraulics [ — Hydraulics

L L1

270kN

Figure 77: Injection moulder configuration and temperature settings.
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8.3 Results and Discussion

8.3.1 Extrusions with Sodium Chlorite, Hydrogen Treated Bloodmeal

Sodium chlorite, hydrogen peroxide and PAA treated bloodmeal were extruded
using the existing NTP (10 pgh urea,3 pptem SDS, 3 ppbw sodum sulphite,

60 pphem water, 10 ppbv TEG) formulation. Initial attempts to extrude sodium
chlorite and hydrogen peroxide decoloured bloodmeal resulted in excessive
pressure and torque readings and the extruder blocking. This could have been
caused by agggates and disulphide cregsks formed during the decolouring
treatment. These would not have been detected during gel chromatography
because the sodium sulphite in the dissolving buffer would have removed them.
No consolidation or melt formation was elpged when the extruder was opened

for cleaning Figure 78). In future studies, problems with the extruder blocking
could be avoided by using a mixirapamber to investigate processing prior to

extrusion. However this piece of equipment was not available during this study.

When the preextrusion mixture for sodium chlorite and hydrogen peroxide
treated bloodmeal was prepared the original bloodmeal aeturmed when the
denaturants were added. In addition a chlorine smell was also observed for
sodium chlorite treated bloodmeal and a burnt hair smell for hydrogen peroxide
treated bloodmeal. This justified the previous decision made in Chapter Five of

notutilising these two treatment methods.

>

Figure 78: Failed attempt at extruding sodium chlorite treated BM.
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8.3.2 Extrusions with Peracetic Acid Treated Bloodmeal

Initial attempts to extrude 3% PAA treated bloodmeal using ekisting
formulation for producing NTP were also unsuccessful. However the extruder did
not block as was the case for sodium chlorite and hydrogen peroxide treated
bloodmeal. Instead extrusions resulted in the extrudate exiting the extruder as
either a powler or small sections of compressed powder. Wherextresion
mixtures where being produced a strong acetic acid smell was observed but the

characteristic bloodmeal smell did not return.

3% PAA treated bloodmeal was used because this was the lowestetreatm
strength which removed the smell from bloodmeal. Below this strength smell and
colour removal was not sufficient. Choosing the lowest possible PAA treatment
strength also meant that the processing behaviour of the decoloured powder could
be as close apossible to the untreated bloodmeal making results easier to
understand.

Extrusion trials withPAA treated bloodmeal resulted in the formation of four
general types of extrudate as shown Table 41. Additives, processing
combinations and the resultant extrudate type are summariSebie42 and a

full photo summary can be found in Appendix
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Table 41: Types of extrudate formed when extruding three percent PAA treated bloodmeal with different
additives under various processing conditions.

Type 1. Powder/Compressed Powder

i
P

There was no melt formation and extrudate exited the extruder as powder or small sections of compressed

vl ! |

powder. The sections of compressed powder had high amounts of surface defects and broke apart easily if bent
or compressed.

Type 2. Dark Poorly Consolidated/Compressed Powder Extrudate

|

No melt formation and extrudate flowed poorly out of the extruder causing high pressures and torque. Extrudate

RSy,
)

was not flexible or rubbery and broke when bent. Surface defects such as voids, cracks and shark skinning

were also present.

Type 3. Semi-Consolidated with Rough Surface and Powdery Sections

TP T [TV TeeTOTeTeT T
Extrudate flowed well out of the extruder with moderate pressures and torque. Extrudate was flexible and

rubbery but had large sections with defects such as voids, cracks, compressed powder sections and shark

skinning. They also broke easily when bent or compressed.

Type 4. Semi-Consolidated with Semi Smooth Surface

e

1
Extrudate flowed well out of extruder with moderate pressures and torque. Extrudate was flexible and rubbery
and its surface was reasonably smooth. Some surface defects such as small cracks, powder and shark skinning

were present.
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Table 422 Summary of extrudates produced using various additive and processing combinatiorided=Poor, =Average, =Good.
Additives (pphgwm)
Additives to Decrease Additives to Increase Plasticisers Processing Conditions
Interactions Interactions
Treatment Type Urea SDS Sodium Salt Borax Sodium Water TEG Glycerol Screw Temperature Profile Die Extrudate
Sulphite Silicate Speed (feed to die °C) Diameter Type
(RPM) (mm)
Initial Trials
Sodium Chlorite (5%) 10 3 3 - - - 60 10 - 150 70,100, 100, 100, 120 10 Blocked
Hydrogen Peroxide (30%) 10 3 3 - - - 60 10 - 150 70,100, 100, 100, 120 10 Blocked
PAA (3%) AA not 10 3 3 = = @ 60 10 - 150 70,100, 100, 100, 120 10 1
Neutralised
Extrusion Trials with Peracetic Acid Treated Bloodmeal (Acetic Acid Not Neutralised)
PAA (3%) 10 3 3 - - - 60 10 - 150 80,110, 110, 110, 130 10 1
PAA (3%) 10 3 3 - - - 60 10 - 150 70,100, 100, 100, 120 5 1
PAA (3%) 10 3 3 - - - 60 10 - 150 80, 110, 110, 110, 130 5 1
PAA (3%) 10 3 3 - - - 60 10 - 150 90, 110, 110, 110, 120 5 1
PAA (3%) 10 3 3 - - - 60 10 - 150 90, 110, 115, 120, 120 5 2
PAA (3%) 10 6 3 - - - 60 10 - 150 70, 105, 110, 110, 120 5 1
PAA (3%) 10 6 3 - - - 60 10 - 150 70, 110, 110, 110, 130 5 2
PAA (3%) 10 6 3 - - - 60 10 - 125 70, 110, 110, 110, 130 5 2
Extrusion Trials with Peracetic Acid Treated Bloodmeal (Acetic Acid Neutralised)
Standard Additives
PAA (3%) 10 3 3 - - - 60 10 - 150 70, 100, 100, 100, 120 10 1
PAA (3%) - - - - - - 60 - - 150 70, 100, 100, 100,120 5
PAA (3%) 10 - - - - - 60 - - 150 70, 100, 100, 100, 120 5
Additives to Increase Aggregation, Electrostatic Interactions and Hydrogen Bonding
PAA (3%) 10 - - 10 - - 60 - - 150 70, 100, 100, 100, 120 5 1
PAA (3%) 10 - - 10 - - 60 - - 150 95, 105, 105, 105, 120 5 1
PAA (3%) 10 - - - - 20 60 - - 150 80, 100, 100, 100, 120 10 2
PAA (3%) - - - - 5 - 60 10 - 150 70, 100, 105, 110, 130 10 2
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Treatment Type Urea SDS Sodium Salt Borax Sodium Water TEG Glycerol Screw Temperature Profile Die Extrudate
Sulphite Silicate Speed (feed to die °C) Diameter Type
(RPM) (mm)
Extrusion Trials with Peracetic Acid Treated Bloodmeal (Acetic Acid Neutralised) Continued
Additives to Increase Aggregation, Electrostatic Interactions and Hydrogen Bonding Continued
PAA (3%) 10 - - - - 20 60 10 - 140 75, 100, 100, 100, 120 10 2
PAA (3%) - - - - - 5 60 - - 140 70, 100, 100, 100, 120 10 2
PAA (3%) - - - - - 10 60 - - 140 70, 100, 100, 100, 120 10 2
PAA (3%) - - - - - 15 60 - - 140 70, 100, 100, 100, 120 10 2
PAA (3%) 10 15 - - - 10 60 10 - 150 70, 100, 100, 100, 120 10 2
PAA (3%) - - - - - 15 60 5 - 150 70, 100, 100, 100, 120 10 2
PAA (3%) - - - - - 15 60 10 - 150 70, 100, 100, 100, 120 10 2
PAA (3%) - - - - - 15 60 15 - 150 70, 100, 100, 100, 120 10 2
PAA (3%) 10 - - - 5 - 60 10 - 150 70, 105, 110, 110, 125 10 2
PAA (3%) - - - - 10 - 60 - - 150 70, 100, 100, 100, 120 5 2
PAA (3%) - - - - 10 - 60 10 - 150 70, 105, 110, 110, 130 5 2
PAA (3%) - 3 - - 5 - 60 10 - 150 70, 105, 110, 110, 130 5 2
PAA (3%) - 3 - - 5 5 60 10 - 150 70, 100, 100, 100, 120 10 2
PAA (3%) - - - - 5 - 60 10 - 150 70, 100, 100, 100, 120 10 2
PAA (3%) - - - - 5 - 60 10 - 150 70, 100, 105, 110, 125 5 2
PAA (3%) - - - - 5 - - - 45 80 70, 100, 105, 110, 125 5 2
PAA (3%) - - - - 5 - - - 45 150 70, 100, 105, 110, 125 5 2
PAA (3%) - - - - 5 10 60 15 - 150 70, 100, 100, 100, 120 5 2
PAA (3%) - - - - 5 10 60 15 - 150 70, 100, 110, 115, 125 5 2
PAA (3%) - - - - 5 10 60 15 - 150 70, 100, 110, 120, 130 5 2
PAA (3%) - - - - 5 - 60 15 - 150 70, 100, 110, 120, 140 10 2
PAA (3%) - - - - 10 - 60 15 - 150 70, 100, 110, 130, 140 10 2
PAA (3%) - - - - 5 25 60 15 - 150 70, 100, 110, 130, 140 10 2
PAA (3%) - - - - 5 60 15 - 150 70, 100, 110, 130, 140 10 2
PAA (3%) - - - - 10 25 60 15 - 150 70, 100, 110, 130, 140 10 2
PAA (3%) - - - - 10 5 60 15 - 150 70, 100, 110, 130, 140 10 2
PAA (3%) 5 - - - 10 - 60 15 - 150 70, 100, 110, 130, 140 10 2
PAA (3%) - - - - 15 - 60 15 - 150 70, 100, 110, 130, 140 10 2
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Treatment Type Urea SDS Sodium Salt Borax Sodium Water TEG Glycerol Screw Temperature Profile Die Extrudate
Sulphite Silicate Speed (feed to die °C) Diameter Type
(RPM) (mm)
Extrusion Trials with Peracetic Acid Treated Bloodmeal (Acetic Acid Neutralised) Continued
Urea and SDS

PAA (3%) 10 3 - - - - 30 30 - 150 80, 100, 100, 105, 125 10

PAA (3%) 10 3 - - - - 40 30 - 150 70, 110, 115, 130, 140 10

PAA (3%) 10 3 - - - - 30 30 - 150 80, 100, 120, 140, 155 5 2

SDS

PAA (3%) = 6 = = = = 25 30 = 100 80, 100, 100, 105, 130 10 3
PAA (3%) S 6 S = = s 25 2 2 150 80, 100, 100, 105, 125 10 3
PAA (3%) 2 6 2 = = s 25 = = 100 80, 100, 100, 105, 125 10 3
PAA (3%) 2 6 2 = = s 25 15 = 150 80, 100, 100, 105, 125 10 3
PAA (3%) - 6 - = = - 40 30 = 150 70, 100, 100, 100, 120 10 3
PAA (3%) - 45 - = = - 20 30 = 150 80, 100, 100, 105, 125 10 3
PAA (3%) 2 3 2 = = s 30 30 2 150 80, 100, 100, 105, 125 5 3
PAA (3%) - 6 - - - - 20 30 - 150 80, 100, 100, 105, 125 10 3
PAA (3%) - 6 - - - - 30 25 - 100 80, 100, 100, 105, 125 5 3
PAA (3%) - 6 - - - - 30 25 - 75 80, 100, 100, 105, 125 5 3
PAA (3%) - 6 - - - - 25 30 - 120 80, 100, 100, 110, 125 5 4
PAA (3%) - 6 - - - - 25 30 - 150 80, 100, 100, 100, 120 10 4
PAA (3%) - 6 - - - - 50 40 - 125 80, 100, 100, 110, 120 10 4
PAA (4%) - 3 - - - - 50 30 - 150 80, 100, 100, 110, 125 10 4
PAA (4%) - 6 - - - - 25 30 - 150 80, 100, 100, 110, 125 10 4
PAA (4%) - 6 - - - - 50 40 - 150 80, 100, 100, 110, 125 10 4
PAA (5%) - 6 - - - - 50 20 - 150 80, 100, 100, 115, 135 5 3
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8.3.3 Extruding Peracetic Acid Treated Bloodmeal

8.3.3.1 Extrusions without Neutralising Acetic Acid

PAA treated bloodmeal (acetic acid not neutralised) was extruded using the NTP
formulation. These extrusions resulted in compressed powders and no melt
formation (type one). A strong acetic acid smell was also observed during mixing
and extrusion. It appead that a higher temperature was required to form a melt,
but when this was done the extrudate darkened and material clumped in the feed
zone, most probably due to water evaporating in the barrel because of the high
temperatures and accumulating therevitius studies have shown that successful
extrusion requires equilibrium between the loss of stabilising interactions which
allows the material to flow and entangle during extrusion and the reformation of
stabilising interactions as the extrudate exits theéruder which leads to
consolidation. Literature has shown that acetic acid can denature and degrade
proteins through deamidati¢h39, 201] This could explain why no consolidation
occurs and the extrudate darkens when PAA treated bloodmeal is extruded
without neutralising the acetic acid. If it was not neutralised it could have caused
excessive denaturation and prevented the formation of the stabilising forces
required for consolidation. It could have also caused degradation which resulted in

the dark oloured extrudate.

The presence of urea, sodium sulphite &S may not be necessary because
PAA treatment has already reduced some of the interactions. The reduction of
interactions byPAA treatmentcombined withthe presence aicetic acid and the

othe denaturants may also be preventing the reformation of chain interactions
during extrusionWhen acetic acid was neutralised and the temperature increased
no darkening occurred which confirmed that acetic acid was responsible for the
dark extrudate. It wsa decided that acetic acid should be neutralised before
extrusion to prevent excessive denaturation and degradation. It was also decided
to carry out extrusion trials with additives which increase interactions as well as

less/different combinations of uresodium sulphite, SDS, water and TEG.
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8.3.3.2 Extrusions with Additives to Increase Interactions

It appeared that PAA treated bloodmeal required more interactions to stabilise the
extrudate and help aid consolidation. This could be achieved by removing

denaturants or adding additives which increased interactions. Extrusion with just
water and no denatants resulted in compressed powder extrudates (type one).

Sodium chloride, sodium silicate and borax have been used to increase
aggregation, crosiinking and hydrogen bonds in proteiffs87-190, 202, 203]

These were added to try and improve consolidati

Sodium chloride has been used to increase protein aggregation. When it was
added to extrusion mixtures it produced type one extrudates which showed
increased aggregation when exiting the extruder but no melt formation. Sodium
silicate and borax haveebn used to increase electrostatic interactions and
hydrogen bonding between biopolymers. When these were used in extrusion, type
two and three extrudates were produced. Interactions were increased as shown by
increased extrudate length, aggregation andi-sensolidation, but melt
formation was poor and extrudate surfaces were rough. These extrusions often had
high pressures and torque due to the increased interactions. They were also often
dark which could be due to the high pressures and torques wivielbban shown

to cause protein degradatifiv2, 176] It was decidedhatdenaturantsvere still
required to reduce interactions but not at the levels or combinationsveirat

required for untreated bloodmeal.

8.3.3.3 Extrusions with Urea, SDS, SS, TEG and Water

Using various combinations of water, urea, sodium sulphite, SDS and TEG
resulted in type three extrudatdsable42). The presence of sodium sulphite and
urea resulted in nowontinuous extrudates which showed some consolidation but
had a lot of defects and broke apart easily. When sodium sulphite was excluded it
was still possible to process the PAA decoloured powder and extrudate quality
was reasonable (typéour). Processing without urea was also possible and
extrudate quality was reasonable (type four). Processing without SDS resulted in
poor extrudates (type thredhsufficient water and TEGbelow 40 ppby total)
produced poor flowhigh pressurgand taques, as well as brittle extrudates with

various surface defectsype threeandtype four). This suggested that successful
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processing may be possible with just water, SDS and TEG if their concentrations

and processing conditions could be optimised.

Extrusion had limited success and this was caused by the wide range of variables
such as the die size, screw speed, feed rate and five temperature zones making it
difficult to understand the processing requirements of the decoloured bloodmeal
powders. A simplemethod such as compression moulding with fewer variables
could help to identify what conditions and additives were required for
consolidation of PAA treated bloodmeal powders. These conditions and additives
could then be applied to extrusion. Compressimmulding was used with the aim

of investigating what processing conditions and additives were required for
consolidation of PAA decoloured bloodmeal powders. After these were found,

they could then be applied to extrusion.

8.3.4 Compression Moulding Peracetic Acid Treated
Bloodmeal

Compression moulding is a simpler technique with fewer variables and has been
used previously to process bioplastics into sheets as previously described in

Chapter Seven.

1-5% PAA treated bloodmeal was compression moulded usihgwater (25
pphem), SDS (3 ppbu) and TEG (20 ppém). These additives were used for
compression moulding as they gave the most promising results from extrusions.
Using a smaller number of additives also reduced the amount of variables making

the processig easier to understand.

Initial trials involved varying temperature and pressure until a temperature of

11C¢°C (top and bottom plate) and 2.2 MPa pressure was selected. It was found
that at temperatures above this the sheets would be brittle due to ploeatiom

of water and below this the material would not form a melt. Excessive pressures
(above 3 MPa) would cause the material to flow out the sides of the mould. This
was not good for compression moulding but was a good sign that melting and

consolidatio was possible during extrusion if high pressures could be achieved.

Compression moulding results showed that consolidation was possible%r 3

PAA treated bloodmeal. Compression moulded sheets of 1 and 2% PAA treated
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bloodmeal were slightly granular abdttle. This could possibly be caused by the
remaining disulphide crodmks as the treatment strength may not have been high
enough to break a significant number of them. These sheets were also dark brown
to black in colour Table43, Figure 79-Figure81).

The incomplete consolidation of sheets made from 1 and 2% PAA treated
bloodmeal could ats be caused by the absence of urea and sodium sulphite.
Results from analysis carried out in Chapter Six showed that 1 and 2% PAA
treated bloodmeal showed similar thermal stability, glass transition temperatures
and solubility to untreated bloodmeal. Tmgans that its processing requirements
(i.e. additives) would also be similar to untreated bloodmeal. Therefore 1 and 2%
PAA treated bloodmeal may also require some urea and sodium sulphite to aid
processing and consolidation. However because colour aredl swas not
completely removed at these treatment concentrations, their processing was not

investigated further.

Table 43: Colour of 1-5% PAA treated bloodmeal compression moulded sheets.

L* R G B  Whiteness (%) Colour

Untreated BM (standard formula) 23 59 60 61 24
1% PAA BM 26 62 62 62 24
2% PAA BM 28 86 59 58 27
3% PAA BM 57 182 123 43 45
4% PAA BM 71 199 171 72 58
5% PAA BM 72 203 173 99 62

Compression moulded sheets from5% PAA treated bloodmeal produced
flexible, consolidated and translucent she&tgyre 79, Figure 80). Resultsfrom
Chapter Six showed that treatment above 3% PAA concentration caused the
decoloured powder to begin to act similarly to PNTP. This could explain why it is
possible to compression mould these powders without the use of urea and sodium

sulphite.
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Figure 79: Compression moulded sheet produced using 4% PAA treated bloodmeal.

Figure 80: Compression moulded 3 % PAA treated bloodmeal cut into dog bone tensile bar samples.

One of the problems identified wittbompression moulding was the presence of
bubbles in some of the sheets and samgtggufe 80). This could have been
caused the water evaporating (due to insufficeaoling) when the pressure was
released. If compression moulding were to be used to produce these sheets for use
or applications then the method should be adjusted to allow sufficient time for the
moulds to cool below 10C€ while still under pressure fwrevent the evaporation

of water.
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Figure 81: Compression moulded 1 % PAA treated bloodmeal cut into dog bone tensile bar samples.

Compression moulding showed that processing PAA decoloured bloodmeal into a
bioplasticwas possibleusing water (25 ppiu), SDS (3 ppbv) and TEG (20
pphsm). Observations from compression moulding showed that@C andhigh
pressures the decoloured powders formed a melt and squirted out the edges of the
mould as consolidated ribbons. Tlsisowed that proceisg temperatures around
110-12¢°C were sufficient but high pressuregere required. From these results it

was decided to return to extrusion but follow with injection moulding to achieve
the high pressures requirethe water and TEG lels were increased to improve
material flow and help prevent degradation due to the increased shear rates of
these processing methods.

8.3.5 Extruding and Injection Moulding Peracetic
Acid Treated Bloodmeal

Extruding 3 and 4%PAA treated bloodmeal with weat (40-50 pphym), SDS
(3pphsm) and TEG (20-40 pphym) producedtype four extrudates. Extrudates
flowed well out of the extruder arekcessive pressure®rques or blocking did

not occur Insufficient TEG resulted in shark skinning on the extrudate surface.
Extruding5% PAA treated bloodmealith the same additive®sulted ina semi
consolidated extrudate with a rough and powdery surface. The extrudate was
rubbery and could be stretched but broke apart easily. This could possibly be due
to very little remaning interactions available to stabilise the extrudasble44).

The extrudates were then granulated and injection moulded.
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Table 44: Summary of extruding and injection moulding 3-5 % PAA treated bloodmeal.

Extrusion and Injection Moulding of Peracetic Acid Treated Bloodemal

3% PAA Treated BM Extrusion and Injection Moulding

rype 4 el
g S ] TS 0 S e
[PV

Formulation (pphpm) 40 water, 30 TEG, 6 SDS,

_— L ]

Formulation (pphsm) 50 water, 40 TEG, 6 sds

4 % PAA Treated BM Extrusion and Injection Moulding

Type 4 J T . ]

Formulation (pphsm) 50 water, 40 TEG, 6 sds

ey Uiy ——
I T T B T U T PPy

Formulation (pphum) 50 water, 20 TEG, 6 sds

5 % PAA Treated BM Extrusion and Injection Moulding

Formulation (pphpm) 50 water, 20 TEG, 6 sds

Note: Extrusion conditions were, temperature profile (feed to exit °C): 70, 100, 100, 100, 120,

screw speed: 150rpm.
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Injection moulding3% PAA treated bloodmeal required sufficient levels of water
and TEG (above 60 ppém total) to prevent blockingthe injection moulder
components and protein degradat{see full results in Appendi%). When these
conditions were met a brown, flexible and consolidated sample was produced.
Injection moulding 5% PAA treated bloodmeal produced a consolidated
translucent sample. However this sample was very flexible and easy to break,
possibly due to veryittle stabilising interactions4% PAA treated bloodmeal
injection moulded well and producech arange, translucent sample which

appeared to have acceptable mechanical properties.

Because4% PAA treated bloodmeal performed the best when extruded and
injecton moulded it was chosen to be investigated further. Additive levels and
processing should be optimised using this material. The mechanical properties of

the material should also be investigated.
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8.4 Conclusion

Successful extrusion without neutralisiragetic acid couldnot be achieved
because of its denaturirsgnd degradatioeffects onbloodmeal proteinAdditives

to increase chain interactions were unsuccessful and some caused the extrudate to
darken, possibly due to increased interactions causiimceease in shear stresses
which caused the protein to degrade. Excluding urea and sodium sulphite
produced better quality extrudat@lthough these still showed poor consolidation

and a rough surface. Successful extrusion req@qeiilibrium between reoving
interactions and reforming them to stabilise the structure. Peracetic acid treatment
reducedinteractions as shown in Chapt8ix. Therefore including urea and
sodium sulphitefurther reducednteractions and prevesd the reformation of

enough staltising interactiongluring extrusion.

Extrusion was a difficult scouting technique to use due to its wide range of
parameters and limited success was achieved. As a, i@sufpression moulding

was utilised to investigate if consolidation was possible gusiiecoloured
bloodmeal powders. Compression moulding with water, SDS and TEG showed
consolidation was possible using BIAA treatment strengths without urea and
sodium sulphite. This showed that a higher pressure was reqduedg
processing Thereforeit was decidedto extrude3, 4, and 5% PAA treated

bloodmeal, granulate the extrudate and injection mould.them

After returning to extrusion with water, SDS and TEG, better quality extrudates
were obtained foB and 4%PAA treated bloodmeab% PAA treatedbloodmeal
produced a poor extrudate with a powdery surface, possibly because of
insufficient chain interactions caused by the strahgrolouring treatment.
Successfly injection moulding3% PAA treated bloodmeaéquiredat least 60
pphsm total of waterand TEG to enable chain mobility, otherwise the injection
moulder die would block and protein degradation would océthren injection
moulded, 3%PAA treated bloodmeal produced a brown sample, whetemsd

5% PAA treatment produced orange/yellow transhiceamples. Th&% PAA

treated bloodmeaample was very flexibland broke easily when stretched
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4% PAA treated bloodmeal was chosen to be optimised because it produced the
best extruded and injection moulded samplés work done in this chapter is

sunmarised inFigure82.

Decolbured Bloodmeal Powders
Peracetic Acid (not newtralised), Hydrogen Peroxide, Sodium Chlorite

Hydrogen Peroxide, Sodium
Chlorite
Did not continue - Extrader blocked
and smell returned

|

|

Extrusion
(Water, Urea, 33, 3D3, TEG)

Semiconsolidated Extrudate
Did not contitne
Want to simplify system and
remove unnecessaty additives

Semi-consolidated Extrudate
Switch to compression
moulding to reduce variables.

Compression Moulding
(Water, TEG, 3D

!

Consolidated Sheets for 1-5 %0 Peracetic
Acid Bloodmeal

Proved consalidation possible but needed
higher pressure.

Extrusion and Injection Moulding
(Water, TEG, 3D

Consolidated Samp les

Reguires Optimisation and Mechanica Property Testing

D e —— Extrusion Peracetic Acid
(Water, Urea, 33, 3D, TEG ) (noineutralised)
Compressed Powder
‘l’ Dratk extrudate at high
Peracetic Acid Neuiralised temperatures
|
Extrusion Extrusion
(Water, TEG, 3D3) (Cross-linking and A ggregation
Aiding A dditives)

Poor Quality Exirud ate
Did not contirme
Dark extrudate, poor
congolidation, flow and high
presswesitorgque.

Figure 82 Summary of extruding, compression moulding and injection moulding decoloured bloodmeal

powders done inChapter Eight.

175



Chapter 9

Extrusion, Injection Moulding and Mechanical
Properties of Decoloured Bloodmeal Bioplastics

Injection moulded samples produced using peracetic acid treated bloodmeal.



9.1 Chapter Overview

In Chapter Eight, 4% PAA treated bloodmeal was chosen to be optimised for
extrusion and injection moulding. Water, TEG and SDS$ewdentified as the

main additives required for processing. This section aimed to find the optimum
levels of water, TEG and SDS and to investigate how these additives affected

extrusion, injection moulding and material properties.

It was found that the djpnum combination of water, TEG and SDS differed for
extrusion and injection moulding. SDS was the most important factor for
whiteness, consolidation and specific mechanical energy (SME) input during
extrusion. The best extruded sample based on consohdaind whiteness
contained 40 ppdy water, 10 TEG ppdy and 6 ppbw SDS. This produced a

sample which was 98% consolidated and 49% white

TEG and SDS were the most important factors for injection moulded sample
colour, processing and material mechanmalperties. Water also contributed to
colour of injection moulded samples and mechanical properties but its
contribution was reduced due to its evaporation during processing and
conditioning. l ncreasing TEG resulted
but higher strain at break and toughness. The best injection moulded sample based
on colour and mechanical properties was obtained using g [&IDS, 50 ppbu

water and 20 ppim TEG. This produced a material with tensile strength 4.62
MP a , Youngo A8 MRadtaughuness 1&% MPa and 82.62% strain at
break. These mechanical properties aveomparable to Novatein Thermoplastic

Proteinproduced from untreated bloodmeal.
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9.2 Experimental

9.2.1 Aim

The aim of this section was to find the optimum levélwater, TEG and SDS for
processing 4% PAA decoloured bloodmeal and investigate how these additives

affected extrusion, injection moulding and mechanical properties.
9.2.2 Methods and Materials

9.2.2.1 Extrusion and Injection Moulding

Large quantities of bloodmeal were decoloured with 4% PAA and the acetic acid
was neutralised as previously described in Chapter Eight. The decoloured
bloodmeal powder was processed into different-gxteusion mixtures at
compositions shown iifable45. SDS was dissolved in distilled water heated to
60°C while stirring. The hot mixture was added to the decoloured bloodmeal
powder and mixed in a high speed mixer for futes. TEG was added and the
pre-extrusion mixture mixed for a further 5 minutes. The mixture was transferred

to an air tight bag and left in the fridge 4C2overnight to equilibrate.

Table 45: Different combinations of water, S5 and TEG used to extrude four percent PAA treated
bloodmeal.

SDS (pphew)
6 3 0
Water (pphgwm)
30 40 50 30 40 50 30 40 50
10 S1 S2 S3 S10 S11 S12 S19 S20 S21
@ E 20 S4 S5 S6 S13 S14 S15 S22 S23 S24
= 30 S7 S8 S9 S16 S17 S18 S25 S26 S27

Extrusion was carried out using a ThermoPrism -I8HC twin screw extruder

fed with a rotating auger. The feed rate was adjusted to approximately 35 g/min.
The extruder temperature profile was 80, 100, 100, 116CL#6m the feed zone

to the die. Thescrews were operated at 150 rpm and the die was 10 mm in
diameter Figure83). Pressure, torque and mass flow rates were recorded during
extrusion and used to calctdaspecific mechanical energy input usiaguation
10[7].

YO O— (10)
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Multiple cross sections were cut for consolidation analysis. Injection moulding
into tensile bar specimens wasrit@arried out using a Boy 35A injection moulder
with injection pressure 160 bar and back pressure 10 bar. The mould was water
heated to 70C and the barrel temperature profile from feed to exit was 100, 100,
100, 115, 128C. The clamp force was 270 kN atitk total cycle time was 45
secondsKigure77).

The colour of extruded and injection moulded samples were analysed using the
same method as described for measuthmg colour of compression moulded

samples in Chapter Eight.

Material Flow

Feed Auger Approximately 35 g/min

ocog

o
Powder Melt Consolidation

ThermoPrism
TSE16-TC
Mixing Mixing Mixing
Motor Zone 1 Zone 2 Zone 3
80/AC 100AC 100AC 110AC 125AC

Figure 83: Extuder conditions used to process 4% PAA treated bloodmeal.

9.2.2.2 Measuring Consolidation

Extrudate cross sections were examined usiktgerbrugg Wild 38mnicroscope

and photographed with a Nikon DS 5MC digital sight camera attatthede
microscope. The images were converted into black and white using ImageJ image
processing software. Consolidated regions appeared black and unconsolidated
regions appearewvhite. Percent consolidation was calculated by dividing the
black area by the total area. Example conversions are shovablie46.
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Table 46: Example black and white cross sections showing complete, high, average and poorly consolidated
samples.

Cross Sections Converted into Black and White Images

Complete Consolidation (NTP 100%) High Consolidation (Above 95%)

Average Consolidation (80-95%) Poor Consolidation (Less than 80%)

9.2.2.3 Mechanical Testing

Injection moulded samples were conditioned to approximately 10% moesture

23°C and 50% relative humidity for 7 days. The tensile strength, strain at break,
Youngds modulus and toughnessanalysedi nj ect
according to ASTM D6386 method using an Instron model 4204 fitted with a 5

kN load cel] extenemeter with a gauge length 50 mend witha cross head

speed of 5 mm/min. Five samples were analysed for each additive combination

and the results presented as averages. The standard error was calculated by
dividing the standard deviation by the squaret @idhe number of samples. The
mechanical properties of unconditioned samples were also analysed and the

results can be found Appendix2.

9.2.2.4 Percentage Contribution of Additives to Product Properties

The contribution of SDS, water and TEG to theerage of SME, extrudate

whiteness, consolidation, injection moulded sample whiteness, tensile strength,

el ongation at break, Youngbés modul us and

out analysis of variance using Minitab statistical processing software.

180



9.3 Results and Discussion

9.3.1 General Observations

During extrusion several general observations were made. Samples with SDS
showed better consolidation than samples without SDS. At high water and TEG
content consolidation was reduced. In addition thessaples also had difficulty
feeding and water was also seen in the feed zone. The powders would clump and
block in the feed zone leading to build up in the feed hopper. Water in the feed
zone was probably due to water being evaporated in the extruder barr

Water and TEG was observed to be the most important factors for injection
moulding processing. Samples with low water and TEG content could not be
injection moulded. The material became stuck in the mould and sprue or formed
incomplete tensile test sahes. Low water and TEG also resulted in darkening of
the material once injection moulded which could indicate thermal degradation of
the protein. These results are summarised and pictures of extruded and injection

moulded samples presentedliable47.

These observations suggested that SDS was the most important component for
consolidation during extrusion, whereas injection moulding is more dependent on
water and TEGThe primary role of SDS is to detangle the bloodmeal protein.
During injection moulding the bloodmeal protein would have experience greater
pressure than it would during extrusion. The high pressures of injection moulding
could also have detangled theodiimeal protein which could be why
formulations without SDS were able to be consolidated with injection moulding
but showed poor consolidation after extrusion. The higher shear stresses and
mechanical energy input during injection moulding could be wh&emé#he role

of plasticisers more important as these have been shown to reduce thermal and

mechanical degradatidg].

The majority of extruded samples were a transparent yellow/orange colour.
Injection moulding produced transparent yellow/orange or brtewisile test
samples depending on plasticiser content. The lighter coloured samples could be

modified with the use of pigments if desired.
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Table 47: Extrusion and injection moulding of 4% PAA treated bloodmeal with different amounts of water, SDS and TEG.

Formulation (pphawm) Observations Pictures

Extrusion )

e}

3

S s S Extrusion Cross Section Injection Moulded Test Piece

= %) = = o

s |2 2 S 8 z

® > S S o 0 = S

= 3 g = S & v 3 = =

E |0 2 O 2 = Z £ g < 2 0

I o S ! o <) -] 2 o = =

) ) = = [ o a o o O o) £

1 6 30 10 Yes Yes Smooth Good No

2 6 40 10 Yes Yes Smooth Good Yes

3 6 50 10 Yes Yes Small Good Extrudatg Yes
Cracks broke easily.

4 6 30 20 Yes Yes Smooth Good Extrudatg No
broke easily.
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Formulation (pphgwm)

Observations

Pictures

Extrusion )
Q
3
s s = Extrusion Cross Section Injection Moulded Test Piece
= = o
@) (2] - =
2 12| @ s g :
o ° 2 3 3 23 S
=X S o = S ® 2 @ ) b
3 %) = ) 2 c E < 8 c = ]
[ [a] w o o < > 2 O = =
n 7 = [== o @) b o o O ) £
5 6 40 20 Yes Yes Smooth Good Extrudatg Yes
broke easily.
Cracks Extrudate
6 6 50 20 Yes Yes Powder Good broke easily. Yes
Cracks Extrudate
7 6 30 30 Yes No Powder Reasonable broke easily. Yes
Cracks Extrudate
8 6 40 30 Yes No Powder Reasonable broke easily. Yes
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Formulation (pphgwm)

Observations

Pictures

Extrusion k)
Q
3
s s S Extrusion Cross Section Injection Moulded Test Piece
= = (]
< %} =R
z | 3 2 g 8 =
2 g 2 s 3 9“3 o
= 5 9 = S & S o (o] 3]
€ (%) = 0] = c R 8 c E 3
It a o w = I} % S ° o = 2
n 7 = = T O b o o O ) IS
Powder
9 | 6|50 | 30 |No | No Cracks Poor clumped in Yes
Powder extruder
feedzone.
10 3 30 10 Yes Yes Smooth Good No
11 3 40 10 Yes Yes Smooth Good No
12 3 50 10 Yes Yes Smooth Good Yes
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Formulation (pphgwm)

Observations

Pictures

Extrusion k)
g
§ S El Extrusion Cross Section Injection Moulded Test Piece

= = (]

© @ =
: |3 2 g 8 =
) Re] > T o 0 = o)
= 5 9] £ S g n 2 . p=
E 12|z | Q@ |3 |5 £ < g < 2 8
< a o L o I} % > ° o = 2
n 7 = [= T () b o O ) £
13 3 30 20 Yes Yes Smooth Good Yes
14 3 40 20 Yes Yes Smooth Good brlf))l((t(;u(g;stﬁy Yes
15 3 50 20 No No Cracks Reasonable brlf))l((zug;stﬁy Yes
16 3 30 30 Yes Yes Small Good Extrudat_e Yes

Cracks broke easily.
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Formulation (pphgwm) Observations Pictures
Extrusion k)
Q
3
s S = Extrusion Cross Section Injection Moulded Test Piece
= = (]
> 4} i~
z | 3 2 g 8 =
[ - > T o 0 = o
= - [} £ S g n 2 = S
E |o | £ o = € £t 2 2 g 3
< [a) ] i} o S) < > 2 o = =
n 7 = [= T () b o O ) £
Powder
c;umped in
17 3 40 30 No No Cracks Reasonable feed and Yes
extrudate
broke easily.
Powder
c;umped in
18 3 50 30 No No Cracks Poor feed and Yes
Powder
extrudate
broke easily.
19 0 30 10 No No Cracks Reasonable No
Powder
20 0 40 10 No No Cracks Reasonable Extrudatf-:' Yes
Powder broke easily.
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Formulation (pphgwm)

Observations

Pictures

Extrusion k)

Q

3

s s S Extrusion Cross Section Injection Moulded Test Piece
= = o
© @ =

: |3 2 g 8 =

) Re] =] T o 0 = o)

= = @ = S g n 2 = S

E |o | £ o = € £t 2 2 g 3

< a o L o I} % > ° o = 2

n 7 = [= T () b o O O £

21 | 0| 50 | 10 | No | No Cracks Poor Extrudate Yes
Powder broke easily.

22 0 30 20 No No Cracks Reasonable Extrudatg No
Powder broke easily.

23 0 40 20 No No Cracks Poor Extrudatf-:' Yes
Powder broke easily.

24 0 50 20 No No Cracks Poor Extrudatf-:' Yes
Powder broke easily.
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Formulation (pphgwm)

Observations

Pictures

Extrusion k)
Q
3
s s S Extrusion Cross Section Injection Moulded Test Piece
= = (]
> 4} i~
: |3 2 g 8 =
[ - > T o 0 = o
= = [} £ S g n 2 - =
E | | 2 O 2 = £ t g < 2 ]
< [a) ] i} =) S) < > 2 o = =
n 7 = [= T () b o O ) £
25 | 0| 30 | 30 | No | No Cracks Poor Extrudate Yes
Powder broke easily.
Powder
clumped in
26 0 40 30 No No Cracks Poor feed and Yes
Powder
extrudate
broke easily.
Powder
clumped in
27 0 50 30 No No Cracks Poor feed and Yes
Powder
extrudate '
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9.3.2 Effect of SDS, Water and TEG on Consolidation,
Colour and Mechanical Properties

9.3.2.1 Extrusion Properties

The best consolidation results were achieved using @vppbmbined with 40
pphem water and 10 ppu TEG or 30 ppbw water and 20 ppiw TEG. These
samples were 98% consolidat®@% was also achieved usingoPhsy SDS with

40 pplew water and 10 ppiw TEG or 30 ppbw water and 20 ppjm TEG. The
highest consolidation at 0 pgh SDS (886) was also achieved using this
combination of water and TEG. This suggested that 5@\ppdtal plasticiser is

the optimum level for consolidation during extrusion. These extrusion trials were

summarised iMable48.

Table 48 Percent consolidation and whiteness after extrusion for different combinations of SDS, water and
TEG.

5 & 3 5 5 g
g 0z 5 3 o3 3 - 28 _ 5 N
S ] < gL s < S S=§% S o
E 2 zg g w 3 £3% 3 15
2 - - - & g ug 8 £

@ o & S
1 6 30 10 30.39 0.87 96 0.5 43
2 6 40 10 23.68 0.09 98 0.6 49
3 6 50 10 23.37 0.12 96 0.2 48
4 6 30 20 20.97 0.15 98 0.4 44
5 6 40 20 18.36 0.02 96 1.4 49
6 6 50 20 17.63 0.34 96 0.6 52
7 6 30 30 17.02 0.17 93 0.3 51
8 6 40 30 16.16 0.26 93 0.4 52
9 6 50 30 16.88 0.56 92 0.0 53
10 3 30 10 29.30 0.26 95 0.2 43
11 3 40 10 26.12 0.72 97 1.1 38
12 3 50 10 20.52 0.23 94 1.7 37
13 3 30 20 19.22 0.05 97 0.3 37
14 3 40 20 18.36 0.37 95 1.2 42
15 3 50 20 18.81 0.85 87 2.3 50
16 3 30 30 18.31 0.58 95 1.2 42
17 3 40 30 22.27 1.50 90 1.1 53
18 3 50 30 23.32 2.11 83 1.5 58
19 0 30 10 11.81 0.18 83 5.6 52
20 0 40 10 10.07 0.10 86 21 49
21 0 50 10 10.29 0.05 62 6.7 63
22 0 30 20 8.74 0.12 74 6.9 58
23 0 40 20 10.63 1.67 68 35 63
24 0 50 20 9.40 0.15 63 5.8 65
25 0 30 30 11.09 0.92 62 9.3 62
26 0 40 30 10.19 2.29 38 8.3 67
27 0 50 30 8.39 0.49 54 11.0 64

Main effects graphgigure84 to Figure86) and observations suggested SDS had

the greatest impact on consolidation, extrudate colour and SME. This was
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confirmed using analysis of varianc€aple 49). Analysis of variance revealed
that SDS contributed 71.2% to SME input, 71.9% to whiteness and 58.5% to

consolidation. This confirmed the observations made during extrusion where

extruding formulatios with no SDS resulted in poorly consolidated samples,

which were powdery, had many surface defects and were easy to break. In some
cases consolidation reached a plateau at DS which suggested that this
amount of SDS was sufficient to reduce hydhapic interactions allowing the

protein chains to interact and reform new stabilising interactions so the plastic

could consolidate.

Mean Normalised Response

Water

TEG

0.904

0.85-

0.804

0.75+

0.70

0

3

6

30 40 50
pphBM

10 20 30

Figure 84: Main effects of SDS, water and TEG on extrudate whiteness.
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Figure 85: Main effects of SDS, water and TEG on extrusion consolidation.
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Figure 86: Main effects plot of SDS, water and TEG on SME input during extrusion.
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Table 49: Contribution of each additive to the average extruded properties, as determined using analysis of
variance.

SME (%) Extrudate Whiteness (%) Consolidation (%)
SDS 71.2 71.9 58.5
Water 1.8 35 9.1
TEG 12.9 9.6 17.4
SDS*Water 11 2.0 0.6
SDS*TEG 6.4 6.1 2.8
Water*TEG 3.4 2.2 2.5
SDS*Water*TEG 3.2 4.6 9.2

SDS was required to detangle the protein chains in the bloodmeal aggregates by
reducing the hydrophobic interactions. The detangled proteins were then able to
re-entangle and form new stabilising interactions during extrusion resulting in
consolidation. Revious studies have suggested that when proteins are detangled
or unwound the amount of surface area for new stabilising interactions and
entanglements increases during procesgiid]. If this was true then at O pgl

SDS the bloodmeal protein would no¢ detangled sufficiently resulting in low
amounts of entanglement and few molecular interactions due to the low contact
area between protein chains. This could explain the poor consolidation a0 pph
SDS. At 3 and 6 pplu the protein was unwound enough allow sufficient
entanglements and the formation of new stabilising interactions during extrusion

resulting in good consolidation.

When biopolymers entangle and form new stabilising interactions during
extrusion, their viscosity increases and causenarease in required SME input.

At 0 pphsm SDS, low SME input was required during extrusion. This was
probably due to low chain entanglements and chain interactions as the protein was
not detangled sufficiently enough to allow a high amount of these to new

entanglements and stabilising interactions to form.

At 3 pphsw SDS, the protein was detangled sufficiently and the chains were able

to entangle and interact during extrusion resulting in a high SME input. No
increase in SME occurred at 6 pphSDS and insome cases SME decreased
slightly. This suggested that 3 pphSDS was sufficient to detangle enough of

the protein chains and as SDS content increased the excess SDS could have been
acting as a plasticiser as has been shown previously in other studres S

was used at high concentratida81].
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9.3.2.2 Injection Moulded Sample Properties

Injection moulded mechanical properties and sample colour varied greatly
depending on what combinations of water, TEG and SDS were used. SDS and
water appeared to hawa small effect on colour whereas TEG appeared to have a
significant effect. Water was evaporated during extrusion, injection moulding and
conditioning as shown iTable 50, which may be why its effect on injection
moulded sample whiteness and mechanical properties was not as great as TEG
and SDS.

Table 50: Moisture contents of samples produced using different combinations of SDS, water and TE&er
extrusion, injection moulding and conditioning.

o 28 = £ 2
= 5 5 5 ] Sg 382 SE
£ = g = 3 o2 25 @&
» ] & it g3 gu 83 59

& z = it S8 T2 58
= == = =5
1 6 30 10 25 20 18 N/A
2 6 40 10 30 25 21 11
3 6 50 10 34 23 22 11
4 6 30 20 24 20 17 N/A
5 6 40 20 28 24 20 12
6 6 50 20 32 27 23 11
7 6 30 30 22 22 18 13
8 6 40 30 27 24 19 12
9 6 50 30 31 30 23 13
10 3 30 10 26 21 18 N/A
11 3 40 10 31 22 19 N/A
12 3 50 10 35 27 23 9
13 3 30 20 24 18 16 10
14 3 40 20 29 22 18 10
15 3 50 20 33 28 24 11
16 3 30 30 23 19 16 12
17 3 40 30 27 23 19 13
18 3 50 30 31 28 23 13
19 0 30 10 26 20 16 N/A
20 0 40 10 31 25 19 8
21 0 50 10 36 29 22 8
22 0 30 20 25 20 16 N/A
23 0 40 20 29 26 19 9
24 0 50 20 34 30 22 9
25 0 30 30 23 24 16 10
26 0 40 30 28 28 19 10
27 0 50 30 32 32 22 10

Note: dried 4% PAA treated bloodmeal contained 7% moisture.
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Table 51: Mechanical properties ofconditioned injection moulded samples produced from four percent PAA
treated bloodmeal with different water, TEG and SDS combinations.

«©
5 - - - 2 0 o T o -3 O ? o a
£ n g =5 -3 ©g82 I % S S0 & o2z 8 0 e
S = = = >= ) 5 & hg b 2 n =
1 6 30 10 Not Injection Mouldable
2 6 40 10 795.66 27.57 4.60 0.17 1.78 0.05 0.02 0.00 23
3 6 50 10 687.17 27.65 451 027 182 0.06 0.02 0.00 31
4 6 30 20 Not Injection Mouldable
5 6 40 20 223.36 15.21 2.99 0.33 5.06 0.73 0.05 0.02 37
6 6 50 20 252.81 7.95 3.32 0.08 4.20 0.11 0.04 0.00 38
7 6 30 30 51.26 1.34 350 0.06 7144 1.01 1.13 0.05 41
8 6 40 30 51.33 1.72 3.43 0.03 80.34 2.02 1.18 0.08 39
9 6 50 30 46.11 1.75 3.27 0.06 88.10 1.81 1.29 0.08 40
10 3 30 10 Not Injection Mouldable
11 3 40 10 Not Injection Mouldable
12 3 50 10 848.11 26.11 5.50 0.44 2.28 0.13 0.03 0.01 29
13 3 30 20 90.85 1.90 4.65 0.10 59.12 210 1.21 0.10 28
14 3 40 20 88.98 1.49 489 010 7578 1.70 1.70 0.08 29
15 3 50 20 85.48 2.40 4.62 0.10 8262 1.33 1.75 0.09 37
16 3 30 30 37.82 1.16 3.05 0.07 7650 272 0.92 0.13 33
17 3 40 30 32.23 1.62 281 0.05 8184 260 0.91 0.12 38
18 3 50 30 40.58 4.99 263 0.12 8486 3.46 0.75 0.15 36
19 0 30 10 Not Injection Mouldable
20 0 40 10 1217.17 4845 878 0.76 244 0.12 0.04 0.01 26
21 0 50 10 1133.66 8592 842 0.63 242 0.09 0.04 0.01 26
22 0 30 20 Not Injection Mouldable
23 0 40 20 352.60 17.46 6.31 0.11 1444 101 0.37 0.08 36
24 0 50 20 41826 17.13 645 038 7.06 0.36 0.14 0.03 33
25 0 30 30 125.67 11.16 4.47 0.15 49.70 431 0.81 0.18 35
26 0 40 30 95.73 3.12 4.43 0.06 58.14 1.72 0.12 0.07 37
27 0 50 30 89.36 5.26 4.13 0.03 5230 0.99 0.96 0.04 37

Main effects graphsHgure 87 to Figure 91) and

observations made during

processing and testing guested TEG to be most important for both colour and

mechanical properties overall. High TEG produced injection moulded samples

with whiteness values between-8B% whereas low TEG resulted in -33%

white samples. Analysis of variance showed that Tde@tributed the 38.1% to

colour of injection moulded samples while water contributed 29.9% and SDS
contributed 0.5%Table52).

0.9
0.8+
0.7+
0.6
0.5

0.4

0.3+

P SDS Water TEG
c

i

14

B -J

£

S

z

=

0 3 30 40 50 10 20 30

Figure 87: Main effects of SDS, water and TEG on whiteness of injection moulded sample.
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Figure 90: Main effects of SDS, water and TEG on toughness.
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Figure 91: Main effects of SDS, water and TEG on Young's modulus.
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Table 52 Contribution of each additive to the average mehanical properties of injection moulded samples,
as determined using analysis of variance.

g % a A
Sa g g ¢ 5828 _
€3 c £ X S EOS
335 0 T o< 025=2
o3 5 = 3 T2HE
E Z g E=U3
SDS 8.1 12.5 13.7 15.2 0.5
Initial Water 19.7 30 1.0 0.6 29.9
TEG 30.5 0.1 66.9 39.7 38.1
SDS*Water 6.8 12.8 0.2 0.7 6.3
SDS*TEG 4.6 12.5 17.6 374 4.2
Water*TEG 21.1 21.9 0.3 2.5 14.1
SDS*Water*TEG 9.2 10.3 0.4 3.9 6.9

Polymers can form carbonyl compounds when exposed to high temperatures
during processing resulting in a brown discolouration of the prddd&]. This
combined with high pressures and shear could be what caused darkening during
injection moulding. Plastisers have been shown to prevent thermal and
mechanical degradation by increasing workability through molecular lubrication
[164]. Thermal degradation is more likely to occur at low plasticiser confghts

The higher TEG content could reduce thermal ar@thanical degradation by
improving lubrication and heat dissipation between the chains resulting in a
lighter colour. Oxidation could also be a cause of discolouration during
processing. Using antioxidants to prevent this should be investigated in future

studies.

The whiteness of injection moulded samples was slightly higher abg DS
than 0 and 3 pplu. At 6 pphm SDS the excess SDS could be acting as a

plasticiser and help prevent darkening of the injection moulded sample.

It is interesting that SDSontributed 71.9% and TEG contributed 9.6% to
extrudate colour. Whereas SDS only contributed 0.5% and TEG 38.1% to
injection moulded sample colour. This was probably because after extrusion a
consolidated sample darkens slightly and there was a cledomstap between
consolidation and whiteness as showiigure92. This could be why SDS had a

high contribution to the colour of extrudates. After extrustonsolidation has

most probably reached a maximum for most cases so any change in colour during
injection moulding was most probably due to degradation. TEG had an increased
contribution to injection moulded sample colour, because it can help prevent

thermal and mechanical degradation of proteins during thermoplastic processing.
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Figure 92: Relationship between extruded colour and consolidation.

A similar result was found for mechanical properties. SDS and water appeared to

have asmall effect while TEG had a strong effect. In general it appeared that as

TEG content increased Youngds modul us an
and toughness increased. Analysis of variaiiedle52) confirmed that TEG had

a 30.5% contribution to Youngbés modul us,
39.7% contribution to toughness. TEG on its own only contributed 0.1% to UTS

which was not expected, however its doned effect with water contributed

21.9% to UTS. Plasticisers can greatly affect mechanical properties due to their
lubricating effects[164]. High TEG content would have reduced bloodmeal
proteintprotein interactions and increased free volume betweeacmels making
movement easier which resulted in the |Io
the increased free volume increased the

breaking which led to greater percentage strain at break and increased toughness.

Initial water content had a greater effect on unconditioned sample properties than
conditioned samples (Append2)y . I n gener al as water cont
modulus and UTS decreased whereas extension and toughness increased as
expected. Unconditionedamples had lower mechanical properties overall than

conditioned samples because of the high water content.

I nitial water had a 30% contribution to
modulus of conditioned samples. However it had only a minor effestram at
break and toughness. These results suggest that even though water was removed

during conditioning, initial water content was still relatively important to the
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formation of stabilising interactions. This has also been found in other sfétflies
The initial water content may aid the action of SDS during processing which may
explain why it stil made a contribution to mechanical properties after

conditioning.

Initial water was the second highest single contributor injection moulded sample
whiteness.lts lower contribution effect is probably because plasticisation with
water can be affected by evaporatid®4]. Its effect on mechanical properties
could be reduced when compared to unconditioned samples because after
conditioning, water levels have beequilibrated to approximately 10% and new

interactions were formed which override the initial contribution of water.

SDS can increase mechanical properties because detangled proteins are able to
entangle and their side groups able to interact. Howeve3 & also reduce

mechanical properties by removing too many hydrophobic interactions between

protein chains or by disrupting the protein maffi81]. SDS had a slight effect

on UTS (12.5%) and Youngds modulus (8. 1%
andYoung6s modul us decreased indicating SD

TEG was found to have the greatest effect on mechanical properties because of its
plasticising effect. As TEG increased, Y
is typical behaviour obseed with plasticisers, due to the plasticiser increasing

free volume between chains and making molecular movements easier which

causes a reduction in Youngds modul us an:i

The combination of SDS and TEG contributed 17.6% to strain at break and 37.4%
to toughness. Strain at break and toughness were closely related and showed
similar trends. This was because toughness is the amount of energy absorbed

before break which is proportional to the amount of strain.

In general low SDS and TEG caused low straitraak and toughness due to

poor entanglement and protein chain interactions from a lack of aggregate
unwinding. Low plasticisation resulting in restricted molecular movement was
probably another contributing factor. As SDS and TEG increased so did strain a

break and toughness because of greater entanglement and plasticisation. When
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data was analysed it was found that 0 and gw@®@DS showed similar trends for
strain at break and toughness, although this was due to different reasons.

When O ppbuw SDS and dw TEG was used there was low strain at break,
probably due to the combination of low amounts of entanglement and
plasticisation. Although there was no SDS, pressure and heat could also be acting
to detangle the aggregated protein and this would havetegsut some
entanglement. When TEG was increased so did extension due to the increased
plasticiser making the entangled proteins able to move past each other more
easily. When 6 ppdvw SDS was used, very low strain at break was obtained at 10
and 20 ppbu TEG. Strain at break was lower than when Oggp8DS was used.
However when TEG was increased to 30gaplstrain at break increased greatly.
High SDS content can put an overall negative charge on the protein which could
lead to repulsion effects. This cdugxplain the low strain at break and toughness

at 10 and 20 ppiu TEG when 6 ppém SDS was used. At 30 pph TEG the free
volume between chains could be increased sufficiently to overcome these
repulsion effects leading to improved strain at break anghtoess.

When 3 ppbu SDS was used a different trend was observed for percentage strain
at break and toughness. Low percentage strain at break occurred whems10 pph
TEG was used which was similar for the other SDS contents. However at 20
pphsm TEG the percentage strain at break increased greatly and reached a plateau.
When increased to 30 pphTEG very little increase in percentage strain at break
occurred and toughness was reduced. This is the usual trend observed with
plasticiser use, where almva critical plasticiser content intermolecular
interactions become too weak resulting in reduced percentage strain at break and
toughnesg177]. These results suggested that the optimum combination was 3
pphsm SDS and 20 ppdw TEG. This combination provet the optimum level of
entanglement, stabilising forces and plasticisation as shown by the best
mechanical properties. Plasticiser content was at the right level so to allow
sufficient chain movement for flexibility without causing too much loss in
strengh. If plasticiser was increased above this level then excessive plasticisation
caused a | oss i n Youngds modul us and

percentage strain at break and caused reduced toughness.
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9.3.3 Ranking Formulations Based on Extruded Sample Properties

Formulations were ranked for extrusion by adding the normalised values for
consolidation and colour multiplied by an importance factor. Consolidation was
decided to be most important; therefore its normalised value was multiplied by
2.5. When formulations were ranked based the best formulations were,
formulation 2 and 6 Table 53). These pduced samples which were 98%
consolidated and 48 white usingé pphsy SDS combined with 40 pgh water

and 10 ppbvw TEG. The worst formulation was rimulation 26 which achieved
38% consolidation and 8@ whiteness using 0 ppla SDS, 40 ppkuw water and

30 pplem TEG. If producing an extruded product formulation 2 andoéild be

the preferred formulations to use. However reasonable results could still be
obtained when B pphsy SDS were combined with a total plasticiser content
between 50 and 60 pg.

Table 53: Ranking samples produced from 4% PAAtreated bloodmeal with different water, TEG and SDS
combinations based on consolidation and whiteness after extrusion.

Ranking Formulations Based on Extrusion

c 5 @

= £ 23 53 o3 523 559 53
R T T - -
5 e e e geE 58 E

®] O

1 equal 2 6 40 10 2.49 0.73 3.22
1 equal 6 6 50 20 2.44 0.78 3.22
2 5 6 40 20 2.45 0.74 3.19
3 3 6 50 10 2.44 0.72 3.16
4 4 6 30 20 2.50 0.66 3.16
5 9 6 50 30 2.35 0.80 3.15
6 8 6 40 30 2.37 0.77 3.15
7 7 6 30 30 2.36 0.76 3.12
8 1 6 30 10 2.44 0.65 3.09
9 17 3 40 30 2.27 0.80 3.07
10 10 3 30 10 2.41 0.65 3.06
11 16 3 30 30 241 0.63 3.05
12 14 3 40 20 241 0.63 3.04
13 11 3 40 10 2.47 0.56 3.04
14 13 3 30 20 2.47 0.55 3.02
15 18 3 50 30 211 0.87 2.98
16 15 3 50 20 2.22 0.75 2.97
17 12 3 50 10 2.39 0.56 2.95
17 20 0 40 10 2.17 0.74 291
19 19 0 30 10 2.10 0.78 2.89
20 22 0 30 20 1.89 0.87 2.75
21 23 0 40 20 1.72 0.94 2.66
22 24 0 50 20 1.60 0.97 2.58
23 25 0 30 30 1.58 0.94 251
24 21 0 50 10 1.56 0.94 251
25 27 0 50 30 1.38 0.96 2.34
26 26 0 40 30 0.97 1.00 1.97
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When samples were ranked based on extrusion the most obvious trend was that as
SDS increased so did the quality of the extrudate. This was also clearly observed
during extrusion trials as previously described. However SDS along with water
and TEG can affect injection moulded sample mechanical properties. Therefore
samples were ranked based on injection moulded sample properties as well to find
the optimum levels of SDSyater and TEG which produced a light coloured

sample with acceptable mechanical properties.

9.3.4 Ranking Formulations Based on Injection
Moulded Sample Properties

Formulations were ranked based on colour and mechanical properties of injection
moulded samlps by summing the normalised colour and mechanical property
responses for each formulatiohaple 54). Formulation 15 was found to be the

best combination of water (50 pgb), TEG (20 ppbv) and SDS (3ppdu). This
produced a sample with tensile strength
toughness 1.75 MPa and 82.62% strain at break. However the combination of
these can be altered depending on the desired properties of the final material. For
example, more water or TEG could be used to produce a lighter more flexible and
flexible sample otess water and TEG could be used to produce a darker sample

with higher stiffness and strength.
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Table 54: Ranking samples produced from 4% PAA treated bloodmeal with different water, TEG and SDS
combinations based on whiteness antiechanical properties after injection moulding.

Ranking Formulations Based on Injection Moulding

«©
0 —_
~ § = =3 = 88~w:22w: .‘E: -Eq ﬁw: gga
s 8 §2 pd gisfiziis &z f: Efn o
= E "8 38 T8 £833flgfE pE  FE  FEE £3E
L =) & = =
1 15 3 50 20 0.90 0.07 0.53 0.94 1.00 3.44
2 14 3 40 20 0.71 0.07 0.56 0.86 0.97 3.17
3 9 6 50 30 0.98 0.04 0.37 1.00 0.73 3.13
4 8 6 40 30 0.95 0.04 0.39 0.91 0.67 2.97
5 7 6 30 30 1.00 0.04 0.40 0.81 0.65 2.90
6 17 3 40 30 0.92 0.03 0.32 0.93 0.52 271
7 20 0 40 10 0.64 1.00 1.00 0.03 0.02 2.69
8 13 3 30 20 0.69 0.07 0.53 0.67 0.69 2.66
9 27 0 50 30 0.92 0.07 0.47 0.59 0.55 2.60
10 18 3 50 30 0.88 0.03 0.30 0.96 0.43 2.60
11 16 3 30 30 0.82 0.03 0.35 0.87 0.52 2.59
12 21 0 50 10 0.64 0.93 0.96 0.03 0.02 2.58
13 25 0 30 30 0.86 0.10 0.51 0.56 0.46 2.49
14 23 0 40 20 0.88 0.29 0.72 0.16 0.21 2.26
15 26 0 40 30 0.90 0.08 0.50 0.66 0.07 2.22
16 12 3 50 10 0.71 0.70 0.63 0.03 0.02 2.07
17 24 0 50 20 0.82 0.34 0.73 0.08 0.08 2.06
18 3 6 50 10 0.77 0.56 0.51 0.02 0.01 1.88
19 2 6 40 10 0.57 0.65 0.52 0.02 0.01 1.78
20 6 6 50 20 0.94 0.21 0.38 0.05 0.02 1.60
21 5 6 40 20 0.90 0.18 0.34 0.06 0.03 1.51
22 10* 3 30 10 0.83 0.00 0.00 0.00 0.00 0.83
23 19* 0 30 10 0.81 0.00 0.00 0.00 0.00 0.81
24 22* 0 30 20 0.77 0.00 0.00 0.00 0.00 0.77
25 1* 6 30 10 0.68 0.00 0.00 0.00 0.00 0.68
26 11* 3 40 10 0.68 0.00 0.00 0.00 0.00 0.68
27 4* 6 30 20 0.67 0.00 0.00 0.00 0.00 0.67

* Samples not injection mouldable.

9.3.5 Ranking Formulations Based on Extruded and
Injection Moulded Sample Properties

When formulations were ranked based on extruded and injection moulded sample
properties using the previously described method, formuldttowas also found

to be the optimum combination of water, TEG and SDS. However during
extrusion this saple only produced an 874 consolidated sample with many
surface defects which broke easily and when assessed based solely on extrusion
properties, femulation 15 was ranked 6 Other combinations of water, TEG

and SDS could be used to produce better quality extrudates. This showed that
different combinations of water, TEG and SDS must be chosen to obtain the best
guality sample depending if extrusion or injection moulding Wwal the final

processing step. If extruding is the final processing technique used to produce the
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product then & pphsw combined with 560 pplgy total plasticiser content will
produce a good quality sample. Whereas if injection moulding is the final
processing technique used then a good quality sample can be obtained 46sing 3

pphem with 70-80 pply total plasticiser where at least 20 pphis TEG.

Table 55. Ranking formulations produced from 4% PAA treated bloodmeal with different water, TEG and
SDS combinations based on consolidation, whiteness after extrusion and injection moulding and mechanical
properties after injection moulding.

Ranking Formulations Based on Extrusion and Injection Moulding

£ x ] T 8B
= :_‘% 0 o] o é E@ § ge § é ea
g : ? g : gze 83 SE3d
] s o= £EE2E
L = O =
1 15 3 50 20 2.97 3.44 6.40
2 9 6 50 30 3.15 3.13 6.28
3 14 3 40 20 3.04 3.17 6.20
4 8 6 40 30 3.15 2.97 6.12
5 7 6 30 30 3.12 2.90 6.01
6 17 3 40 30 3.07 271 5.78
7 13 3 30 20 3.02 2.66 5.68
8 16 3 30 30 3.05 2.59 5.64
9 20 0 40 10 2.91 2.69 5.60
10 18 3 50 30 2.98 2.60 5.58
11 21 0 50 10 251 2.58 5.09
12 3 6 50 10 3.16 1.88 5.04
13 12 3 50 10 2.95 2.07 5.02
14 25 0 30 30 251 2.49 5.01
15 2 6 40 10 3.22 178 5.00
16 27 0 50 30 2.34 2.60 4.94
17 23 0 40 20 2.66 2.26 4.92
18 6 6 50 20 3.22 1.60 4.81
19 6 40 20 3.19 151 4.69
20 24 0 50 20 2.58 2.06 4.63
21 26 0 40 30 1.97 2.22 4.19
22 10 3 30 10 3.06 0.83 3.89
23 4 6 30 20 3.16 0.67 3.83
24 1* 6 30 10 3.09 0.68 3.77
25 11* 3 40 10 3.04 0.68 3.72
26 19 0 30 10 2.89 0.81 3.70
27 22+ 0 30 20 275 0.77 3.52

* Samples not injection mouldable.
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9.4 Conclusion

It was found that the optimum combination of water, TEG and 8ifi&ed for
extrusion and injection moulding. SDS was found to be the most important factor
for consolidation during extrusion and SME due to it unwinding the aggregated
protein and allowing new protein entanglements and new protein interactions to
form. The best extruded sample based on consolidation and whiteness contained
40 pplem water, 10 TEG ppiu and 6 ppbu SDS. This produced a extrudate
which was 986 consdidated and 49% white

TEG was most important for injection moulded sample whiteness with 1843
contribution. TEG reduced thermal and mechanical stresses which contributed to
degradation and darkening of the sample. Water contributed 29.9% and SDS also
had a small 0.5% contribution. Main effects plots and experimental observations
revealed thahigh SDS helped prevent darkening which suggested it acted as a
plasticiser at high concentrations.

TEG also had the greatest impact on injection moulded sample mechanical
properties with 30.5% contribution to Yc
extenson and 39.1% contribution to toughness. It only contributed 0.1% to UTS
which was much lower than expected, but its combined effect with water
contributed 21.9% to UTS. Increasing TEG resulted in increased free volume and
easier molecular movements whighd t o decreased Youngods nm

but higher percentage strain at break and toughness.

SDS was the second highest single contributor to mechanical properties. It
contributed 8.1% to Youngb6s modul us, 12.
15.2% totoughness. 0 ppky SDS had low extension and toughness which was

probably caused by a lack of entanglement from low protein aggregate unwinding.

6 pphsv SDS had poor mechanical properties at200pphym TEG because of

electrostatic repulsion. When TEG rbad 30 ppbv free volume was increased

sufficiently to overcome the repulsion effect.

At 3 pphew SDS, 50 ppkv water and 20 ppu TEG an optimum level of
entanglement, stabilising interactions and plasticisation occurred which resulted in

aninjection mouded samplewi t h t ensil e strength 4.62 I
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85.48 MPa, toughness 1.75 MPa and 82.62% strain at break. These mechanical
properties wex comparable to Novatein Thermagtic Protein produced from
untreated bloodmeal and bioplastics producechfother agricultural biopolymer
sources.
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Chapter 10

Conclusions and Recommendations

y

o,

Bioplastic components produced from peracetic acid treated bloodmeal
incorporated into remote ntrolled boat.



10.1 Conclusions

It was shown that a yellow/orange and odourless thermoplastic material could be

made from peracetic acid (PAA) treated bloodmeal. The most significant findings

were that bl oodmeal 0 sresaverédebyg usinggPAAagean ght ¢
oxidant and odour causing compounds were effectively oxidised while degrading

the iron containing haem group in haemog
This will lead to bloodmeal being used more widely in bioplastics aantbe

pigmented and converted into a thermoplastic by extrusion and injection
moulding. This could potentially add value to what was traditionally a low value

meat processing industry {pyoduct. The overall research programme is

summarised ifrigure93 for easy reference.

Haem consists of a highly conjugated structure while the odorous compounds also
contain double bonds and ring structures. In both cases, thedwe aaadily
removed by oxidation. The haem group can be dissociated from haemoglobin by
dilution and reducing solution pH to 2. In this study hydrogen peroxide, PAA,
sodium hypochlorite, sodium chlorite, sodium chlorate, and chlorine dioxide were
used toreduce colour and smell in red blood cell concentrate (RBCC), modified
RBCC (mRBCC), and bloodmeal.

Treatment of RBCC and mRBCC with peroxides resulted in extensive foaming of
soluble proteins by oxygen released during peroxide degradation by catalase
preent in blood. Dilution reduced foaming but increased processing volume.
Hydrogen peroxide treatment mRBCC resulted ina powderwhich was 55%
white, whereas hydrogen peroxide treatment of RBCC produced a powder which
was71% white Treaing mMRBCC and RBC with PAA produced powders which
were 87 and 91% white respectively. Both treatments for RBCC were rapid and
were completed within 5 minutes. Treatment time and extent of decolouring were
dependent on protein and oxidant concentration as was shown trgatimg
MRBCC with hydrogen peroxide. Sodium chlorite was the most successful
oxidant, producinga powder which wa$1% white from RBCC and a powder
which was93% whitefrom mRBCC within 30 minutes. In most cases, where
decolouring was successful, prioteverage molecular weight was reduced from
87-94 kDa to 1344 kDa. The exception was sodium chlorite treated RBCC
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where average molecular weight increased to 143 kDa. This method produced
small molecular weight peptides but also caused aggregation whash

responsible for the increase in average molecular weight.

Treating bloodmeal with hydrogen peroxide, PAA and sodium chlprieduced
powders which weré&b9%, 67% and 31% white respectively. The molecular
weight for hydrogen peroxide and PAA treateldodmeal was unaffected, but
sodium chlorite treated powder was unable to be dissolved in SDS and sodium
sulphite solutions for molecular weight analysis. Significant foaming occurred

during hydrogen peroxide treatment, but not for PAA treatment of bleadm

Bloodmeal was selected as the best feedstock for decolouring as it had a high
solids content of 95%, it did not need to be diluted for successful treatment and
protein molecular weight was not reduced. In addition, using bloodmeal avoided
handling lage processing volumes associated with RBCC and mRBCC and
prevented microbial degradation because bloodmeal is a dried, stable feedstock.

PAA preferentially reacted with the haem group, odour compounds and
disulphide bonds. At higher concentrations ibalsacted with amino acid side
groups reducing hydrophobic interactions and hydrogen bonding between protein
chains. This reduced protein crystallinity, thermal stability, and glass transition
temperature, while increasing protein solubility in phosphmatiéer, SDS and
sodium sulphite solutions heated to 400 Powder Xray diffraction showed
bloodmeal crystallinity decreased from 35% te2¥P6 when treated with-3%

PAA accompanied by a decrease in glass transition temperature fr6@ 225
50°C. The potein solubility increased from 1% to 25% in phosphate buffer, 11%
to 85% in 1% SDS and 3% to 26% in 1% sodium sulphite.

Protein chains have a wide range of interactions such as electrostatic and
hydrophobic interactions, hydrogen bonding and disulplidaeding that are
responsible for stabilising their structure. For successful extrusion, these
interactions must be controlled using a combination of denaturants, surfactants,
reducing agents and plasticisers. It was shown that PAA treated bloodmeal could
not be extruded using the same operating conditions and additives as those
required for untreated bloodmeal.

207



Initial attempts at extruding PAA treated bloodmeal using water (6g\f)pbrea

(10 pphsm), TEG (10 ppbwm), sodium sulphite (3 ppk) and SDS (Pphsm) were
unsuccessful and resulted in an unconsolidated powder. In further 38,
PAA treated bloodmeal powder was extruded using different combinations of
water (0-60 pptsm), TEG (0-40 pplem), glycerol (0-45 pplym), SDS(0-6pphsm),
sodium sulpfte (0-6 pphsm), urea(0-10 pplewm), borax(0-15 pphem), salt(0-10
pphsm) and sodium silicaté0-15 pplywm).

Urea and sodium sulphitehich were required to produce NT#ere found to be
unnecessary for PAA treated bloodmeal as the disulphide -lankss and
hydrogen bonds had been reduced by PAA treatment. Using sodium silicate,
borax, and salt were also unsuccessful and gave dark poorly consolidated
extrudates. The mosinportant additives for successful extrusion and injection

moulding were water, TEG and SDS.

3% PAA treated bloodmeal produced dark brown injection moulded samples
while 5% PAA treated bloodmeal resulted in yellow but easily broken test
specimens4% PAA treated bloodmeal produced the best extruded and injection
moulded samples and was chosen for investigating the effects of water, TEG and
SDS concentration on consolidation, specific mechanical enepgy, extrudate

and inection moulded colour as welsmechanical properties.

ANOVA showedthat SDS was the most iportant variable for extrusiohe
best extruded sample which was?®&onsolidated and 48 white contained 40
pphew Water, 10 pphv TEG and 6 ppém SDS.

TEG had the greatest effect on colour after injection moulding and mechanical
properties because of its plasticisation effeBNOVA showed that TEG
contributed 30.5% to Youngb6s modul us, 6
0.1% to UTS and 38.1% to colouvhi | e SDS <contri buted 8.
modulus, 13.7% to strain, 15.2% to toughness, 12.5% to UTS, 0.5% to.colour

Ini ti al wat er contributed 19. 7% to Younc
toughness, 30% to UTS and 29.9% to colour.

The best injection moded sample was produced using SOgapWvater, 20 pphwv
TEG and 3 ppém SDS. This produced an injection moulded sample which was
3% white, had an almost transparent yelloreingecolour with a tensile strength
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of 4. 62 MPa, Youngo6s essd.ds MPs and B2.629%8 MP a
strain. These mechanical properties were comparable to NTP and the resulting

product can be easily pigmented.
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Figure 93: Flow diagram summarising work carried out and conclusions made during the production of decoloured bioplastic from bloodmeal

210







































































































































